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YORKSHIRE WATER
PROTECTION OF MAINS AND SERVICES - WASTE WATER

1. The position of Yorkshire Water Services LId (YWS) apparatus shown on the existing mains record
drawing(s) indicates the general position and nature of our apparatus and the accuracy of this information
cannot be guaranteed. Any damage to YWS apparatus as a resu~ of your works may have serious
consequences and you will be held responsible for all costs incurred. Prior to commencing major works, the
exact location of apparatus must be determined on site, if necessary by excavating trial holes. The actual
position of such apparatus and that of service pipes which have not been indicated must be established on
site by contacting the Customer Helpline (0845 f 24 24 24) for water and (0845 124 24 29) for sewerage.

2. The public sewer network is lawfUlly retained in its existing position and the sewerage undertaker is entitled
to have it remain so without any disturbance. The provisions of section 159 of the Water Industry Act 1991
provides that the sewerage undertaker may "inspect, maintain, adjust, repair or alter" the network. Those
rights are given to enable the sewerage undertaker to perform its statutory duties. Any development of the
land or any other action that unacceptably hindered the exercise of those rights would be unlawful

3. Ground levels over eXisting YWS apparatus are to be maintained. Sewers in highways will generally be laid
to give 1200mm of cover from finished ground level working to kerb races, other permanent identification of
the limits of the road or to an agreed line and level. Substantial increases or decreases to this 1200mm
depth of cover will result in the sewer being re-Iaid at your expense.

4. If surface levels are to be decreased / increased significantly the effects on existing water supply apparatus
will be carefully considered and if any alterations are necessary, the costs of the alterations will be recharged
to you in full. Outlets on fire hydrants must be no more than 300mm below the new levels and all surface
boxes must be adjusted as part of the scheme.

5. To enable future repair works to be carried out without hindrance; any pipe, cable, duct, etc. installed parallel
to a water main or service pipe should not be installed directly over or within 300mm of a water main or
service pipe or loo0mm of a waste water asset. Where a pipe, cable, duct, etc. crosses a main or service it
should preferably cross perpendicular or at an angle of no less than 45" and with a minimum clearance of
150mm. These requirements apply to activities within an existing highway and are relevant to the installation
of pipes, cables, dUcts, etc. up to and including 250mm in diameter. Necessary protection measures for
installations greater than 250mm in diameter and/or in private land will need to be agreed on an individual
basis. Installations within a new development site must comply with the National Joint Utilities Group
publication Volume 2: NJUG Guidelines On The Positioning Of Underground Utilities Apparatus For New
Development Sites.

6. All excavation works near to YW apparatus should be by hand digging only.

7. Backfilling with a suitable material to a minimum 300mm above YW apparatus is required.

8. Adequate support must be provided where any works pass under YW apparatus.

9. Jointing chambers, lighting columns and other structures must be installed in such a way that future repair or
maintenance works to YW apparatus will not be hindered.

10. Apparatus such as; railings, sign posts, etc. must not be placed in such a way that they prevent access to or
full operation of controlling valves. hydrants or similar apparatus. YWS surface boxes must not be covered or
buried. Any adjustment, alteration or replacement of manhole covers must be agreed on site prior to the
commencement of the works with a YWS Inspector who may be contacted via our Call Centre on 0845 124
2429.

11. Explosives shall not be used within 100 metres of any Yorkshire Water Services apparatus or installations.

12. Vibrating plant should not be used directly over any apparatus. Movement or operation by vehicles or heavy
plant is not to be permitted in the immediate Vicinity of YWS plant or apparatus unless there has been prior
consultation and, if necessary, adequate protection provided without cost to YWS.

13. Under no drcumstances should thrust boring or similar trenchless techniques commence until the actual
position of the Company's mains/services along the proposed route have been confirmed by trial holes.

14. Any alterations to the highway should be notified following the procedures outlined in the New Road and
Street Works Act 1991 Code of Practice; Measures Necessary Where Apparatus Is Affected By Major Works
(Diversionary Works).

15. You will be held responsible for any damage or loss to YWS apparatus dUring and after completion of work,
caused by yourselves, your servant or agent. Any damage caused or observed to YWS plant or apparatus
should be immediately reported to YWS. Should YW incur any costs as a result of non-compliance with the
above, all costs will be rechargeable in full.

16. You should ensure that nothing is done on the site to prejUdice the safety or operation of YWS employees,
plant or apparatus.

17. In accordance with the New Roads and Street Works Act 1991, Chapter 22, Part 3, Section 80. The location
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of any identified YW asset· which is not marked, or is wrongly marked, on the records made availabld should
be communicated back to Yorkshire Water. The location of the apparatus should be identified on copies of
the supplied plans which should be returned to Yorkshie Water (Asset Records Team) with photographic
supporting evidence where possible.

18. The Government has decided that responsibility for private sewers serving two or more properties and lateral
drains (the section of pipe beyond the boundary of a single property, connecting it to the public sewer) will be
transferred to the water companies on the 1st October 2011. Private pumping stations will also transfer
during the period l' October 2011 - l' Oct 2016. Records of these assets may not yet be shown on the
existing mains record drawing(s). If you encounter any of these assets you must inform Yorkshire Water
Services Ltd (YWS).

19. Please note that the information supplied on the enclosed plans is reproduced from Ordnance Survey
material with the permission of the Ordnance Survey on beha~ of the Controller of Her Majesty's Stationery
Office, © Crown Copyright. Unauthorised reproduction infringes Crown Copyright and may lead to
prosecution or dvil proceedings. Licence Number 1000019559.
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YORKSHIRE WATER
PROTECTION OF MAINS AND SERVICES - CLEAN WATER

1. Please note the positions of clean water apparatus shown on the enclosed plans are believed to be correct.
However, Yorkshire Water (yw) will accept no responsibility in the event of any inaccuracy or omission. The
actual position of such apparatus and that of service pipes which have not been indicated must be established on
site by contacting the Customer Helpline (0845 124 24 24) for water and (0845 120 84 82) for sewerage.

2. To enable future repair works to be carried out without hindrance; any pipe, cable, duct, etc. installed parallel to
a water main or service pipe should not be installed directly over or within 300mm of a water main or service pipe.
Where a pipe, cable, duct, etc. crosses a main or service it should preferably cross perpendicular or at an angle of
no less than 450 and with a minimum clearance of 150mm. These requirements apply to activities within an
existing highway and are relevant to the installation of pipes, cables, duets, etc. up to and including 250mm in
diameter. Necessary protection measures for installations greater than 250mm in diameter and/or in private land
will need to be agreed on an individual basis.
Installations within a new development site must comply with the National Joint Utilities Group publication Volume
2: NJUG Guidelines On The Positioning Of Underground Utilities Apparatus For New Development Sites.

3. All excavation works near to YW apparatus should be by hand digging only.

4. Backfilling with a suitable material to a minimum 300mm above YW apparatus is reqUired.

5. If surface levels are to be decreased/increased significantly the effects on existing apparatus will be carefully
considered and if any alterations are necessary, the costs of the alterations will be recharged to you in full.
Outlets on fire hydrants must be no more than 300mm below the new levels and all surface boxes must be
adjusted as part of the scheme.

6. Adequate support must be provided where any works pass under YW apparatus.

7. Jointing chambers, lighting columns and other structures must be installed in such a way that future repair or
maintenance works to YW apparatus will not be hindered.

8. Apparatus such as; railings, sign posts, etc. must not be placed in such a way that they prevent access to or full
operation of controlling valves, hydrants or similar apparatus. Care must also be taken not to bury or cover
chamber lids for similar reasons.

9. Explosives shall not be used within 100 metres of any Yorkshire Water Services apparatus or installations.

10. Vibrating plant should not be used directly over any apparatus.

11. Under no cirr:umstances should thrust boring or similar trenchless techniques commence until the actual
position of the Company's mains/services along the proposed route have been confirmed by trial holes.

12. Any alterations to the highway should be notified following the procedures outlined in the New Road and
Street Works Act 1991 Code of Practice; Measures Necessary Where Apparatus Is Affected By Major Works
(Diversionary Works).

13. Should YW incur any costs as a result of non-compliance with the above, all costs will be rechargeable in full.

14. In accordance with the New Roads and Street Works Act 1991, Chapter 22, Part 3, Section 80. The location
of any identified YW asset 'which is not marked, or /s wrongly marked, on the records made available" should be
communicated back to Yorkshire Water. The location of the apparatus should be identified on copies of the
supplied plans which should be returned to Yorkshie Water with photographic supporting evidence where
possible.

Please note that the information supplied on the enclosed plans is reproduced from Ordnance Survey material
with the permission of the Ordnance Survey on behalf of the Controller of Her Majesty's Stationery Office, ©
Crown Copyright. Unauthorised reproduction infringes Crown Copyright and may lead to prosecution or civil
proceedings. Licence Number 1000019559
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YORKSHIRE WATER
PROTECTION OF MAINS AND SERVICES - WASTE WATER

1. The position of Yorkshire Water Services LId (YWS) apparatus shown on the existing mains record
drawing(s) indicates the geneflJl position and nature of our apparatus and the accuracy of this information
cannot be guaranteed. Any damage to YWS apparatus as a result of your works may have serious
consequences and you will be held responsible for all costs incurred. Prior to commencing major works, the
exact location of apparatus must be determined on site, ~ necessary by excavating trial holes. The actual
position of such apparatus and that of service pipes which have not been indicated must be established on
site by contacting the Customer Helpline (0845 1242424) for water and (0845 1242429) for sewerage.

2. The public sewer network Is lawfUlly retained in its existing position and the sewerage undertaker is entitled
to have it remain so without any disturbance. The provisions of section 159 of the Water Industry Act 1991
provides that the sewerage undertaker may "inspect, maintain, adjust, repair or alter" the network. Those
rights are given to enable the sewerage undertaker to perform its statutory duties. Any development of the
land or any other action that unacceptably hindered the exercise of those rights would be unlawful

3. Ground levels over eXisting YWS apparatus are to be maintained. Sewers in highways will geneflJlly be laid
to give 1200mm of cover from finished ground level working to kerb races, other permanent identification of
the limits of the road or to an agreed line and level. Substantial increases or decreases to this 1200mm
depth of cover will result in the sewer being re-Iaid at your expense.

4. If surface levels are to be decreased I increased significantly the effects on existing water supply apparatus
will be carefUlly considered and if any alterations are necessary, the costs of the alterations will be recharged
to you in full. Outlets on fire hydrants must be no more than 300mm below the new levels and all surface
boxes must be adjusted as part of the scheme.

5. To enable future repair works to be carried out without hindrance; any pipe, cable, duct, etc. installed parallel
to a water main or service pipe should not be installed directly over or within 300mm of a water main or
service pipe or l000mm of a waste water asset. Where a pipe, cable, duct, etc. crosses a main or service it
should preferably cross perpendicular or at an angle of no less than 45" and with a minimum clearance of
150mm. These requirements apply to activities within an existing highway and are relevant to the installation
of pipes, cables, duets, etc. up to and including 250mm in diameter. Necessary protection measures for
installations greater than 250mm in diameter and/or in private land will need to be agreed on an individual
basis. Installations within a new development site must comply with the National Joint Utilities Group
publication Volume 2: NJUG Guidelines On The Positioning Of Underground Utilities Apparatus For New
Development Sites.

6. All excavation works near to YW apparatus should be by hand digging only.

7. Backfilling with a suitable material to a minimum 300mm above YW apparatus is required.

8. Adequate support must be provided where any works pass under YW apparatus.

9. Jointing chambers, lighting columns and other structures must be installed in such a way that future repair or
maintenance works to YW apparatus will not be hindered.

10. Apparatus such as; railings, sign posts, etc. must not be placed in such a way that they prevent access to or
full operation of controlling valves, hydrants or similar apparatus. YWS surface boxes must not be covered or
buried. Any adjustment, alteration or replacement of manhole covers must be agreed on site prior to the
commencement of the works with a YWS Inspector who may be contacted via our Call Centre on 0845 124
2429.

11. Explosives shall not be used within 100 metres of any Yorkshire Water Services apparatus or installations.

12. Vibrating plant should not be used directly over any apparatus. Movement or operation by vehicles or heavy
plant is not to be permitted in the immediate vicinity of YWS plant or apparatus unless there has been prior
consultation and, if necessary, adequate protection provided without cost to YWS.

13. Under no drr:umstsnces should thrust boring or similar trenchless techniques commence until the actual
position of the Company's mains/services along the proposed route have been confirmed by trial holes.

14. Any alterations to the highway should be notified following the procedures outlined in the New Road and
Street Works Act 1991 Code of Practice; Measures Necessary Where Apparatus Is Affected By Major Works
(Diversionary Works).

15. You will be held responsible for any damage or loss to YWS apparatus during and after completion of work,
caused by yourselves, your servant or agent. Any damage caused or observed to YWS plant or apparatus
should be immediately reported to YWS. Should YW incur any costs as a result of non-compliance with the
above, all costs will be rechargeable in full.

16. You should ensure that nothing is done on the site to prejudice the safety or operation of YWS employees,
plant or apparatus.

17. In accordance with the New Roads and Street Works Act 1991, Chapter 22, Part 3, Section 80. The location
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of any identified YW asset' which is not marked, or is wrongly marked, on the recorrfs made availabld should
be communicated back to Yorkshire Water. The location of the apparatus should be identified on copies of
the supplied plans which should be returned to Yorkshie Water (Asset Records Team) with photographic
supporting evidence where possible.

18. The Government has decided that responsibility for private sewers serving two or more properties and lateral
drains (the section of pipe beyond the boundary of a single property, connecting it to the public sewer) will be
transferred to the water companies on the 1st October 2011. Private pumping stations will also transfer
during the period l' October 2011 - l' Oct 2016. Records of these assets may not yet be shown on the
existing mains record drawing(s). If you encounter any of these assets you must inform Yorkshire Water
Services LId (YWS).

19. Please note that the information supplied on the enclosed plans is reproduced from Ordnance Survey
material with the permission of the Ordnance Survey on beha~ of the Controller of Her Majesty's Stationery
Office, © Crown Copyright. Unauthorised reproduction infringes Crown Copyright and may lead to
prosecution or civil proceedings. Licence Number 1000019559.

<3> n~0fI\l». ~~s.w:-l""-1________ ...... '1C7 ...... ')~ ....... ..,

safe-move
A cart of YorkshireWaler



•

•

•

•

LNXX..sXECZB Re«i\'ed:22 August 2012 Completed:22 August 2012

Sewer Legend

----.. Combin.eSS ......

---~ -_. Sud.c.Wo1etS .... r

---- II ---- FoulSewer

>
_._-- ....... _- Section 104 Sewer

Pumping SUlion ------....-.._.

+
Water Legend

WaJ:erMain 4" and below

WaJ:erMain4" and above

Raw Water Main

Private Water Main

Fire Hydrant

Pumping Station

~0f\'l0e. ~\ofIaI8l$el lmk1_ ..... _~ __ 'M7 __ ~ __ ""'J.~

Public Seweg.
Treatment Wodao

n

524 Combin.eS S ..... r

524 Surf ... Wo1et S .... er

524FoulS ......

Public Riling Main

Abandon.eSS ......

Syphon S &
VecuumS ..

Property Ic!enIifi ..

safe-move
A 0llf1 01YorlcshireWater



1«lga1e!ed 0IJK::e. '\txbtwD W::*tr ~ LiTlled
~"""'_~~""""-"-""""""""'_"'~"""""""',~"''lU.''''''.'l

•

/

otic Waste Water Network 22108/2012 10:43:42

•

The nearest Sewage Treatment
Works is WOMBWEWSTW which
is 1.7 kilomelres E and is the
responsibility of Yor1l;shire Water
Services Ltd.

as Grid Coordinates: 439135: 403964 Map Name: SE3903NW

nsafe-move
A cart of YorkshireWater



•

blic Cle.In W8ter Network 22108/2012 10:43:53

•
as Grid Coordinates: 439136: 403964 Map Name: SE3903NW

~.-:lCl\'l::e.~ __ .s.\lICIa~
_ _...- "lC'I __ ............-_~_ ...

CONFIDENTIAL



•

•

•

•

enzy~ GB Cullet Ltd

APPENDIX 5

Topographical Survey

© Enzygo LId 2012 30 SHF.1037.001.R.001.A



•

•

•

•

enzy~ GB Cullet LId

APPENDIX 6

Klargester Correspondence

.-

© Enzygo LId 2012 31 SHF.1037.001.R.001.A



• ENVIRONMENTAL

r
Klargester

19 September 2012

Our Quote Ref: 5133226

G B Cullet LId
The Cullet Yard
Acorn House, Mitchell's Enterprise Centre
Bradberry Balk Lane, Wombwell
Barnsley
South Yorkshire
S738HR

For the attention of:

• Mr Gary Hopkins

Dear Sir,

•

•

Site: G B Cullet Ltd, Wombwell 1074524

Further to our recent discussions, we are pleased to confirm our proposal for your consideration on
the above project.

We understand the site comprises of two hard standing areas to be used for the storing and handling
of waste glass. A proposal has ben requested for an appropriate separator to serve each area i.e. one
separator per area.

Discharge from the separators will be to a surface water sewer accessible by gravity from site.

For your application we would recommend our Full Retention separators - confirmation of our
proposed products and prices are as follows: -

Proposed Klargester Description QuantJt Price Per
OptJons Reference y Unit
Yard Area 1- NSFA30 Full Retention Separator nominal size 30 1 £2,435.00
Adjacent . with 1m invert - product reference NSFA30,
Offices class 1. Covers not included.
/1,224m2\
Yard Area 2 NSFA50 Full Retention Separator nominal size 50 1 £3,420.00
(2,614m2) with 1m invert - product reference NSFA50,

class 1. Covers not included.
NS Ext Neck Neck Extension Kit to suit - price per 1 £90.00

500mm

Oil Sensor Mains Powered Oil Alarm - Indoor 2 £247.00
Interceptor II
Oil8et1000 Eurogauge Mains Powered Oil Alarm - 2 £461.00

Outdoor

PPG3 guidelines require that all Separators are fitted with an intrinsically safe visual and
audible alarm and, as an optJonal extra we have included a price for the alarm

Klargj!Ster
Prices quoted are our Recommended Retail Prices and include delivery~~~lm, ~Aibn.
offloading and any installation costs. Prices are valid 30 days from the dat.&,iltlibi;s ~;al'llll-lim SEW
subject to K1argester terms and conditions. lel: +44 (0) 1296633000

Current lead limes are 7 _ 10 working days plus delivery to site. fax: +44 (0) , 296633001
www.kIargester.com
Company Reg. No 3888183

http://www.kIargester.com
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Delivery day to area is Thursday.

Own off loading facilities required.

The above Separator has been sized in accordance with the latest Environment Agency guidelines ref
PPG3. Please see our technical data sheet for further information.

Klargester have the required range of separators performance tested and certified as meeting the
effluent standards required. The tests were performed as per the European Standard EN 858-1 and
were witnessed by the British Standards Institute as meeting the then requirements of the PPG3. All
Klargester products are made under BS EN 9001 :2008 Quality Management Accreditation.

Kingspan Environmental Service strongly recommends that this product be commissioned correctly
and in accordance with the installation gUidelines. To avail of this service please contact a member of
our service team on 0845 355 0555 or alternatively by email oninfo@kingspanenvservice.com

Please do not hesitate to contact us if we can be of any further assistance.

Yours faithfully

Morrison Gray

Direct Dial:
E-mail:

07795 503625
morrison. gray@klargester.com

Attachments - Data Sheet/Installation Guidelines

mailto:oninfo@kingspanenvservice.com
mailto:gray@klargester.com
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NSFA020 - NSFA065 Full Retention Separators

Installation & Maintenance Guidelines

Kingspan Environmental Service Contact Numbers:

GB: 0844 846 0500

NI: 028 3025 4077

IRL: 048 3025 4077

Associated Documents

DS0911P NSFA020 - NSFA065 Full Retention Separators Sales Drawing

DS0859P Neck & Coalescer Extension Details

PD0323 Oil Probe Fitting Details
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011259 GL0102p·02 NSFA020 - NSFA065 Class 1 & 2 Full Retention Separators

HEALTH & SAFETY

These warnings are provided in the Interest of safety. You must read them carefully before installing
or using the equipment.
It is important that this document is retained with the equipment for future reference. Should the equipment
be transferred to a new owner, always ensure that all relevant documents are supplied in order that the new
owner can be acquainted with the functioning of the equipment and the relevant warnings.

Installation should only be carried out by a suitably experienced contractor, following these guidelines.

We recommend the use of a dust mask and gloves when culling GRP components.

Electrical work should be carried out by a qualified electrician.

Contaminated surface water can contain substances harmful to human health. Any person carrying out
maintenance on the equipment should wear suitable protective clothing, including gloves. Good hygiene
practice should also be observed.

Access covers should be selected with reference to the location of the unit and traffic loads to be
accommodated. These are not (normally) part of the Separator supply.

When covers are removed precautions must be taken against personnel falling into the unit.

Should you wish to inspect the operation of the equipment, please observe all necessary precautions,
including those listed below, which apply to maintenance procedures.

Ensure that you are familiar with the safe working areas and accesses. Ensure that the working area is
adequately lit.

Take care to maintain correct posture, particularly when lifting. Use appropriate lifting equipment when
necessary. Keep proper footing and balance at all times. Avoid any sharp edges.

OIL ALARM SYSTEMS

PPG3 recommends that that the oil level alarm be fitted, tested and commissioned by a competent Installer.
This is to ensure that the oil probe is calibrated correctly, raising an alarm when 90% of the oil storage
volume is reached. Should the oil level alarm fail to provide an early warning, excessive oil could pass
through the separator, thus polluting the environment. This could result in substantial cleanup costs and legal
action being taken under the water resources act 1991.

MAINTENANCE

The correct ongoing maintenance is essential for the proper operation of the equipment. Operators who rely
on oil level alarms to prompt them to service separators between maintenance intervals run the risk of
polluting, should the alarms not work, hence the ongoing functional assessment of the oil alarm systems is
fundamental if pollution incidents are to be avoided.

The removal of sediment and retained oil/grease should be carried out by a contractor holding the relevant
permits to transport and dispose of such waste. The contractor must refer to the guidelines in this document.

2 of 12
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011259 GL0102P-02 NSFA020 - NSFA065 Class 1 & 2 Full Retention Separators

Kingspan Environmental
College Road North

Aston Clinton
Aylesbury

Buckinghamshire
HP225EW

10
EN 858 : Separator s stems for light liquids

GRP Glass Reinforced Plastic Tank

Full Retention Se arators NS003 - NS200

Class 1 & 2

Waterti htness Passed
Structural Testin Passed
Hydraulic efficency Passed
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011259 GL0102P-02 NSFA020 - NSFA065 Class 1 & 2 Full Retention Separators
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011259 GL0102P·02 NSFA020 - NSFA065 Class 1 & 2 Full Retention Separators

• 1.0 Introduction
These Guidelines represent Best Practice for the installation of the above Full Retention Separator Units.
Many years of specialist experience has led to the successful installation of thousands of separator units. It
must be noted, however, that these Guidelines are necessarily of a general nature. It is the responsibility of
others to verify that they are appropriate for the specific ground conditions and in-service loads of each
installation. Similarly, a qualified specialist (e.g. Civil engineering consultant) must verify any information or
advice given by employees or agents of the company regarding the design of an installation.

For guidance of Separator selection and application, please refer to the most recent issue of Environment
Agency Guidelines NO.3(PPG3) and BS EN 858. Our Units have been independently tested by BSI and are
certified as meeting the standards.

•

•

•

2.0 Handling & Storage
2.1. Care must be taken to ensure that units are not damaged during delivery and handling on site. Please

take care and place unit so that it can not fall and become damaged.

2.2. The design requirements of our products will frequently mean that the centre of gravity of the unit is
"offset". Care must therefore be taken to ensure that the unit is stable when lifting. Rainwater may
also collect inside units, particularly if they have been stored on site prior to installation, adding weight
and increasing instability. Check units before lifting and pump out any excess water.

2.3. When lifting units, use webbing slings of a suitable specification. Do not use chains.

2.4. A suitable spreader bar should be used to ensure that units are stable and that loads are evenly
distributed during lifting. When lifting separators, a spreader bar shOUld be used where the slings
would otherwise be at an angle> 30 degrees to the vertical.

2.5. Lifting equipment should be selected by taking into account the unit weight, length and the distance of
lift required on site.

2.6. We accept no responsibility for the selection of lifting equipment.

2.7. Whenever our units are stored or moved on site, ensure that the storage location is free of rock,
debris and any sharp objects, which may damage the unit. The units must be placed on ground, which
is flat and level to evenly support the base of the unit. Do not roll separators.

3.0 Site Planning
The following points should be considered before installation of the equipment:

3.1. The discharge must have the consent of the relevant Environmental RegUlator.

3.2. The installation should have Planning and BUilding Control approval.

3.3. Consider installing flow cut-off valves to isolate the separator in an emergency or during site cleaning
operations. See Environment Agency Guidelines PPG3.

3.4. We will fit a tube to receive the alarm probe. This tube provides protection and ensures that the
probe is positioned at the correct level to sense the oil build up. The tube design and probe level
setting assumes the use of our standard oil alarm system and may not be suitable for other alarm
supplier's equipment. The probe tube may be fitted either within the neck or within the body of the
unit. It should be extended to ground level when fitted in the body of the tank and you should make
provision to extend the tube to the required height before backfilling. Consult the alarm supplier's
instructions for their detailed fitting installation instructions.

3.5. Consider venting of the unit. Comply with local regulations. In the UK, comply with the following
regulations, for Petrol Stations: Health and Safety Guidance Note 41 (HS(G)41), for other
applications: BS8301: 1985 (obsolescent) BS EN 752 Building Drainage. Adequate ventilation should
be provided to the separator. The ventilation pipe should be as short as is practicable and be
terminated not less than 2.5m above paving nor less than 1m above the head of an openable window
or other opening into a building within a horizontal distance of 3m. Each neck should be vented
independently, we advise against joining these below ground prior to their rising as vent stacks.

3.6. Uncontaminated run off such as roof water should be excluded from separators. (EA Guidelines
PPG3.)
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4.1. When units are installed in unstable ground conditions where movement of the surrounding material
and/or unit may occur, the connecting pipework should be designed to minimise the risk of damage
from differential movement of the unit(s) and/or surrounding material.

• 4.2. For separators with burial depths greater than 1000mm from cover level to the top of the unit, specific
site conditions should be taken into consideration and the backfill designed to bear any loads which
may be applied during and after installation to prevent the tank being subjected to these loads.

4.3. The excavation must be deep enough to provide bedding and cover depth as determined by the type
of surface pavement and loading. Asphalt and concrete pads should extend a minimum of 300mm
horizontally beyond the unit in all directions.

4.4. In situations where the excavation will not maintain a vertical wall, it will be necessary to shore up the
side walls of the excavation with suitable trench sheets and bracing systems to maintain a vertical
wall from the bottom to the top of the excavation. DO NOT completely remove the shoring system
until the backfilling is complete, but before the concrete fully hardens.

4.5. In areas where the water table is above the bottom of the excavation and/or the excavation is liable to
flood, the excavation should be dewatered using suitable pumping equipment and this should
continue until the installation is complete.

4.6. During installation care must be taken to ensure that the body of any unit is uniformly supported so
that point loads through the unit are avoided.

4.7. The Concrete Specification is not a site specific installation design.

•

•

•
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3.7. Consider installation of a sampling point downstream of the separator as there is no suitable facility to
effectively sample the waste water from inside the unit. (Suggested in EN 858 Pt 1).

3.8. Ground conditions and water table level should be assessed. If the water table will be above the base
of the units at any time of the year, adequate concrete backfill must be provided to avoid flotation. In
poorly draining ground, consideration should also be given to the likelihood of notation due to surface
water collecting in the backfill, and an appropriate installation method devised to avoid this.

3.9. If the discharge is to a soakaway, a porosity test should be carried out as part of the assessment of
suitability for sub-soil drainage.

3.10. The separator must be installed at a level that will allow connection to the incoming drain and a free
discharge at the system outlet.

3.11. Do not install the unit deeper than necessary, if required, ensure that you purchase extension necks
and coalescer extensions. The minimum invert depth of the unit is shown on the customer drawing.

3.12. Adequate access must be provided for routine maintenance. Vehicles should not be pemnitted within
a distance equal to the depth of the unit, unless suitable structural protection is provided to the
installation.

3.13. There must be at least 1 metre of clear, level ground all around the access covers to allow for routine
maintenance.

3.14. It is essential that a mains water supply is accessible for routine cleansing and refilling after removal
of waste material and liquid.

3.15. Provide electrical supply for alarm system.

3.16. Installation should only be carried out by suitably qualified and experienced contractors in accordance
with current Health and Safety Regulations. Electrical work should be carried out by a qualified
electrician, working to the latest edition of lEE wiring regUlations.

3.17. This unit is designed to operate with gravity in and out flows. The unit is not designed to operate with
a pumped influent.

4.0 Installation - General
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GENERAL CONCRETE SPECIFICATION IN ACCORDANCE WITH BS EN 206·1 (BS 8500·1)

TYPE OF MIX (DC) DESIGN

PERMITIED TYPE OF CEMENT BS 12 (OPC): BS 12 (RHPC): BS 4027 (SRPC)

PERMITIED TYPE OF AGGREGATE BS882
(coarse & fine)

NOMINAL MAXIMUM SIZE OF AGGREGATE 20mm

GRADES: C25130 REINFORCED & ABOVE GROUND WITH HOLDING DOWN
BOLTS

C25130 REINFORCED (EG. FOR HIGH WATER TABLE)

C16120 UNREINFORCED (NORMAL CONDITIONS)

MINIMUM CEMENT
IC30 270 - 260 KgJM'

CONTENT C20 220 - 230 KgJM'

SLUMP CLASS S1 (25mm)

RATE OF SAMPLING READY MIX CONCRETE SHOULD BE SUPPLIED COMPLETE
WITH APPROPRIATE DELIVERY TICKET IN ACCORDANCE
WITH BS EN 12350-1

NOTE: STANDARD MIXES SHOULD NOT BE USED WHERE SULPHATES
OR OTHER AGGRESSIVE CHEMICALS EXIST IN GROUND WATER

5.0 Separator Installation
5.1. Excavate a hole of sufficient length and width to accommodate the tank and a minimum 300mm

concrete surround and to a depth that allows for the burial depth of the unit plus concrete base slab.

5.2. Construct a suitable concrete base slab appropriate to site conditions. Ensure that the slab is flat and
level.

5.3. When the concrete base slab has set enough to support the installed load, add a concrete haunch so
as to provide even support under the unit, and then lower the unit onto the haunch using suitable
webbing slings and lifting equipment.

5.4. Locate the float valve in the coalescer unit(s). Lift float valve and secure in the open position before
filling and release when full. If the valve is not lifted during filling, it may "seat". The valve is fitted
with cord to aid lifting. Add cord if extending the invert and fasten end to a convenient point.

5.5. Pour no more than 300mm depth of clean water into the unit, avoiding shock loads. For units
with more than one chamber, add water to each chamber simultaneously. DO NOT
OVERFILL, the unit is not designed to hold water whilst unsupported. FILL THROUGH
OUTLET AS WELL AS INLET.

5.6. Place concrete backfill to approximately 300mm depth under and to the sides of the tank
ensuring good compaction to remove voids. DO NOT use vibrating pokers. Continue adding
concrete backfill, simUltaneously keeping the Internal water level no more than 200mm above
the backfill level at all times, until the backfill is Just below the underside of the outlet drain,
giving sufficient room to connect the Inlet and outlet plpework.

5.7. Connect inlet and outlet drains and vent pipes when safe access to the backfill can be gained.

PIPEWORK CONNECTIONS
In all cases,ensurethat the outletpipeworklevelis maintainedfor correct operation. (Unlessspecifiedon the
order,the fall acrossthe unitwill be as perthecustomerdrawings).Smallunitsare generallyfittedwith PVCu
spigots to boththeoutletandthe inlet.Connect using the same size PVCu socket or a suitable reducer.
Larger units are generally fitted with our own GRP manufactured sockets. The connecting pipework
should be pushed into the socket and a joint made to fill in the gap using rope/hemp with a cement
mortar or bonding mix. Ensure that the seal is secure and watertight before backfilling the pipe.
Alternatively, proprietary flex seal couplings can be obtained to fit over the outside of the site
pipework and the outside of the GRP socket. When using this connection method, please be aware
that the outside GRP laminate is not perfectly regular and that you may need to use a sealant on the
outside diameter of the GRP. Take care not to over tighten the coupling when connecting to the
GRP and ensure that the seal is secure before backfilling the pipe. Drawing 050185 provides the 10
of our GRP sockets. The 00 is variable, as the wall thickness can be up to 15-20 mm. If purchasing
a flex seal coupling for use with clay/concrete, we suggest that a size 110 mm larger than the 10 is
selected.
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5.8.

5.9.

5.10.

5.11.
5.12.

5.13.

011259GL0102p·02 NSFA020- NSFA065Class 1 & 2 Full RetentionSeparators

Oil Level Alarm Neck fitting

We will fit a tube to receive the oil alarm probe. This provides protection and ensures that the probe
is positioned at the correct level to sense oil build up. See alarm supplier information and ensure
that the probe is placed within the tube and can be accessed from ground level.

Continue backfilling with concrete over the tank body to the required level. Build up a shell of
concrete, minimum 225mm thick, around the access shaft(s). Temporarily strut the access shaft to
avoid distortion.
Where we supply an extension shaft to meet a deeper invert requirement, a coalescer extension is

also provided when needed. If there is a coalescer, remove it from the unit before adding the
extension shaft(s). It is advisable to seal the joints on the extension shafts (particularly on sites with
high ground water) with proprietary sealant or by GRP lamination (if skilled operatives are available).
Temporarily strut the extension neck(s) to avoid distortion during back filling. Where more than one
neck section is required to suit a deep invert, consider back·filling section by section. If the extension
neck is too long, it can be trimmed using a fine-toothed saw. The original fixing hole bolting the
coalescer to the neck should be sealed. Ensure that the vent socket if cut out, is replaced
elsewhere. The maximum recommended inlet invert is 2000mm (using 500mm long extension
sections). If you are installing a unit deeper than this then you must make your own arrangements
for removing and replacing the coalescer. Consideration must be given to the depth of lift involved.
If extending the neck, remember to add a suitable length of cord to enable the float valve to be lifted

when the unit is emptied. If the valve is not raised during filling then the float valve may stick at the
base.
Coalescer. When refitting, ensure that the core tube is correctly seated onto the base fitting.

Continue back-filling, ensuring minimum 225mm concrete thickness around the access shaftJ
extension neck and alarm access tube (as applicable).

Mains powered alarm Systems. See alarm suppliers installation instructions. Lay 82mm diameter
PVCu underground ducting between the alarm panel location and the alarm probe position. The
ducting should be 500mm below ground level and fitted with a drawstring for later cable insertion.
Any changes of direction should be by long radius bend. If necessary, drill a suitable hole in the
access shaft adjacent to the alarm probe terminal box, to accept the ducting and seal.

5.14. In traffic areas a suitable top slab must be constructed. The top slab should bear on a suitable
foundation to prevent superimposed loads being transmitted to the unit and access shafts. Loads
applied to covers and frames must bear on the top slab, not the access shaft.

5.15. The unit should be filled with clean water up to the invert level of the outlet pipe. Ensure the unit
identification is placed/marked inside the neck for future information. The unit is now ready for use.

Unit Recommended Maximum Oil Max. Depth of floating oil
Storage volume (100 %) (Static)

NSFA020 200 Iitres 53mm

NSFA030 300 Iitres 60mm

NSFA040 400 Iitres 65mm

NSFA050 500 Iitres 70mm

NSFA065 650 Iitres 67mm

6.0 Alarm Installation
6.1 Install the alarm probe and control panel, as per the Suppliers Alarm Installation Guidelines. Ensure

that the probe is positioned correctly for the required storage of oil. The table below indicates the
volume of oil stored and the depth of floating oil expected in the separation chamber.
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• 7.0 Operation
7.1 The unit is sized on treating a defined area and rainfall (50 mm/hour) EN 858 Part 1, and using the

factor provided in the EA guidelines PPG 3. The entire flow up to the units listed flow rating is fully
treated.

7.2 Class 1 units include a core tube with replaceable media. Separated liqUid enters the core tube after
passing through the media, to the outlet. The coalescer media requires maintenance and replacement
at intervals. See section 8.

7.3 Class 2 units do not include replaceable media

7.4 Both Class 1 and class 2 units are provided with a closure device, incorporating a float. As the level
of oil builds up and forms a floating layer, so the floaUclosure device moves downward to prevent oily
water being passed through the unit. The unit MUST be emptied after the closure device has
operated. The coalescer media should be inspected and changed if fouled.

7.5 An oil probe should be positioned to detect the accumulation of oil when there is no or low flow
conditions. It is a requirement to position the probe so that the alarm operates at 90% of the
maximum recommended oil storage volume. When the alarm operates, the oil should be
removed. Accumulated silt should also be removed.

• 7.6 These Separators are not effective for the removal of soluble or emulsified pollutants such as
oil/detergent mixes found in vehicle wash effluents. With permission, such discharges may be
drained to the foul sewer. See Environment Agency Guidelines PPG3. Or contact our Technical
Sales Department for suitable alternative equipment.

•

•

8.0 Maintenance
Separated light liquid must be removed from the separator when the oil capacity has been reached.
8.1. An oil level alarm system is available which gives warning when the separated light liquid/water

interface level reaches 90% of the maximum recommended oil storage volume.
8.2. Separators should be inspected at least every six months or more frequently if experience dictates.

A log should be maintained detailing the depth of oil found, any volume removed and any silt
removal or cleaning carried out. A specimen maintenance log is included in the appendices.

8.3. Every site is different, in respect to the amount and type of silt generated by the drain design and
installation. Frequently, the site construction programme itself generates large and perhaps unusual
quantities of silt and grit. We recommend that following the initial installation, an inspection of the
separator contents be made to check that building rubble has not entered the unit. Further
inspections at 3 and 6 months should be made so as to be able to assess the volumes of silt and oil
accumulated. An inspection and emptying programme can then be defined following the first 6
months site experience. We recommend a maximum inspection interval of 6 months.

8.4. Coalescer media is a replaceable item and is available as a spare.
8.5. Alarm probes should be removed and cleaned with water whenever waste material is reni~ved from

the separator. Please note the alarm may alert until the liqUid level is replaced. Consult the alarm
supplier's literature.

8.6. If the unit is emptied, the floaUclosure device should be raised and lowered only after the unit has
been refilled. ( Do not lower it into an empty unit as the closure device will self seat)

8.7. Separator waste is a "special waste" under the terms of The Waste Management Code of
Practice. The Code imposes a duty of care on the waste producer to ensure that the
Cleansing contractor is registered with the Environment Agency and that the final disposal
of the waste is to a licensed facility.

8.8. You should consider the purchase of a maintenance service, from a competent installer, which
includes bi-annual inspections, removal of oil and silt, cleaning of the alarm probe and cleaning or
replacement of the coalescer media (where appropriate).

Waste Removal Procedure - Oil & Silt

Oil should only be removed when there is no flow entering the unit. Isolate the unit and
prevent flow from entering. Always remove the oil before attempting to remove the
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coalescer. If this is not done, when the coalescer is withdrawn, any excess oil may coat the
media surface and when replaced could contaminate the effluent.

Remove the access cover and lower the desludging hose into the separation chamber. Draw off the
surface oil.
When removing the sill, lower the desludging hose to the base of the tank and 'Nithdraw any grit or
sludge that may be present. It is not necessary to remove all the liquid unless you need to ensure
the unit has been fully emptied. Ensure that you access and clean all compartments.
Remove the alarm probe, clean 'Nith water and replace. Ensure that it is working correctly

Consider the period of time that the coalescer has been installed and consider removing and
inspecting (cleaning or replacing) the coalescer media. If removed, ensure that it is correctly
replaced and secured into position. It is best to lower the liquid level when refitting. Replace the
access covers.

8.13. Re-fill the separator 'Nith clean water up to the outlet level. The alarm may display an alarm
condition until the separator is re-fiIled. Check alarm operation when unit full.

8.14. Check the float/closure device and raise, if it has self-seated.

Checking the Coalescer Assembly

• 8.15, Coalescers should be checked and cleaned regularly, also follo'Ning a major incident replaced if
necessary. It may be possible to squeeze/rinse out silt contamination from the media, but it is
impossible to remove oil. Please contact the company if you 'Nish to purchase replacement
coalescer foam media. Identify the type and size of separator (shown on labels inside the access
neck).

8.16. Assemblies weighing less than 25 Kg may be removed by hand. Heavier assemblies should be
lifted by mechanical means. Any lifting device employed must be capable of lifting:

o In excess of the maximum assembly weight.

o The assembly completely out of the access shaft.

o Giving a smooth and controlled lift.

o S'Ninging the assembly to one side clear of the access shaft.

8.9.

8.10.

8.11,

8.12.

•
Unit Dry Weight (Kg) Wet Weight (Kg Silted Weight Replacement

Core tube & Core tube & (Kg) Core tube & media part no.

media media media

NSFA020 27 kg 40 kg = 55 kg 402733

NSFA030 27 kg 40 kg = 55 kg 402733

NSFA040 27 kg 40 kg . = 55 kg 402733

NSFA050 27 kg 40 kg = 55 kg 402733

NSFA065 27 kg 40 kg = 55 kg 402733
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8.17. Ensure that the area around the access shaft is clear and that there is space to place the coalescer
core tube assembly once removed. If space is not available it 'Nill be necessary to support the
assembly over the access shaft e.g. by scaffold poles and platform.

8.18. Only remove the access cover when necessary to remove the assembly. Do not leave the access
shaft uncovered and unattended.

8.19. It is recommended that core tubes be lifted by mechanical means, especially if it is suspected that
the coalescer media be silted.

B.20. Removing the coalescer assembly.

8.21. A cut out is provided in the top of the coalescer tube to aid lifting. When the unit is installed the
coalescer tube is bolted to the neck. Deeper invert units are provided 'Nith a coalescer tube extension
of the appropriate length. The coalescer tube must be boiled in place during use.•
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8.22. Lift the assembly with a smooth and steady motion. Core tubes and media will become lighter as

water drains from the exposed media. Allow the water to drain completely. Assemblies blocked with
fine sill may be very heavy.

8.23. Fully extract the assembly and set it down adjacent to the access shaft. Consider cleaning or
replacement of the media.

8.24. Cleaning the coalescer assembly IMedia Replacement.

8.25. Hose down the assembly using clean water at normal pressure. (You may be able to return the
cleaning water into the separator. if there is sufficient separator capacity.) Do not allow untreated
cleaning water to pass out of the unit. Continue hosing media until the water runs clear. If the media
is heavily contaminated with oil and sill it may not be possible to clean effectively by hosing and
should be replaced.

8.26. When replacing the media, undo the banding. Slide media off the core tube and slide new media on.
Ensure all the apertures on the core tube are covered by the media. Re-secure or replace banding.
Consider replacing media every two years.

8.27.
8.28.
8.29.

Replacing the coalescer assembly.

Position coalescer assembly over the access shaft and remove any safety coverings.
Lower the assembly steadily into the access shaft. orientate core tube correctly and locate over sump
cone. Bolt core tube into place, check the floaUclosure device is free to operate.

9.0 Emergencies
9.1. At sites where there is a high risk of spillage. spill kits containing drain seals, absorbent materials.

disposal containers and other appropriate equipment should be held. In the event of a spillage on
site, the material should be contained, (if a spill kit is not available, sand or soil may be used) and
the Environment Agency notified immediately using the appropriate emergency hotline number
listed in the Agency Guideline PPG3. Year 2012 - 0800 BO 70 60
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SEPARATOR MAINTENANCE LOG

Site address/location

Separator location

Type of separator

Nominal Flow

Total capacity

Inspectionl Comments Waste Volumes
Maintenance Removed

Date (if appropriate)
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INSTALLATION. OPERATING AND MAINTENANCE
INSTRUCTIONS FOR THE OIL INTERCEPTOR" OIL

LEVEL SENSING AND ALARM SYSTEM
Envlronmenlal

Contact Numbers:

UK:
Service Tel: +44 (0) 845 355 0555
Service Fax: +44 (0) 1264 325245

Ireland:
Service Tel: +44 (0) 28 302 54077

• Service Fax: +44 (0) 28 302 60046

•

•

This Pack Contains

Sensor Probe * - 1 off Display Unit - 1 off
Signal Unit *- 1 off Depth Stand Off - 1 off
Barrier Unit *- 1 off Fixings Pack- 1 off
Transformer - 1 off

Items Marked * Are Supplied Pre-Assembled

Issue
06

Description Date
May 2010
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GL0083P-06 - Installation, Operation & Installation Guidelines for Oil Interceptor II

General

The Oil Interceptor II is a device for monitoring the level of oil accumulating in an Oil
Separator tank.

A probe is suspended into the Oil Separator tank and gives an alarm when oil has been
detected at the level where the Oil Separator tank is at 90% of total oil storage capacity.

The Oil Interceptor II Display is powered by a 9V 100mA transformer, which is plugged into
a standard 240V socket.

Oil Separator tanks are classified as Potentially Explosive Areas . The Oil Interceptor II
Signal Unit and Probe have been certified to Equipment Category 1G and are therefore
suitable for use in Potentially Explosive Atmospheres Zones 0,1 and 2. The Oil Interceptor
II Display and Barrier Unit are not suitable for Potentially Explosive Atmospheres, therefore
these must be located in a Safe Area.

I SOfe Areo I

Sm Cob. Connec.
tttnoilhiTo to ... r

o entioly
Explosive

No

Oil htefce ptof •
$;gnollN'

Ex Classification Markings

Signal Unit

011 1 G Ex ia liB T4 Baseefa02ATEX0043 Ex ia liB T4 IECEx BAS05.0016

Barrier Unit

• 0 II [1] G [Ex ia]IIB Baseefa02ATEX0043 [Ex ia]IIB IECEx BAS05.0016
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GL0083P-06 - Installation, Operation & Installation Guidelines for Oil Interceptor II

Installation

Probe

The probe needs to be suspended at the point at which you require the alarm to be
activated when sufficient waste oil is present in the Separator and so the probe is no
longer surrounded by water. This point is pre-determined by the use of the Probe Depth
Stand Off, (Supplied).
Either within the manhole access chamber (or rising from the separator body) is fixed an
"Oil Probe Tube", the oil probe depth stand off must be lowered to the bottom of this tube.
Please ensure it is located correctly at the bottom of the tube as this will effect the
operation and accuracy of the sensing system. Carefully lower the probe into the oil probe
tube, ensuring the probe rests onto the top of the depth stand off.

- -I

Provision should be made to allow the cable to be lifted and the probe removed from the
Oil Separator tank during the emptying process so that the suction tube from the waste
collector does not damage it. Once the waste oil in the Oil Separator tank is removed the
cable and probe need to be reinstalled so that the probe is once again under water and at
the point at which the alarm condition is to be activated when sufficient waste oil is
collected.

Oil Interceptor II Signal Unit

The Oil Interceptor II Signal Unit is to be mounted inside the manhole section of the tank
with the wing nut and bolt fitted. Ensure the Oil Interceptor II Signal Unit is mounted in a
position where it will not be damaged or exposed to impacts or friction etc. causing sparks
which may cause ignition.

Oil Interceptor II Barrier Unit

The Barrier Unit is pre-connected to the Signal Unit with a 5m length of Belden 9966 two
core screened cable.

This Barrier Unit must be located in a Safe Area.

The Barrier Unit must be connected to the Oil Interceptor II Display unit on site, with CAT 5
cable. The Barrier Unit has a 4-way terminal block and the Oil Interceptor II Display unit
has a 4-way terminal block.


