900 x 30 x 5mm once
bent lateral restraint

straps at not more than
2.0mcs

supply and fix mech extract fan

to bathroom equal to at least 15
litres/sec and fitted with min 15

min overrun

thermabate ca ityl&I Zer or similar to all window and door reveals

roof construction

matching concrete tiles on 38 x 19mm tanalised tile battens,
on monofol pvc roofing felt, on 100 x 50 C16 rafters at

400mm cs

75 x 225 C24 purlins at approx 1500mm cs

Part G water efficiency calculations are to be provided proir to
completion.

Whole sale water supply to be provided by the water supply undertaker.

All baths are to be fitted witha suitable device to limit the hot water temperature to a maximum of 40
degrees C (Thermostatic mixer valves)

All hot water taps to be installed on the left hand side.

A notice confirming that the hot water system has been prperly commissioned, and issued by a person
competent to do so, is to be provided on completion.

Sockets and switches to be located between 450 -
1100mm from finished floor level.

Any alteration works or new works to existing heating
systems to be carried out by a Gas safety registered
installer.

Contractor top provide details of Gas Safety Engineer.

All electrical installation works are to be carried out
under a competent persons scheme

The contractor is to check all dimensions before commencing work. He is to
ensure that he has received all the necessary information and drawings before
commencing work.

Any discrepancies found on site with regards to structural items are to be
reported back to the architect.

All contractors must ensure that they calculate the finished floor level to

100 x 75mm sw wall plate held in place by Ms finished floor level from first floor level to second floor level when carrying out
straps 1200 x 30 x 5mm once bent at not moreworks to loft conversions. Ensure that the staircase can be constructed in

accordance with current building regulations, including all necessary head
rooms required under the regulations.

The architect cannot be held responsible for any discrepancies if the contractor
starts work on site following the deposit of the full plans drawings under the
current building/planning regulations.

If the client or contractor changes the design of the building/extension
following the approval of the Town Planning/Building Regulation approval
drawings and further information is requested by either the Planning or
building regulation department then this will result in an additional fee being
charged to the client by the architect.

The architect is unaware at the time of the survey/drawing time that there

were any problems with regards to ground conditions. Contractors wishing to
start on site prior to full building regulations approval are advised to contact
the LAB CO and confirm if there are any structural ground problems of any

The drawings supplied are for building regulations and town planning approval
only they are not complete working drawings.

All new doors marked thus are to be FD30
35mm th fire doors onto 13mm rebated

Self contained smoke alarm systems should be permanently wired to a
separately fused circuit at the distribution board. They may be operated at a
low voltage via a mains transformer cable for the power supply to, and
interconnection of, self contained smoke alarms need have no special fire

1560ival fitted with battery back up.

Each self contained smoke alarm should be fitted to the ceiling at least
300mm from any wall or light fitting. A central position is preferable. Units
designed for wall mounting should be fitted between 150 - 300mm below the
ceiling. the method of fixing should comply with the manufacturers
instructions. All smoke alarms are to be interconnected between the ground,
first and second floor, with battery back up.

PO over opening or similar ~ of 0.3 w/m2 degrees K
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********************************** 900 300mm glass fibre insulation laid in two Windows to bedrooms at ground floor level to be suitable for means of escape.
i A layers, first layer laid between ceiling joists matching concrete tiles on 38 x 19mm
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* Q ng ! Y felt, on 125 x 47 C16 rafters at 400mm cs
T T | give U value of 0.16 w/m2 degree K
N1 o' S | A | | ——] ] e e . .
l_7__g' - I, | Bed Directional span of 17 maintain 50mm clear air gap 300mm glass fibre insulation laid in two
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0 I \ out pieces at half spa 40° 100 x 75mm sw wall plate ar\gles to the first layer and 150mm th to
g ‘ s e e e e e e e e e held in place by MS straps give U value of 0.16 w/m2 degree K
/( new wélls to be stud walls 100 x 1200 x 30 x 5mm once bent
o ‘ 50 C16 $tuds at 400mm cs with at not more than 1.8m cs
7 sound insulation laid between g Ry
- — < 4 L studs of [10kg/m3 with 2 | M maintain 50mm clear air gap between top of
provide double up of floor joists | of 12.5mm plasterboard insulation and underside of roofing felt
below all studs walls including ‘ scim one layer to each siffe of Vi
doubling up of noggins where the stud|wall
joists run at 90 degrees to stud ‘ maintain 25mm air gap
walls SR 12.5mm plasterk covered by flymeshtoall WY X
"2 Nr 150 x 100mm naylors & +scim soffits than 1.8m cs
| concrete lintols
directionat spam of 170X 47-C 16 A11 //EJevatlon (1 ) 1:100 maintain 25mm air gap
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LN - -] visqueen sheet and tape to visqueen sheet taken over inside leaf foundation to be 600 x 600mm grade 20 ) )
o and up inside face of cavity and lapped back onto inside leaf by concrete, foundation design may need to be clear unopStrUCt?d opening to \_deoyv to be
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/ wall starters to be either crocodile true line where drain passes through foundation support drain pipé5Y [cohst ! L1 — L e
) . . . . . T I I I I I I I I I
| eternit ss or similar to both leafs where a rﬂywood boxing detail arqund the pipe with a min gap iz — 7 = — - i ——) B
newc wall mets existing wall concrete over pywood boxing lay 4 Nr 12.5mm reinfor| 81 (0] T s [ = — T N ———
‘ cogcrete with a min cover of 50mm directly over locati I ] — s S e B B S . — — A
/ passes through foundation length of each bar to beft A H—H—H—H—H—H—H—H T new UPVC double glazed windows/doors to e e B s [ ]
| coastruct strip foundation where drain passes througi{ffoll / wiwlelviviwivivivivieie have 8000mm2 trickle ventilation with double e e e B e e e e
/ stainless steel silt supplying and fixing shuttering to both s_ides of the gralr I g glazing comprising of the following: Use double S S — — I s
bucket and strainer concrete brick walls to each side of drain and lay naylre] s glazed units with 16mm clear air gap fill air gap : T : T : T : T : T : T : T : T : : : T : T : T : T
4 ) V cor{crete lintols over drain, maintain 50mm gap bet Ciah i TSIy with argon gas to reduce U value down to 1.5 B S I S o S —— S S — — —
| gap with vermin proof sheeting in both instances. [ZIZI I = 3~Z:Z:Z:Z:Z:Z:Z:Z,Z I ZZ" w/m2 degrees K with low E, En = 0.2 hard L S S i e e s
\ fl I il I wivlvivivivivieiviviwieiwlyie coating e o B B B I T : I : I : I :
N~ T—11 1 e e e B e e e B e e e e | r 7 11 T T T T T
—— maintain wiwg! i viviviviviviviviviviwiwigiwiwl % i s s s
‘ ‘ . [ I L I I : I : I : I :
I 1| I I I I
/ ‘ - p— — — L % T ! - B s
, — H J%_ Jg : T I I : I : I : I :
n I I Project:
0.700 / \L\M ‘ = e —— ]
. ‘ . ‘ . T I I I I T I T I T
/ Kitchen Lo B SESsSesst
N7 ‘ unge ‘ - (S ! S N N N -
s Sssseseere RS T T L ] I — —
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[ all window and door reveals |. \ '| e
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| an to kitchen equal to at | - s s s T
1 fleast 60 litres/sec or 30 " i ———
\ l itres/sec adjacent to a hob \
N 75mm resealable
| y l - traps fitted to all | new UPVC double glazed windows/doors to
I T‘ . appliances have 8000mma2 trickle ventilation with double
ﬁ ‘ l l glazing comprising of the following: Use double
. ) glazed units with 16mm clear air gap fill air gap
‘ l l supply and fix mech extract fan @ with argon gas to reduce U value down to 1.5
. ¢ ) : . w/m2 degrees K with low E, En = 0.2 hard
‘ l l litres/gec and fitted with min 15
4 1\ I
@ > 1 w AT2 o Elevation 1:50
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L 0.909 1 ) W \/
A% ‘ ‘
Van)
‘ where drain pa‘sses through foundation support drain pipg by constructing i
a plywood boxing detail around the pipe with a min gap off 50mm, pour A1 4 Elevatlon
‘ concrete over A)ywood boxing lay 4 Nr 12.5mm reinforcing bars into
S D concrete with a min cover of 50mm directly over location where drain
‘ passes through foundation length of each bar to be 1200mm. Alternatively
construct strip foundation where drain passes through foundation by
\ H supplying and fixing shuttering to both sides of the drain gonstruct
concrete brick walls to each side of drain and lay naylors pr similar spanlite
\ concrete lintold over drain, maintain 50mm gap between drain and lintol fill
o gap with vermin proof sheeting in both instances. -
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I Wall Construction: ‘
3.675 Matching 102.5mm facing brickwork, 100mm cavity filled with
D Gx SPa rocwool 100mm cavity batts, 100mm th 7 N/mm2 blockwork -
with ss wall ties at 450mm cs vertically, 750mm cs horizontally O
\ and 300mm around all openings and reveals, to give U value "
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