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Keresforth Close access

Existing road name plate
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Proposed vehicular
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Existing road alignment moved
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northern side

1m wide maintenance strip
provided between earthworks and
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to accommodate Grit Bin
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1. Do not scale from this drawing. All dimensions shown are in
metres unless noted otherwise.

2. This drawing has been based upon topographical survey
information produced by survey operations and milestone
transport planning cannot be held responsible for any
discrepancies which may arise because of it.

3. This drawing shall be read in conjunction with all related
documentation and standard details.

4. The works shall be carried out in accordance with the DfT
MCHW, DMRB and the local requirements of Barnsley MBC
guidance & specification.

5. Conflicting information shown on the engineer's drawings or
discrepancies between the information given by the engineer
and that provided by others must be referred to the engineer
before the works commence.

6. The contractor shall maintain free and open access to the
public highway and adjacent lands and properties at all time
unless otherwise agreed in writing with the interested parties.

7. Existing levels shall be checked prior to construction
commencement. Any discrepancy shall be referred to the
engineer.

12. For existing services plan, refer to drawing numbers
20F040/001, 20F040/002, 20F040/003 and 20F040/004.

12. The contractor shall identify the precise line and depth of all
services prior to commencing any excavation work.

13. The contractor shall conduct the works with due regard to and
ecological, environmental requirements of the scheme.

14. For Street Lighting information refer to BMBC Street Lighting
plan drawing no. SL20-105 Keresforth Close.

15. For Signal Design information refer to BMBC Signal design.
16. All earthworks slopes are at 1:3 gradient unless noted otherwise.
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Proposed 2.4m x 25m Junction Visibility Splay

Proposed School Gate

Proposed BollardB
Proposed SignalS
Proposed Lighting Column

P05 JB 11/09/2023 Amended following BMBC comments PK
P06 AM 02/11/2023 Amended following comments from BMBC BM


	Sheets and Views
	FS0954-MTP-ZZ-ZZ-DR-D-0100-P06-A1L


