
 

 

COAL MINING RISK ASSESSMENT 

AND COAL RECOVERY REPORT 

Residential Development (Remainder of Site) 

Barnsley West 

Reference 4848-JPG-Z1-XX-RP-G-1101-S2-P02 

Date August 2019 

Author JBW 

5 John Charles Way 

LEEDS 

LS12 6QA 

 

Tel:   0113 263 1155 

admin@jpg.group 

www.jpg.group  



Barnsley West 

Proposed Residential Development  

(Remainder of Site)  

 

4848  Strata Sterling Barnsley West Limited 

CONTENTS  

1.0 Application 1 

1.1 Site Location and Description 1 

1.2 Description and Layout of Proposed Development 2 

1.3 Scope of the Coal Mining Risk Assessment 2 

2.0 Sources of Information used to inform this Report 3 

3.0 Identification and Assessment of Site Specific Coal Mining 4 

4.0 Mitigation Strategy Proposed 6 

4.1 Settlement of Opencast Backfill below the Development 6 

4.2 Underground Coal Workings 6 

4.3 Mine Entries 7 

4.4 Coal Mining Geology (Fissures/Faults & Coal Outcrop) 7 

4.5 Ground Gas 8 

4.6 Other 8 

5.0 Coal Recovery 9 

6.0 Conclusion 9 

 

APPENDICES 

Appendix A Figures 

Figure 1 - Site Location Plan 

Figure 2 - Aerial Photograph 

 

JPG (Leeds) Ltd.  Barnsley West.  Coal Mining Risk Assessment - Proposed Residential Zone.  Dwg. 

4848-JPG-SW-XX-DR-G-1308-S2-P02. Dated August 2019. Last revision dated February 2021 (Rev. P02). 

 

Bond Bryan.  Barnsley West Masterplan.  Proposed Site Plan.  Drawing No: BWM-BBA-ZZ-XX-DR-A-1004-

S2-P05, dated May 2021 for Strata Sterling Barnsley West Limited. 

Appendix B Coal Authority Mining Reports 

Appendix C Coal Authority Abandonment Plans 

 



Barnsley West 

Proposed Residential Development  

(Remainder of Site)  

 

4848  Strata Sterling Barnsley West Limited 

CONFIDENTIALITY STATEMENT 

This report is addressed to and may be relied upon by the following: 

 

Strata Sterling Barnsley West Limited  

Quay Point 

Lakeside 

DONCASTER 

DN4 5PL 

 

This report has been prepared for the sole use and reliance of the above-named party.  

This report shall not be relied upon or transferred to any other parties without the express 

written authorisation of JPG (Leeds) Limited.  No responsibility will be accepted where 

this report is used, either in its entirety or in part, by any other party. 

 

DOCUMENT HISTORY 

Version  Purpose/Description Date 

P01 Final – For issue to Client August 2019 

P02 Final – Updated to include the latest drawings May 2021 

 

 



Barnsley West 

Proposed Residential Development  

(Remainder of Site)  

 

4848  Strata Sterling Barnsley West Limited 1 

1.0 APPLICATION 

Strata Sterling Barnsley West Limited is to submit a planning application for the 

proposed residential development of land to the south of Barugh Green Road (the 

‘site’), which forms part of the overall Barnsley West development area. 

 

JPG (Leeds) Ltd has been commissioned to prepare a Coal Mining Risk Assessment 

Report for the proposed residential development site, in order to provide the Local 

Planning Authority with information on coal mining and an assessment of its impact 

on land stability. 

 

1.1 Site Location and Description 

The site is located approximately 3km to the west of Barnsley town centre.  The 

approximate centre of the site is located at NGR 431600, 407500. 

 

The site is located to the east of the M1 motorway, to the south of the A635 Barugh 

Green Road and to the north of the A628 Dodworth Road.  A site location plan is 

presented as Figure 1 in Appendix A. 

 

The site is irregular in shape and occupies an area of approximately 70 hectares.  

Ground levels are approximately 138m AOD in the south-west, generally falling to 

approximately 80m AOD in the north-east.  The site generally consists of sloping 

arable and grazing land, which is divided into fields by hedgerows, fences and small 

watercourses. 

 

A steep valley with a drainage ditch at its base extends from the south-eastern 

boundary and trends north; the drainage ditch is culverted where it passes below 

Hermit Lane.  A second steep sided valley is present further to the west and trends 

from the southern boundary to the north.  Where this valley is present to the north of 

Hermit Lane, it is heavily wooded and contains a stream with a pond. 

 

The northern site boundary is formed by Barugh Green Road and, in part, adjacent 

residential dwellings and a nursery.  The Metro Trading Centre and Claycliffe Business 

Park are located to the north of Barugh Green Road.  Redbrook Farm is located on 

the north-eastern boundary.  Agricultural buildings, including a large dilapidated 

barn, several outbuildings and a large silo, are located within the site boundary. 

Redbrook Plantation and residential properties are present to the north east of the 

site.  In the south east lies Hermit Lane, aligned east to west, and Hermit House Farm.  

The farm complex includes two residential dwellings and several agricultural 

buildings, typically constructed from concrete blocks, timber and roofing of possible 

asbestos cement sheeting.  Land to the south of Hermit Lane consists of sloping 

arable and grazing land, which is divided into fields by hedgerows, fences and small 

watercourses.  The residential areas of Higham and Barugh Green are located to the 

west and northwest, respectively. 
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1.2 Description and Layout of Proposed Development 

It is proposed to develop the site as predominantly residential dwellings with a new 

school, public open space, attenuation ponds and associated highways. 

 

A copy of the proposed development plan is presented in Appendix A and 

referenced below: 

 

 Bond Bryan.  Barnsley West Masterplan.  Proposed Site Plan.  Drawing No: BWM-

BBA-ZZ-XX-DR-A-1004-S2-P05, dated May 2021 for Strata Sterling Barnsley West 

Limited. 

 

1.3 Scope of the Coal Mining Risk Assessment 

The purpose of the Coal Mining Risk Assessment Report is to: 

 

 Present a desk-based review of all available information on the coal mining issues 

which are relevant to the application site. 

 Use that information to identify and assess the risks to the proposed development 

from coal mining legacy, including cumulative impact of issues.  

 Set out appropriate mitigation measures to address the coal mining legacy issues 

affecting the site, including any necessary remedial works and/or demonstrate 

how coal mining issues have influenced the proposed development. 

 Demonstrate to the Local Planning Authority that the application site is, or can 

be made, safe and stable to meet the requirements of national planning policy 

with regard to development on unstable land. 
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2.0 SOURCES OF INFORMATION USED TO INFORM THIS REPORT 

Sources of information upon which this risk assessment of coal mining is based are 

detailed below.  

 

 The Coal Authority. Consultants Coal Mining Report. Barnsley West, South 

Yorkshire. Ref 51001983537002.  Date of issue 28 November 2018.  (See Appendix 

B).  

 The Coal Authority. CON29M Non-Residential Mining Report. Barnsley West, South 

Yorkshire. Ref 51001983537001. Date of issue 28 November 2018. (See Appendix 

B). 

 Eastwood & Partners.  Geotechnical and Geo-environmental Site Appraisal. 

Barnsley West for Strata.  Ref. 36284.001.  Dated October 2013. 

 The Coal Authority.  Abandonment Plans (Ref’s NE498, NE375, NE415, 9196, 

NE584). 

 British Geological Survey, Sheet SE30NW (Barnsley), at 1:10,000 Scale, dated 2005. 

 CIRIA Special Publication 32.  Technical Guide 34. Construction Over Abandoned 

Mine Workings. Dated 1984. 

 JPG. Geoenvironmental Desk Study Report. Barnsley West.  Ref JBW/DS/4848.v3.  

Dated July 2019. 

 JPG. Preliminary Geoenvironmental Ground Investigation. Barnsley West. Ref 

4848-JPG-SW-XX-RP-G-0603-S2-P02. Dated July 2019.   

 

The above referenced Preliminary Geoenvironmental Ground Investigation report by 

JPG includes details of intrusive ground investigation works comprising 11 rotary 

boreholes and six trial pits carried out on the proposed employment land. 
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3.0 IDENTIFICATION AND ASSESSMENT OF SITE SPECIFIC COAL MINING 

Coal Mining Issue Yes No Remarks 

Surface mining 

(opencast 

workings)  

Yes  The Consultants Coal Mining Report indicates opencast coal sites (OCCSs) 

below large areas of the site.  The surface workings are made up of three 

OCCSs: Craven I (in the north), Craven II (in the centre) and Hunters 

Cottage Extension (in the South): 

Craven I OCCS 

The Thin and Swallow Wood coal seams were extracted between 1950 and 

1951.  The lowest point of excavation was recorded as 68.29m AOD, with a 

maximum thickness of made ground of approximately 13.00m.  The coal 

was not extracted from the central part of the Craven I due to a faulted 

zone.   

Craven II OCCS. 

The Gawber, Thin, Swallow Wood, Top Haigh Moor and Low Haigh Moor 

coal seams were extracted between 1957 and 1963. The lowest point of 

excavation was 44.56m AOD with a maximum thickness of made ground of 

approximately 43.00m. 

Hunters Cottage Extension OCCS. 

This OCCS relates to two smaller areas of opencast extraction.  The Thin 

coal seam was extracted from below the western area and the Gawber 

coal seam was opencast from below the eastern area in 1954. The lowest 

point of excavation of the western area was 110.22m AOD, with a 

maximum thickness of made ground of approximately 9.00m. The lowest 

point of excavation in the east was 104.03m AOD, with a maximum 

thickness of made ground of approximately 9.00m.  

Note: old workings were identified locally in the Thin and Gawber coal 

seams.  These are likely to represent either bell pits or localised (small-scale) 

opencast workings and not deeper shafts.  However, this will need to be 

confirmed during site investigation or preparatory works.  See below. 

There is a risk to the proposed development due to settlement of the 

underlying made ground associated with the historical OCCSs on the site 

including differential settlement where highwalls are present.  An intrusive 

investigation is required to assess the characteristics of the backfilled 

materials.   

Proposed mitigation measures are outlined in Section 4. 

Underground coal 

mining. 

Yes  The Consultants Coal Mining Report and CON29M Non-Residential Mining 

Report, included in Appendix B, indicates that the site is located within the 

zone of influence of recorded underground workings in six coal seams: 

Flockton Thick seam (86m-147m bgl), Top Fenton seam (144m-221m bgl), 

Fenton seam (146m bgl), Parkgate seam (171m-175m bgl), Silkstone seam 

(213m-274m bgl) and Whinmoor seam (287m – 349m bgl). 

Based on the reported vertical separation between the coal seams and 

seam thicknesses, none of the recorded underground workings are likely to 

affect the surface stability of the site. 

A residual risk remains from unrecorded underground shallow coal workings 

in the Gawber, Thin, Swallow Wood and Top Haigh Moor seams where they 

are present within influencing depth of the surface.  The approximate 

extent of potential unrecorded underground mine workings within the 

development area is shown on JPG Drawing No. 4848-JPG-SW-XX-DR-G-

1308, revision dated February 2021. 

The boreholes drilled as part of the 2019 JPG investigation did not 

encounter any underground coal workings either outwith the OCCSs or 

below the base of the OCCSs.  In addition, no historical coal workings were 

encountered during the opencast operations for the Craven I and Craven II 

OCCSs.  It is therefore considered unlikely that underground coal workings 

are present in the vicinity of these OCCSs.  

Further intrusive mining investigation, e.g. rotary boreholes, is required to 

confirm the absence of unrecorded coal workings below the proposed 
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Coal Mining Issue Yes No Remarks 

residential development area.   

If any underground coal workings are proven, mitigation measures will be 

required; these are outlined in Section 4.  

Mine entries (shafts 

and adits) 

Yes  There are six recorded mineshafts located on the site. These are referenced 

431406-002 to 006 and 432407-008. 

The mineshafts recorded within the Hunters Cottage Extension OCCS 

(431406-002 to 006) are shown on the abandonment plans for opencast 

coal workings.  It is likely that the shafts do not extend deeper than the 

seams in which they were exposed (Thin seam and the Gawber seam).  This 

will need to be confirmed by intrusive investigation. 

The remaining mineshaft (432407-008) is annotated on the Craven II OCCS 

abandonment plan as a pumping shaft. The shaft has a recorded diameter 

of 0.91m, the centre of which is at NGR 432004.353, 407547.744. The shaft is 

reported to have been capped at a level of 87.88m AOD (‘buried 5 feet 

below restored ground level’). This will need to be confirmed by intrusive 

investigation as outlined in Section 4. 

Mitigation measures, as outlined in Section 4, will be required following 

investigation of these mineshafts. 

Coal mining 

geology 

(fissures/faults) 

 No The Consultants Coal Mining Report indicates four faults crossing the site; 

two faults in the north, aligned north-east to south-west, and two faults in 

the south, aligned north-west to south-east. 

The Coal Authority is not aware of any damage due to geological faults or 

other lines of weakness that have been affected by coal mining. 

It is considered unlikely that geological faults or fissures could affect the 

proposed development on the site. 

Record of past 

mine gas emissions  

 No No records of past mine gas emissions have been recorded within 500m of 

the site.  

Preliminary ground gas monitoring of wells installed in the opencast 

confirms elevated concentrations of carbon dioxide.  Based on the 

preliminary assessment carried out by JPG, ground gas protection will be 

required in new buildings constructed on the site. 

Recorded coal 

mining surface 

hazard 

Yes   The CA CON29M report does not include any records of damage notices or 

claims for alleged subsidence damage due to coal mining in relation to the 

site.  

There is no current Stop Notice delaying the start of remedial works or 

repairs to the property. 

The Coal Authority is not aware of any request having been made to carry 

out preventive works before coal is worked under section 33 of the Coal 

Mining Subsidence Act 1991. 

Coal Outcrop Yes  The BGS 1:10,000 scale map indicates the outcrop of an unnamed thin 

seam (stratigraphically above the Dunsil), Dunsil seam, Gawber seam, Thin 

seam and Swallow Wood seam on the site. 

Mitigation measures for areas where coal may outcrop under the proposed 

development are outlined in Section 4. 
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4.0 MITIGATION STRATEGY PROPOSED 

4.1 Settlement of Opencast Backfill below the Development 

A robust geotechnical solution is required for development over the backfilled 

opencast coal workings.  

 

The thickness of made ground below this part of the site is estimated to be up to 

approximately 43m in the east.  The properties of the backfilled materials within the 

opencasts will need to be further investigated as part of a comprehensive ground 

investigation.  As part of the 2019 JPG ground investigation, Extensometers were 

installed in the Craven I and Craven II OCCSs.  To-date the extensometers have 

been monitored on four occasions in Craven I and on six occasions in Craven II. The 

purpose of the extensometer monitoring is to confirm that self-weight settlement has 

ceased.  

 

Settlement analysis will also be required to include total and differential settlement 

with respect to highwalls, in order to confirm that future settlements, including 

primary consolidation and secondary creep compression, are tolerable in relation to 

the proposed development. 

 

It is likely that foundations for residential units will comprise either rafts or reinforced 

strip footings bearing onto engineered fill.  

 

Depending on the thickness and properties of the made ground in the opencast, 

the following treatment methods may be appropriate. 

 

 Removal of the full or partial thickness of made ground and replacement with 

engineered fill. 

 Deep dynamic compaction, combined with partial re-engineering of the 

opencast materials. 

 Surcharging.  

 

Any earthworks should be carried out in accordance with the Manual of Contract 

Documents for Highway Works, Volume 1 Specification for Highway Works, Series 600 

Earthworks. 

 

An assessment of the suitability of the colliery spoil materials and also natural ‘cut’ 

soils for re-use in earthworks was carried out as part of the 2019 JPG ground 

investigation.  The laboratory testing confirmed that the materials could be re-

engineered. 

 

4.2 Underground Coal Workings 

There remains a residual risk from potentially unrecorded underground shallow coal 

workings in the Gawber seam, Thin seam, Swallow Wood seam and Top Haigh Moor 

seam where there may be insufficient rock cover. 
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The approximate affected area based on recorded information and rotary 

boreholes drilled to-date is shown JPG Drawing No. 4848-JPG-SW-XX-DR-G-1308, 

revision dated February 2021. 

 

Further coal mining investigation is required to confirm the absence of unrecorded 

underground coal workings below the site. 

 

If shallow mine workings are proven, mitigation measures are likely to comprise the 

drilling and grouting on a 3m grid below the footprint of the proposed buildings or 

highways.  

 

Foundation and pavement (road construction) design will need to take into 

consideration the presence of the treated underground workings (if proven). 

 

4.3 Mine Entries 

There are six recorded mine entries on the site (referenced 431406-002 to 006 and 

432407-008), which require investigation and possible treatment, if proven, prior to 

development. 

 

The approximate locations of mine entries 431406-002 to 006 are shown on the 

Hunters Cottage Extension OCCS abandonment plan (NE375).  It is likely that the 

mine entries do not extend deeper than the seams in which they were exposed (Thin 

seam and Gawber seam).  However, this will need to be confirmed by intrusive 

investigation, e.g. trial trenches or rotary boreholes.  If these mine entries are found 

to extend beyond the base of the opencast, they will require treatment. 

 

The location of mine shaft 432407-008 (annotated as a pump shaft) is detailed on 

the Craven II OCCS abandonment plan (NE498).  The shaft has a recorded diameter 

of 0.91m, the centre of which is at NGR 432004.353, 407547.744.  The shaft is reported 

to have been capped at a level of 87.88m AOD.  The shaft cap is to be located and 

investigated by trial pitting initially to assess the adequacy of the cap. 

 

Once the shaft and shaft cap have been located, it is proposed to drill a rotary 

probe hole down the centre of the shaft to confirm the depth and state of the 

mineshaft backfill. 

 

Once the shaft has been characterised, it will require appropriate treatment. 

 

4.4 Coal Mining Geology (Fissures/Faults & Coal Outcrop) 

Four faults are recorded on site, two of which have been partially removed with 

opencast extraction and are suggested to intersect recorded underground coal 

mine workings. 

 

Additional faults are indicated to be present in the Craven I OCCS with extraction 

terminating on the fault. 
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No major movement from the faults have been identified in the Consultants Coal 

Mining Report and so the likelihood of fault movement occurring is considered very 

low. 

 

The following coal seams are conjectured to outcrop on the site and so need to be 

considered: unnamed thin seam (stratigraphically above the Dunsil), Dunsil seam, 

Gawber seam, Thin seam and Swallow Wood seam. 

 

Due to the high calorific value of coal, there remains a residual risk of combustion 

where coal or coal-rich soils are encountered.  

 

Should coal be encountered, it should be treated as incidental coal and will need 

to be removed at least 1m below the finished ground level and from service 

corridors. 

 

4.5 Ground Gas 

Although there are no recorded mine gas emission incidents within 500m of the site, 

consideration of ground gas in relation to the future built development on the site 

will need to be taken into consideration. 

 

Potential sources of ground gas include: deep made ground associated with the 

backfilled opencast and coal/mines gas associated with the deep underground 

coal workings and possible shallow coal workings. 

 

Monitoring wells were installed as part of the 2019 JPG ground investigation and 

preliminary ground gas monitoring indicates Characteristic Situation 2 protection 

requirements for new buildings constructed on the site.   

 

Gas protection measures may include a gas resistant membrane and sub-floor void 

to prevent the ingress of gas into buildings. 

 

4.6 Other 

Although the made ground and natural soils below the site are not expected to 

contain any significant quantities of coal debris, it will be necessary to obtain 

samples and test for calorific value as part of future ground investigation works. 

 

If any potentially combustible soils are proven, they will need to be removed at least 

1m below the finished ground level and from service corridors. 
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5.0 COAL RECOVERY 

The site is located within a Surface Coal Resource Area, in accordance with the 

Coal Authority Interactive Map. 

 

Shallow coal seams have already been extracted from below the majority of the 

site, yet coal may still be present in areas where no opencast extraction has been 

undertaken.  

 

As part of the enabling works for the site, an earthworks operation comprising ‘cut 

and fill’ is required.  As part of these earthworks, coal seams and historical mine 

workings may be encountered and extracted. 

 

Where this incidental coal is present in areas of development, it will be limited in 

volume and the economic value will need to be assessed.  

 

Should it be viable to extract the coal and remove it from site for its economic value, 

a ‘Incidental Coal Agreement’ between the Coal Authority and the Site Operator is 

required.  A report detailing the extraction of coal and any historical mine workings 

encountered will need to be submitted to the Coal Authority on completion of any 

extraction. 

 

6.0 CONCLUSION 

Following implementation of the above mitigation methods with regard to the site’s 

coal mining legacy, the development area will be suitable for the construction of 

residential dwellings with associated infrastructure.  

 

JPG Drawing No. 4848-JPG-SW-XX-DR-G-1308, revision dated February 2021 and 

included within this assessment indicates the approximate areas of opencast and 

potential unrecorded underground coal workings. Projected highwalls and faults are 

also shown on the plan. 

 

Further investigation and subsequent treatment of coal workings, if proven, will be 

required prior to development.  Further settlement analysis will be carried out prior to 

development to confirm that future total and differential settlement will be within 

tolerable limits.   

 

Coal may be encountered during the earthworks operations. Any coal encountered 

during the earthworks shall be treated as ‘incidental’ and an agreement to remove 

the coal from the Coal Authority will be required. 
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Figure 2 – Aerial Photograph 
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Top Haigh Moor Seam influence level at 1.70m thick.

Top Haigh Moor seam influence level
at 1.70m seam thickness.

Existing Topography.

Top Haigh Moor Seam influence level
at 1.70m seam thickness.

Underground mine workings recorded in the
Flockton Thick Seam plan NE584, Drawing No. 44/3007.

Fault recorded in Flockton Thick Seam in underground
mine workings plan NE584, Drawing No. 44/3007.
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Lidgett Seam influence level at 1.52m seam thickness

Thin Seam conjectured to pinch out.

Underground mine workings recorded in the
Flockton Thick Seam plan NE584, Drawing No. 44/3007.

Gawber Seam parting in BH119 confirmed by opencast
abandonment plan N.E.498, Drawing No. OE/COMP/O3/311.

Confirmed rockhead encountered 13.72m above
anticipated level. Conjectured to be highwall.

Anticipated Top Haigh Moor
Seam not encountered in BH104

Lidgett Seam influence level at 1.52m seam thickness

Fault recorded in opencast abandonment
plan N.E.498, Drawing No. OE/COMP/O3/311.

Fault recorded in Flockton Thick Seam in underground
mine workings plan NE584, Drawing No. 44/3007.
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Gawber Seam influence level
at 1.00m seam thickness

BGS 'Unnamed Seam' outcrop

Low Haigh Moor Seam parting in BH121 confirmed
by BGS 1:10,000 Geology Series, Sheet SE30NW (Barnsley).

Fault recorded in Flockton Thick Seam in underground
mine workings plan NE584, Drawing No. 44/3007.

Underground mine workings recorded in the
Flockton Thick Seam plan NE584, Drawing No. 44/3007.
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Top Haigh Moor seam influence level at 1.70m seam thickness

Underground mine workings recorded in the
Flockton Thick Seam plan NE584, Drawing No. 44/3007.

BGS Gawber Seam outcrop

Lidgett Seam influence level at 1.52m seam thickness
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Fault recorded in opencast abandonment
plan N.E.498, Drawing No. OE/COMP/O3/311.
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BOREHOLES DISPLAYED ON THE CROSS-SECTIONS ARE FROM THE JPG 2019
INTRUSIVE SITE INVESTIGATION. REFER TO JPG DRAWING NO.
4848-JPG-SW-XX-DR-G-1301-S0-P01 FOR SURVEYED BOREHOLE
LOCATIONS.

REFER TO JPG DRAWING NO. 4848-JPG-SW-XX-DR-G-1301-S0-P01 FOR
PLAN VIEW OF CROSS-SECTION LINE POSITIONS.

COAL SEAM DATA.
COAL SEAM INFLUENCE LEVELS HAVE BEEN INDICATED TO HIGHLIGHT
ZONES WITHIN SETTLEMENT RISK AS A RESULT OF SHALLOW COAL MINE
WORKINGS IN ACCORDANCE WITH CIRIA SPECIAL PUBLICATION 32 -
CONSTRUCTION OVER ABANDONED MINE WORKINGS (CIRIA SP32).
THE INFLUENCE LEVELS HAVE BEEN SHOWN AT X10 SEAM THICKNESS FROM
THE TOP OF THE COAL SEAM, USING THE MAXIMUM RECORDED COAL
SEAM THICKNESS.
THE MAXIMUM RECORDED COAL SEAM THICKNESS HAS BEEN ESTABLISHED
USING JPG 2019 INTRUSIVE SITE INVESTIGATION AND HAVE BEEN STATED IN
REPORT REF:
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THE MAXIMUM RECORDED COAL SEAM THICKNESS USED ARE AS FOLLOWS
(IN SEQUENCE ORDER):

BARNSLEY SEAM: 3.00m
UNNAMED SEAM: 0.70m
DUNSIL SEAM: 0.85m
GAWBER SEAM: 1.00m
THIN SEAM: 0.80m
SWALLOW WOOD SEAM: 1.60m
TOP HAIGH MOOR SEAM: 1.70m
LOW HAIGH MOOR SEAM: 1.90m
LIDGETT SEAM: 1.52m (TAKEN FROM BGS RECORDS)
JOAN SEAM: 0.61m (TAKEN FROM BGS RECORDS)
FLOCKTON THICK SEAM: 2.16m (TAKEN FROM BGS RECORDS)

GENERAL INFORMATION

LEGEND:  CROSS-SECTIONS

 CHAINAGE

 EXISTING LEVELS

BASE OF OPENCAST

00
.0

00

10
.0

00

20
.0

00

30
.0

00

40
.0

00

50
.0

00

60
.0

00

70
.0

00

80
.0

00

90
.0

00

10
0.

00
0

11
0.

00
0

12
0.

00
0

13
0.

00
0

14
0.

00
0

15
0.

00
0

16
0.

00
0

17
0.

00
0

18
0.

00
0

19
0.

00
0

20
0.

00
0

21
0.

00
0

22
0.

00
0

23
0.

00
0

24
0.

00
0

25
0.

00
0

26
0.

00
0

27
0.

00
0

28
0.

00
0

29
0.

00
0

10
8.

19
5

10
7.

45
1

10
6.

72
0

10
6.

17
0

10
5.

88
8

10
6.

63
7

10
7.

61
3

10
8.

51
2

10
9.

36
1

11
0.

31
1

11
1.

35
7

11
2.

60
1

11
3.

75
1

11
4.

96
3

11
6.

21
6

11
7.

36
7

11
8.

58
4

11
9.

96
3

12
0.

93
3

12
1.

75
4

12
2.

09
2

12
2.

47
2

12
2.

70
7

12
2.

88
1

12
3.

10
1

12
3.

13
7

12
3.

16
6

12
3.

24
4

12
3.

28
9

12
3.

35
2

12
3.

41
3

11
0.

73

11
0.

44

BGS Gawber Seam outcropOCCS abandonment plan
NE375 Thin Seam outcrop

BGS Dunsil Seam outcrop

Fault recorded in Flockton Thick Seam in underground
mine workings plan NE584, Drawing No. 44/3007.

Swallow Wood Seam influence
level at 1.90m seam thickness

29
6.

28
9

L

FK

J

L

FK

LHM

J

THM

SW
Thin

G

E E'

BH120

BH107

CROSS SECTION E-E'
HUNTERS COTTAGE EXTENSION

SCALE: 1:2000

HUNTERS COTTAGE
EXTENSION OCCS

Proposed Residential End Use

Swallow Wood Seam influence
level at 1.60m seam thickness

CONJECTURED BARNSLEY SEAM OUTCROP

CONJECTURED GAWBER SEAM OUTCROP

CONJECTURED THIN SEAM OUTCROP

CONJECTURED SWALLOW WOOD
SEAM OUTCROP

JPG SITE INVESTIGATION (2019)

CONJECTURED FAULT

CONJECTURED DUNSIL SEAM OUTCROP

RECORDED MINE WORKINGS

POTENTIAL HIGHWALL ZONE OF INFLUENCE

COAL AUTHORITY RECORDED MINE ENTRY

JPG TRIAL PIT LOCATION

RECORDED ADIT

JPG ROTARY BOREHOLE LOCATION

JPG ROTARY BOREHOLE LOCATION WITH
EXTENSOMETER INSTALLATION

EASTWOOD AND PARTNERS CABLE
PERCUSSIVE BOREHOLE LOCATION, 2013
(APPROXIMATE POSITIONS)

TP101

BH101

BH103

CONJECTURED COAL SEAM OUTCROPS TAKEN FROM BGS 1:10,000
SERIES GEOLOGY MAP, SHEEL SE30NW, OR, OPENCAST
ABANDONMENT PLANS, REF: OE/COMP/03/311 & OE/COMP/03/121.

BH1

CONJECTURED UNNAMED SEAM ABOVE
DUNSIL SEAM

EASTWOOD & PARTNERS SITE INVESTIGATION (2013)

COAL MINING LEGEND

VERY LOW RISK
NO FURTHER SITE INVESTIGATION REQUIRED

LOW RISK
PRUDENT TO UNDERTAKE FURTHER SITE INVESTIGATION

LOW - MODERATE RISK
FURTHER SITE INVESTIGATION REQUIRED

MODERATE - HIGH RISK
REMEDIAL ACTION ANTICIPATED

COAL MINING RISK ASSESSMENT

CAUTION: MINE ENTRIES & SHALLOW WORKINGS
CAUTION TO BE OBSERVED ON SITE AT ALL TIMES DUE TO RISK OF
SUDDEN COLLAPSE. LOCATIONS AND CONDITIONS OF SHALLOW
MINE WORKINGS AND MINE ENTRIES TBC IN APPROPRIATE GROUND
INVESTIGATION.
ALL MINE ENTRIES LOCATED ON SITE TO BE SURVEYED WHERE
POSSIBLE AND FENCED OFF FROM PUBLIC ACCESS UNTIL
APPROPRIATE REMEDIAL ACTIONS ARE TAKEN.

BGR_BH101

BGR_TP101

HCR_TP104

HCR_BH105

JPG SITE INVESTIGATION (2020)

JPG TRIAL PIT
BARUGH GREEN ROAD ROUNDABOUT

JPG ROTARY BOREHOLE
BARUGH GREEN ROAD ROUNDABOUT

JPG TRIAL PIT
HIGHAM COMMON ROAD ROUNDABOUT

JPG ROTARY BOREHOLE
HIGHAM COMMON ROAD ROUNDABOUT

P01 FIRST ISSUE. 05.08.19 OLT AWM

P02 VERY LOW RISK AREA ADDED. 25.02.21 JAM LSG

NOTES

THIS DRAWING IS THE PROPERTY OF JPG (LEEDS) LIMITED
REGISTERED IN ENGLAND No 4274608. COPYRIGHT RESERVED©

Drawing Title

Project

REV BYCHKDESCRIPTION DATE

w w w . j p g . g r o u p
Leeds - 0113 263 1155

I N F O R M A T I O N  I S S U E

S2

DO NOT SCALE

London - 0207 947 4148

BARNSLEY WEST

COAL MINING RISK ASSESSMENT -
PROPOSED RESIDENTIAL ZONE

4848-JPG-SW-XX-DR-G-1308 P02

(A0)

0m 100m50m

SCALE 1:2000

http://www.jpg.group
http://www.jpg.group
http://www.jpg.group
http://www.jpg.group
http://www.jpg.group
http://www.jpg.group


BWM BBA ZZ XX DR A 1004 S2 P05

The Church Studio  Springvale Road  Sheffield  S10 1LP

project originator role numbertypelevelvolume revisionstatus

t  0114 266 2040
e  info@bondbryan.co.uk
w  www.bondbryan.co.uk

Barnsley West Masterplan

Strata Sterling Barnsley West Ltd

Proposed Site Plan

Purpose of Issue

Status

Revision

Originator project ref

This document is © Bond Bryan Architects Ltd.
If in doubt ASK. Drawing measurements shall not be
obtained by scaling. Verify all dimensions prior to
construction.
Immediately report any discrepancies on this
document to the Originator. This document shall be
read in conjunction with associated models,
specifications and related consultants' documents.

North

checkeddrawnrev datedescription

A1

S2 SUITABLE FOR INFORMATION

P05  PRELIMINARY
Paper size

19028

1:2500
Scale(s)

CONSULTATION

Native model: 19028-BBA-ZZ-ZZ-M3-A-0002_Site Model_Reshared_A

- - - - - -

1 to 12

11

C
LO

SE

113

1

11
7

16

261

285

4

33

21

MP .75

20

242

299

10

7

11

El Sub Sta

25

D
R

U
R

Y 
FA

R
M

26

1

2

2

1

20

3

Lane Side Farm

P
at

h 
(u

m
)

M 1

1

1

214

204

13

141.4m

287

48

12
1

5

7

1

2

16

12

3

MOOR

CROWDEN

MID
HOPE

 W
AY

POGMOOR LANE

34

28

6

10

2

11a

WEST

1

35

1

1

Cottages

23

32

7

Path (um)

2

2

142.3m

232

8

3a

2

144.8m

283

146.9m

8

2

7
P

O
G

M
O

O
R

 LA
N

E

D
rain

6

9

9

2

3

DODWORTH ROAD

10

14

9

5

WALK

2

19

C
LO

SE

1

BR
AD

SH
AW

6

4

30

2
18

156.0m

Pond

Lane Head Farm

ESS

1

192

WHITE HILL A
VENUE

1a

GARDEN

20

17

2

46

14

15

4

1

4

15

1

5

1

11

D
rain

6

54

1

10

23

1

3 BRIT
LA

ND

16

Trac
k

11

38

58

6

PO
G

M
O

O
R RO

AD

7

40

1

CROW
N HILL

1

SL

6

1

244

6

146.3m

Pogmoor Lane

11

8

32

34

MICKELDEN WAY

CRESCENT

4

1

24

11

CLO
SE

P
O

G
M

O
O

R
 LA

N
E

2

8

15

48

159.6m

ESS

7

1

14 to 17

194

Sta

BIRCHFIELD WALK

271

13

ROAD

12

12
a

23

W
HITE HILL GROVE

E
W

D
E

N
 W

AY

4

15

LONGSIDE WAY

5

8

1

Woodside

2

8

12

2

50

P
at

h 
(u

m
)

39

54

Hunters

40

17

C
A

P
IT

O
L 

C
LO

S
E

190

H
U

N
TER

S R
ISE

14

2

2

Sub

144.5m

3

7

26

12

18

7

W
HITE HILL TERR

281

WESSENDEN CLOSE

9

SL

25

52

8

15

10

2

7

2

11

CLOSE

12

29

15

52
CL

O
SE

HA
RD

EN

The Barn

145.1m

2a

El

11
5

LB

11
9

2

ED
M

O
N

TO
N

1

24

M
O

O
R

 G
R

E
E

N
 C

LO
S

E

13

11

13

21

C
O

U
R

T

12

ANCO
TE

Pond

25

11

36

31

2

27

Ponds

Drain

Drain

5

Capitol Park

CAPITOL COURT

Mast

62

11
6

El Sub Sta

10
6

1

130.2m

11

5

Boro C
onst Bdy

21

50

9

16

100

36

67

WOOD CLOSE

Abilene

W
H

AR
FED

ALE

53

96

90

2

24

BEEVER CLOSE

8

The Grange

C
O

U
R

T

510

11

1

9

14

1

40
3

TCB

Higham Methodist

20

8
2a

24

37

40

92

Primary School

1

31

CW

57

88

7

28

25

116.5m

75

81

69

48

R
O

A
D

66

Pumping Station

FARM HOUSE LANE

2 to 12

15 to 25

12

1

5

33

7

Redbrook

Path (um)

Sinks

1

REDBROOK ROAD

W
ILBR

O
O

K

42

TAM
AR CLO

SE

54

7

63

41
4

421

CHURCH STREET

10
2

7

R
O

AD

22

56

58

7

W
O

O
D

 C
LO

SE

4

14

15

21

33

9

3

17

70

St Thomas's

64

31

Shelter

119.1m

110

93

22

29

34

HIGHAM COURT

434

405

391

1

30

31

30

3

LIT
TLE

 N
EW

 C
LO

SE

12

53

12

24

1

9

102

89

Playground

D
R

IV
E

143.0m

31

108

118.0m

108.8m

112

LA
N

E

W
eirs

11

Co C
on

st 
& W

ard
 Bdy

2

10

22

446

Issues

40
1

2

9

12

94

65

IN
TA

KE

22

1

39
41

Und

64
62

52

56

2

11

Hall

Church

41

20

45

27

Red Brook

Mill House

Redbrook House

417

415

413

143.7m

29

134.7m

31

28

17

LA
NE

21

11
0a

14

4

COLSTER CLOSE

VELVET

2

Gawber

48

Gables

Barnsley

Hospice

LB

112.5m

60

88

10

85

CRAVEN

1

4

11

Hermit Inn
(PH)

21

HIGHAM COMMON ROAD

484

21

Boro
 C

on
st 

Bdy39

Church

407
5a

42
2

423

11

19

6

19

22

8

W
H

AR
FE

D
AL

E

30
W

O
O

D
V

IE
W

 LA
N

E

3

10
8

10
8a

11
2

127.7m

Gawber

12
a

17

35

12

98.2m

45

CHURCH STREET

38

1 to 11

14 to 24

C
o 

C
on

st
 &

 W
ar

d 
Bd

y

498

Playing Field

Redbrook Farm

28

W
AV

EN
EY

35

39

14

470

399

40
4

458

5

23

39
7

5

44

2

11
0

15

48

P
at

h 
(u

m
)

11

51

43

21

Track

60

17

66

2

REDBROOK

BE
EV

ER
 L

AN
E

BAKEHOUSE LANE

Vicarage

68

Bo
ro

 C
on

st
 B

dy

87

29

Plantation

H
ER

M
IT

Pond

20

49

27

W
EL

LA
N

D

40
2

427

Wood

6

W
O

O
D

 A
C

R
ES

83.0m

BAR
C

R
O

FT FLATT

1

22

C
LAYC

LIFFE AVEN
U

E

TH
E 

M
EA

D
O

W
S

LONGLEY

21

A 637

10

7

2

Garage

BARUGH GREEN ROAD

330

93

14

15

2

Path (um)

1

27

Plantation

Silo

ST THOMAS'S ROAD

2

17

2d

2

24

2

31

17

21

35 6

5

2

15

1

El
 S

ub
 S

ta

88.9m

91.2m

4

to

2

5

Shelter

20

8

El Sub Sta

Claycliffe Office Park

10

81

104

The

13

1239

73

(PH)

20

Garage

38

15

35

35

47

1

Redbrook

76.8m

28

15

2a

36

10

27

7

SPRINGFIELDS

16

20

DA
YH

O
US

E 
W

AY

24
6

58

11

64
a

80.6m

34
2

366

4

348

Five

REDHILL COURT

9
11

24

12

31

Playing Field

74

HAYLOCK CLOSE

2

13

14

1

7

Day House

1

15

9

2

1

11

2

86.4m

6

25

68

3

30

11

AV
EN

U
E

24

A 635

ESS

1

21 to 25

11a
15

29

1

14

9

356

A

WHALEY ROAD

20

Yorkshire Lass

6

28

20

21

4

22

9

45

43

El Sub Sta

WEAVER CLOSE

31

Day House Wood

2

85.1m

H

1

Zenith Park

70

BELR
ID

G
E C

LO
SE

79.9m

148

79.8m

40

Works

4

10
2

6

154

95.2m 26

52

64

A 637

1

56370

23

34

48

77

107.4m

Oak Lodge

Sinks

82.6m

2

5

RISE

104a

2

14

8

1

18

87.7m

CHURCRO
FT

12

36

74

5

28

42

19

11
0

BARUGH GREEN ROAD

12

2
220

30

32

38

Chestnut Tree (PH)
14

11

CLOSE

364

El Sub Sta

TCB

Tr
ac

k

13

4

REDTHORPE CREST

Red Brook

25

77.1m

CLAYCLIFFE AVENUE

16

35

14

10

AVO
N CLO

SE

27

16

Network Centre

22

7

23

52

1

42

11

WILTHORPE ROAD

14

35

Day House Wood

15
6

107

2

LO
N

G
LEY STR

EET

62

122116

66

C

LB

58

3

ESS

45

ROAD

62

110.3m

17

25

Pond

19

15

32

14

26

90.3m

25

7

12

34

1

ST

COPPICE AVENUE

7

1

25

10

9

4

3

G

21

THE LEYLANDS

M
ILN

E STR
EET

El Sub Sta

1

90

16
6

3

PO

TCB

24
0

28

11
1

8

24

16

A 635

79.3m

36
4a

MAWFIELD ROAD

B

2

10
8

14

12

5

2

Play Area

2

14

6

25

39

Oak House

1

2

9

JO
H

N
'S

1

16

Pogmoor

M1 Motorway

25m
Spin

BUS STOP

Note:
The drawing is based upon survey information provided by others,
no guarantee of its accuracy can be given

15

3

1 to 12

11

El Sub Sta

13
7

13
5

11

COURT

1

8

FA
LL

 C
LO

SE

25

C
LO

SE

113

8

1

11
7

142.3m

16

10

DALESW
O

O
D AVENUE

7

261

285

256

4

33

252

21

MP .75

20

242

299

10

7

11

M
 1

El Sub Sta

25

D
R

U
R

Y 
FA

R
M

26

1

2

2

1

266

143.0m

26

8

The Courtyard

20

3

140.2m

SL

Lane Side Farm

Pa
th

 (u
m

)

M 1

Issues

1

Lexam

Governor

1

214

15

Court

204

13
3

13

DRIVE

141.4m

9

2

GLE
NMOOR AVENUE

287

Broadway

48

12
1

5

7

14

HUNTER'S AVENUE

1

2

16

12

3

3

El S
ub

 Sta

MOOR

CROWDEN

MID
HOPE

 W
AY

POGMOOR LANE

34

28

6

10

2

11a

WEST

1

35

1

140.5m

North Field

1

21

72

1

Cottages

23

32

7

7

Castle View

151.0m

25

D
ra

in

SP

D
rain

Allotment Gardens

G
R

EAT C
LIFFE R

O
AD

Path (um)

D
ra

in

Path (um)

Posts

H
IG

H
A

M
 LA

N
E

5

1

2

ST

21

2

141.4m

27

7

3

15

2

142.3m

9 to 34

4

232

8

3a

2

144.8m

283

146.9m

144.3m

15

Station

8

2

7
P

O
G

M
O

O
R

 LA
N

E

D
rain

6

9

9

2

3

DODWORTH ROAD

10

14

9

5

34

WALK

2

19

C
LO

SE

1

BR
AD

SH
AW

6

4

Castle View

29

1

30

2
18

1

133.2m

28

7

Track

Pa
th

 (u
m

)

156.0m

Drain

Pond

153.1m

FB

Lane Head Farm

ESS

1

Place

192

12

11

WHITE HILL A
VENUE

ST C
ATH

ER
IN

ES W
AY

1a

GARDEN

20

17

22

12

220

2

1

46

8

11a

1

14

15

11

4

1

4

15

1

5

1

11

D
rain

6

54

17
a

1

10

23

1

3 BRIT
LA

ND

16

Trac
k

180

178

11

38

58

4

Drain

Ramada Encore Hotel

MP 4.25

13

ESS

6

Stone Bank

El Sub Sta

1

11

PO
G

M
O

O
R RO

AD

3

7

MP 5

2

17

7

24

40

1

CROW
N HILL

264

Pumping

1

SL

6

1

244

6

146.3m

Pogmoor Lane

11

8

32

34

44

36

MICKELDEN WAY

CRESCENT

4

1

24

11

CLO
SE

P
O

G
M

O
O

R
 LA

N
E

2

8

13

23

27

15

48

Hunters Cottage Farm

(PH)

Dodworth Valley

12

3

159.6m

HIGHAM LANE

W
HINBY ROAD

ESS

7

172

M
AR

TIN
S C

L

1

25

14 to 17

194

249

ST OWENS

College

STONE C
ROFT

Sta

BIRCHFIELD WALK

271

13

ROAD

12

12
a

Boro C
onst Bdy

DODWORTH ROAD 262

313

23

W
HITE HILL GROVE

E
W

D
E

N
 W

AY

4

22

188 to 198

4

15

LONGSIDE WAY

5

8

1

Woodside

2

8

12

2

19

317

TCP

329

1

272

BARNSLEY ROAD

176

14

50

P
at

h 
(u

m
)

39

54

Hunters

40

17

NO
RTH RO

AD

WHINBY ROAD

C
A

P
IT

O
L 

C
LO

S
E

7

2

190

2

H
U

N
TER

S R
ISE

7a

5

14

2

180

MOORLAND AVENUE
22

1

2

20

Sub

DALESWOOD AVENUE

144.5m

1 
to

 8

3

2

7

26

12

18

7

W
HITE HILL TERR

281

WESSENDEN CLOSE

9

SL

25

52

8

17

15

10

2

7

2

11

CLOSE

12

29

186

TCP

2

17

15

52
CL

O
SE

HA
RD

EN

26

Allotment Gardens

138.5m

Drain

D
ra

in

The Barn

28

8

145.1m

22

Gas

2a

ST M
AR

TIN
S C

LO
SE

14
9

2

El

11
5

9

208

LB

11
9

2

ED
M

O
N

TO
N

16

1

24

M
O

O
R

 G
R

E
E

N
 C

LO
S

E

19

20

13

11

13

21

C
O

U
R

T

12

ANCO
TE

Pond

25

11

36

2

8
Linwood

31

2

27

WHINBY ROAD

ESS

20

Ponds

Drain

Drain

5

Capitol Park

Great Cliffe Court

CAPITOL COURT

Mast

142.6m

Cherry Garth

11
8

62

11
6

53

105

El Sub Sta

127

10
6

1

CF

130.2m

11

5

1

1b

Boro C
onst Bdy

21

50

9

16

100

36

67

WOOD CLOSE

Abilene

W
H

AR
FED

ALE

53

96

90

2

24

BEEVER CLOSE

8

The Grange

C
O

U
R

T

Hermit House

Path

Farm

D
rain

132.9m

510

102.1m

11

1

2

9

371

14

1

40
3

TCB

Higham Methodist

20

8

103

11

2a

24

15

58

3

9

37

40

Reaton Mews

92

Primary School

1

11

31

CW

57

88

7

28

25

116.5m

75

81

69

48

R
O

A
D

66

Pumping Station

FARM HOUSE LANE

2 to 12

15 to 25

12

1

5

33

7

Redbrook

Path (um)

Path (um)

Sinks

1

REDBROOK ROAD

W
ILBR

O
O

K

1

18

42

TAM
AR CLO

SE

373

54

LAW
R

EN
C

E C
LO

SE
W

ITHAM

1

7

63

41
4

421

101

54

14

12
8

CHURCH STREET

10
2

CH

FW

7

R
O

AD

22

Greystones

14
8

5

56

7

58

7

W
O

O
D

 C
LO

SE

4

14

15

D
rain

21

1a

33

7

C
o C

onst & W
ard Bdy

Pa
th

 (u
m

)

9

3

17

70

St Thomas's

64

31

HERMIT

Shelter

119.1m

110

93

Pond

22

29

38
2

2

34

15

39
6

2

COURT

HIGHAM COURT

39
2

434

405LB

391

1

1

1

1

Redbrook

30

10

Und

CH

10

31

30

3

LIT
TLE

 N
EW

 C
LO

SE

TR
EE

LA
NDS

Gawber

12

53

12

126.5m

24

1

9

5

102

89

Playground

D
R

IV
E

143.0m

31

108

118.0m

108.8m

112

LA
N

E

W
eirs

11

Co C
on

st 
& W

ard
 Bdy

2

10

17

22

446

Issues

40
1

2

9

12

2

The Wheelhouse

(T
ra

ck
)

WILT
HORPE

LA
NE

2

7

5

2

CF

Ward
 Bdy

O
AKFIELD

 W
ALK

2

23

3

94

3

65

IN
TA

KE

22

Sub Sta

1

39
41

Und

64
62

52

56

2

11

Hall

Church

41

20

45

Crav
en

 W
oo

d

27

D
ra

in

Pond
Red Brook

Mill House

Redbrook House

417

30

29 Path (um
)

415

413

143.7m

29

134.7m

25

31

16

OAKWORTH

19

11
0

ROW
AN DRIVE

CH

FW

28

Gas Govn

17

LA
NE

21

11
0a

6

14

4

COLSTER CLOSE

Oakfield

VELVET

2

Gawber

48

9

Gables

Barnsley

Hospice

LB

112.5m

60

88

10

85

CRAVEN

1

4

Path (um)

Higham

11

Hermit Inn

HERMIT LANE

(PH)

21

HIGHAM

105.9m

484

Drain
Issues

Pa
th

 (u
m

)

21

Boro
 C

on
st 

Bdy

142.1m

39

40

STEVENSON DRIVE

357

Church

407
5a

42
2

423

11

19

6

19

22

26

37

8

W
H

AR
FE

D
AL

E

30
W

O
O

D
V

IE
W

 LA
N

E

El

3

10
8

10
8a

11
2

127.7m

Gawber

12
a

17

35

12

98.2m

45

CHURCH STREET

38

1 to 11

14 to 24

C
o 

C
on

st
 &

 W
ar

d 
Bd

y

498

(um)

Playing Field

Redbrook Farm

The Hollys

28

W
AV

EN
EY

35

39

15

14

470

399

40
4

458

143.6m
5

23

39
7

5

143.3m

57

128.1m

24

33

33

11

2

14

18

7

43

Und

15
2

1

10

44

6

2

11
0

15

48

P
at

h 
(u

m
)

11

51

43

11

21

Track

60

17

66

2

REDBROOK

BE
EV

ER
 L

AN
E

BAKEHOUSE LANE

Vicarage

68

Bo
ro

 C
on

st
 B

dy

87

29

CO
M

M
O

N RO
AD

LANE

113.5m

Plantation

H
ER

M
IT

Path (um)

FB

Path (um)

Pond

36

20

28

49

27

Post

38

W
EL

LA
N

D

40
2

145.1m

427

Wood

El S
ub Sta

6

W
O

O
D

 A
C

R
ES

83.0m

BAR
C

R
O

FT FLATT

1

27

17

30

20

GROVE

15

El Sub Sta

1

80

22

C
LAYC

LIFFE AVEN
U

E

15 to 17

TH
E 

M
EA

D
O

W
S

LONGLEY

21

A 637

10

7

2

Garage

BARUGH GREEN ROAD

330

93

40

18

12
0

14

15

REDCLIFFE

2

Path (um)

1

27

Plantation

Silo

ST THOMAS'S ROAD

2

17

2d

BYRNE CLO
SE

84

3

2a

2

24

D
AYH

O
U

SE LAN
E

2

6

74.1m

31

17

21

35 6

5

2

15

30

4

M

11

Playground

28

7

2

15

W
HALEY ROAD

1

81

El
 S

ub
 S

ta

88.9m

33

16

2 to 20

91.2m

Drain

21

33

4

to

8

2

5

Shelter

20

8

El Sub Sta

Claycliffe Office Park

10

31

115

81

10

104

The

13

1239

W
E

S
TB

U
R

Y 
C

LO
S

E

73

(PH)

20

Garage

38

15

35

35

47

1

Redbrook

76.8m

28

15

2a

36

51

1 to 6
Phoenix Apartments

10

(Track)

27

7

SPRINGFIELDS

16

20

LEYLAN
D W

ALK

20

Barugh Green

DA
YH

O
US

E 
W

AY

21

24
6

97.1m

58

17

29 to
 31

11

47

22

64
a

80.6m

34
2

D

366

4

348

CLOSE

2

Five

28

REDHILL COURT

9
11

24

Craven Wood

12

31

Playing Field

74

40

El Sub Sta

HAYLOCK CLOSE

2

44

13

14

1

46

7

Day House

1

15

9

2

1

11

2

86.4m

6

25

41

25

12

1

74.2m

2

E
LS

TE
A

D

68

90.5m

15

32

3

30

27

11

AV
EN

U
E

24

A 635

42

58

Barugh Green

Claycliffe Business Park

ESS

The Bungalow

1

43 to
 50

35
 to

 38

21 to 25

11a
15

29

1

14

9

356

A

WHALEY ROAD

1

3

RAVENSHAW

20

Yorkshire Lass

6

28

20

21

4

22

15

9

45

43

El Sub Sta

WEAVER CLOSE

31

MP 51

MP 51

1

Day House Wood

2

85.1m

H

1

27

16

15
4

11

Zenith Park

70

BELR
ID

G
E C

LO
SE

84

Path (um
)

DAYHOUSE COURT

41

2

79.9m

148

79.8m

40

Works

4

50

10
2

6

154

34

95.2m

62

26

32 to
 34

31

52

32 64

Gdns

A 637

1

56370

23

2

5

120.7m

34

48

77

107.4m

Oak Lodge

El Sub Sta

Sinks

82.6m

2

5

RISE

104a

14

2

14

8

1

18

87.7m

CHURCRO
FT

12

36

11

26

N

35

18

CLO
SE 9

E

7

6

74

5

28

42

19

11
0

BARUGH GREEN ROAD

12

2
220

30

32

38

Chestnut Tree (PH)

9 to 14

18 to 20

14

Allot

11

21

CLOSE

Metro Trading Centre

37

364

El Sub Sta

11

44

1

2

6

21

32

TCB

Pa
th

 (u
m

)

Tr
ac

k

13

4

REDTHORPE CREST

Red Brook

25

77.1m

CLAYCLIFFE AVENUE

16

35

13

2

14

10

AVO
N CLO

SE

27

16

Network Centre

22

7

23

52

1

42

11

WILTHORPE ROAD

14

35

15

14

15

18

35

L

Recreation Ground

11

12

Day House Wood

11

1

51 to
 53

15
6

107

2

101

Drain

MS

LO
N

G
LEY STR

EET

62

122116

66

C

LB

58

3

ESS

2

25

BA
R

D
EN

 D
R

IV
E

45

10

ROAD

62

110.3m

17

25

80.7m

Pond

19

15

32

14

26

90.3m

25

17

7

1

12

34

1

ST

48

COPPICE AVENUE

7

1

25

10

9

4

3

G

21

CHALBURY CLOSE

3

MIDHURST

9

83

THE LEYLANDS

10

14

Path

M
ILN

E STR
EET

Drain

El Sub Sta

1

BARUGH GREEN ROAD

90

WAY

16
6

3

PO

TCB

CAN
NON

24
0

28

39 to
 42a

11

1

8

24

16

A 635

Garage

79.3m

36
4a

MAWFIELD ROAD

B

2

10
8

38

14

67

51

12

5

2

Play Area

2

14

6

25

39

Oak House

1

2

9

JO
H

N
'S

1

16

Key

Private Garden

Local Plan Boundary

Highway - Roads & Side Walk

Public Landscape

Proposed Pedestrian Access

Existing Pedestrian Access

Homezone

Formal Play

Informal Play

Commercial

School

Employment Zone

1

2

3

1:2500
0 20 40 60 80 100 120m

Ele Sub
Sta

4.00m
 x

4.00m

Ele Sub
Sta

4.00m x
4.00m

Key Plan

1

2

3

Site Area: 116.50 ha

AMP01 02/08/19First issue TR

AGP02 12/08/19Consultation issue TR

AGP03 11/09/19Revised layout to suit proposed levels TR
YFP04 11/05/21Consultation issue. TR
ASP05 12/05/21Consultation issue. TR



Barnsley West 

Proposed Residential Development  

(Remainder of Site)  

 

4848  Strata Sterling Barnsley West Limited 

Appendix B Coal Authority Mining Reports 



BARNSLEY WEST
SOUTH YORKSHIRE

28 November 2018
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Summary

Has the search report highlighted evidence or potential of

1 Past underground coal mining Yes

2 Present underground coal mining No

3 Future underground coal mining Yes

4 Mine entries Yes

5 Coal mining geology No

6 Past opencast coal mining Yes

7 Present opencast coal mining No

8 Future opencast coal mining No

9 Coal mining subsidence Yes

10 Mine gas No

11 Hazards related to coal mining No

12 Withdrawal of support Yes

13 Working facilities order No

14 Payments to owners of former copyhold land No

Further recommended reports

Mine entry interpretive report

Mine entry plan and data sheets

Coal mining subsidence claims 50m buffer report

Coal mining subsidence claims history

For detailed findings, please go to page 4.
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Detailed findings

1. Past underground coal mining
The property is in a surface area that could be affected by underground mining in 7 seams of coal
at shallow to 350m depth, and last worked in 1983.

2. Present underground coal mining
The property is not within a surface area that could be affected by present underground mining.

3. Future underground coal mining
The property is not in an area where the Coal Authority has received an application for, and is
currently considering whether to grant a licence to remove or work coal by underground methods.

The property is not in an area where a licence has been granted to remove or otherwise work coal
using underground methods.

The property is not in an area likely to be affected from any planned future underground coal
mining.

However, reserves of coal exist in the local area which could be worked at some time in the future.

No notices have been given, under section 46 of the Coal Mining Subsidence Act 1991, stating that
the land is at risk of subsidence.

4. Mine entries
Within, or within 20 metres of, the boundary of the property there are 14 mine entries, the
approximate positions of which are shown on the enquiry boundary plot.

Our records disclose the following information:
432406-014. has probably been removed to some extent by opencast mining

432406-013. No treatment details.

431406-003. has probably been removed to some extent by opencast mining

431406-005. has probably been removed to some extent by opencast mining
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432407-008. No treatment details.

432406-017. No treatment details.

432406-015. No treatment details.

432406-018. No treatment details.

431406-004. has probably been removed to some extent by opencast mining

431406-002. has probably been removed to some extent by opencast mining

431406-006. has probably been removed to some extent by opencast mining

432406-019. No treatment details.

432406-011. No treatment details.

432406-016. No treatment details.

There may however be mine entries/additional mine entries in the local area which the Coal
Authority has no knowledge of.

For an additional fee, the Coal Authority can provide a Mine Entry Interpretive Report.  The report
will provide a separate assessment for the mine entry/entries referred to in this report.  It gives an
opinion on the likelihood of mining subsidence damage caused from ground movement as a
consequence of the mine entry/entries.  It also gives details of the remedies available for
subsidence damage where the mine entry was sunk in connection with coal mining.

Please note that it may not be possible to produce a report if the main building to the property
cannot be identified from Coal Authority plans (ie for development sites and new build).

For further advice on how to order this additional information please visit
www.groundstability.com.

5. Coal mining geology
The Coal Authority is not aware of any damage due to geological faults or other lines of weakness
that have been affected by coal mining.

6. Past opencast coal mining
The property is within the boundary of an opencast site from which coal has been removed by
opencast methods.

7. Present opencast coal mining
The property does not lie within 200 metres of the boundary of an opencast site from which coal is
being removed by opencast methods.
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8. Future opencast coal mining
There are no licence requests outstanding to remove coal by opencast methods within 800 metres
of the boundary.

The property is not within 800 metres of the boundary of an opencast site for which a licence to
remove coal by opencast methods has been granted.

9. Coal mining subsidence
A damage notice or claim for alleged subsidence damage was made in November 2003 for 1
WHARFEDALE ROAD, BARNSLEY, SOUTH YORKSHIRE, S75 2LJ. However, the claim was rejected.

There is no current Stop Notice delaying the start of remedial works or repairs to the property.

There are a further 2 claim(s) within 50 metres of the property boundary that do not match the
property address.  These are shown on the enquiry boundary plot.

The Coal Authority is not aware of any request having been made to carry out preventive works
before coal is worked under section 33 of the Coal Mining Subsidence Act 1991.
If further subsidence damage claims information is required, please visit www.groundstability.com.

10. Mine gas
The Coal Authority has no record of a mine gas emission requiring action.

11. Hazards related to coal mining
The property has not been subject to remedial works, by or on behalf of the Coal Authority, under
its Emergency Surface Hazard Call Out procedures.

The property is in an area where notices to withdraw support were given in 1956, 1976, 1977 and
1987.

The property is not in an area where a notice has been given under section 41 of the Coal Industry
Act 1994, cancelling the entitlement to withdraw support.

12. Withdrawal of support

13. Working facilities order
The property is not in an area where an order has been made, under the provisions of the Mines
(Working Facilities and Support) Acts 1923 and 1966 or any statutory modification or amendment
thereof.

The property is not in an area where a relevant notice has been published under the Coal Industry
Act 1975/Coal Industry Act 1994.

14. Payments to owners of former copyhold land
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Comments on the Coal Authority
information

The Coal Authority own the copyright in this report and the information
used is protected by our database right.

The boundary plot shows the approximate location of the disused mine entry/entries referred to in
this report.  For reasons of clarity, mine entry symbols may not be drawn to the same scale as the
plan.

Property owners have the benefit of statutory protection (under the Coal Mining Subsidence Act
1991*). This contains provision for the making good, to the reasonable satisfaction of the owner, of
physical damage from disused coal mine workings including disused coal mine entries. A leaflet
setting out the rights and obligations of either the Coal Authority or other responsible persons
under the 1991 Act can be obtained by visiting www.groundstability.com.

If you wish to discuss the relevance of any of the information contained in this report, you should
seek the advice of a qualified mining engineer or surveyor. If you or your advisor wish to examine
the source plans from which the information has been taken, these are available to view, free of
charge, at our Head Office in Mansfield. To book an appointment please ring 01623 637225. Should
you or your advisor wish to carry out a physical investigation that may enter, disturb or interfere
with any disused mine entry, prior permission of the owner must be sought. For coal mine entries,
the owner will normally be the Coal Authority.

The Coal Authority, regardless of responsibility and in conjunction with other public bodies, provide
an emergency call out facility in coalfield areas to assess the public safety implications of mining
features (including disused mine entries). Our emergency telephone number is 01623 646333.

*Note, this Act does not apply where coal was worked or gotten by virtue of the grant of a gale in
the Forest of Dean, or any other part of the Hundred of St. Briavels in the county of Gloucester.

In view of the mining circumstances a prudent developer would seek appropriate technical advice
before any works are undertaken.

Therefore if  development proposals are being considered, technical advice relating to both the
investigation of coal and former coal mines and their treatment should be obtained before
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beginning work on site. All proposals should apply good engineering practice developed for mining
areas. No development should be undertaken that intersects, disturbs or interferes with any coal or
mines of coal without the permission of the Coal Authority. Developers should be aware that the
investigation of coal seams/former mines of coal may have the potential to generate and/or
displace underground gases and these risks both under and adjacent to the development should
be fully considered in developing any proposals.  The need for effective measures to prevent gases
entering into public properties either during investigation or after development also needs to be
assessed and properly addressed.  This is necessary due to the public safety implications of any
development in these circumstances.

Additional remarks
Information provided by the Coal Authority in this report is compiled in response to the Law
Society’s CON29M Coal Mining enquiries. The said enquiries are protected by copyright owned by
the Law Society of 113 Chancery Lane, London WC2A 1PL.  This report is prepared in accordance
with the Law Society’s Guidance Notes 2006, the User Guide 2006 and the Coal Authority’s Terms
and Conditions applicable at the time the report was produced.

Disclaimer
The Coal Authority owns the copyright in this report and the information used to produce this
report is protected by our database rights. All rights are reserved and unauthorised use is
prohibited. If we provide a report for you, this does not mean that copyright and any other rights
will pass to you. However, you can use the report for your own purposes.

Alternative formats
If you would like this report in an alternative format, please contact our communications team.
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Enquiry boundary

The map image is too large for this page and will be sent in a separate document

How to contact us

/company/the-coal-authority

/coalauthority

0345 762 6848 (UK)
+44 (0)1623 637 000 (International)

200 Lichfield Lane
Mansfield
Nottinghamshire
NG18 4RG

www.groundstability.com

/thecoalauthority
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Key

Approximate position of enquiry
boundary shown

Disused adit

Disused mineshaft

Coal claims

How to contact us

/company/the-coal-authority

/coalauthority

0345 762 6848 (UK)
+44 (0)1623 637 000 (International)

200 Lichfield Lane
Mansfield
Nottinghamshire
NG18 4RG

www.groundstability.com

/thecoalauthority
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Reproduced by permission of
Ordnance Survey on behalf of
HMSO. © Crown copyright and
database right 2018. All rights
reserved.
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Section 1 – Mining activity and geology

Past underground mining

Colliery Seam Mineral Coal
Authority
reference

Depth (m) Direction
to working

Dipping rate
of seam
worked
(degrees)

Dipped
direction
of seam
worked

Extraction
thickness
(cm)

Year last
mined

POGMOOR BARNSLEY Coal 6Z77 6 Beneath
Property

4.7 North-East 297 1926

FARMHOUSE
LANE

BARNSLEY Coal 6Z78 11 Beneath
Property

2.6 North-East 295 1910

FARMHOUSE
LANE

BARNSLEY Coal 6Z79 16 Beneath
Property

2.5 North-East 297 1900

DODWORTH FLOCKTON
THICK

Coal 6NKR 86 Beneath
Property

3.8 North-East 68 1958

DODWORTH FLOCKTON
THICK

Coal 6NJR 96 Beneath
Property

3.8 North-East 71 1959

DODWORTH FLOCKTON
THICK

Coal 64CW 103 Beneath
Property

3.9 North-East 61 1916

DODWORTH FLOCKTON
THICK

Coal 6Z7P 108 Beneath
Property

4.5 North-East 70 1915

DODWORTH FLOCKTON
THICK

Coal 6Z6U 110 Beneath
Property

4.1 North-East 76 1950

DODWORTH FLOCKTON
THICK

Coal 64CV 127 Beneath
Property

5.2 North-East 66 1950

DODWORTH FLOCKTON
THICK

Coal 6Z7Q 127 Beneath
Property

3.6 North-East 69 1950

DODWORTH TOP
FENTON

Coal 6NCR 128 Beneath
Property

2.7 North-East 79 1943

DODWORTH TOP
FENTON

Coal 6NDR 133 Beneath
Property

3.3 East 81 1958

DODWORTH FLOCKTON
THICK

Coal 6NLR 133 Beneath
Property

2.8 North-East 70 1952

DODWORTH TOP
FENTON

Coal 64CR 144 Beneath
Property

3.9 North-East 74 1910

DODWORTH FENTON Coal 6NNT 146 North 3.4 North-East 91 1958

DODWORTH FLOCKTON
THICK

Coal 6Z7R 147 Beneath
Property

3.2 North-East 70 1954

DODWORTH TOP
FENTON

Coal 6NER 147 North-East 3.1 North 86 1958

DODWORTH TOP
FENTON

Coal 6Z7S 149 Beneath
Property

4.6 North-East 91 1935

DODWORTH TOP
FENTON

Coal 6Z6S 153 Beneath
Property

4.7 North-East 81 1935

unnamed TOP
FENTON

Coal 64CQ 159 Beneath
Property

3.4 North-East 74 1930

DODWORTH TOP
FENTON

Coal 6Z7U 163 Beneath
Property

2.7 South 86 1936

DODWORTH TOP
FENTON

Coal 64CP 170 Beneath
Property

5.3 North-West 74 1936
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Colliery Seam Mineral Coal
Authority
reference

Depth (m) Direction
to working

Dipping rate
of seam
worked
(degrees)

Dipped
direction
of seam
worked

Extraction
thickness
(cm)

Year last
mined

DODWORTH PARKGATE Coal 64CV 171 Beneath
Property

2.2 North-East 137 1950

DODWORTH PARKGATE Coal 6Z7X 173 Beneath
Property

4.7 North-East 137 1921

DODWORTH PARKGATE Coal 6IEF 175 South 3.8 North-East 137 1915

STANHOPE
SILKSTONE

SILKSTONE Coal 6NDS 213 Beneath
Property

4.4 North-East 107 1928

DODWORTH TOP
FENTON

Coal 626T 221 North-East 3.8 North-East 185 1930

DODWORTH SILKSTONE Coal 6NHS 226 Beneath
Property

3.9 North-East 105 1977

STANHOPE
SILKSTONE

SILKSTONE Coal 6NCV 240 North 3.9 North-East 107 1928

HIGHAM SILKSTONE Coal 6NES 243 West 3.6 North-East 147 1880

DODWORTH SILKSTONE Coal 6Z70 244 Beneath
Property

4.3 North-East 105 1971

DODWORTH
HIGHAM

SILKSTONE Coal 64D3 245 Beneath
Property

4.1 North-East 147 1891

unnamed SILKSTONE Coal 6NFS 246 Beneath
Property

4.7 North-East 107 1928

ROB ROYD SILKSTONE Coal 6Z80 248 South-West 4.1 North-East 176 1933

unnamed SILKSTONE Coal 6I53 251 South-West 3.7 North-East 147 1883

DODWORTH SILKSTONE Coal 6Z7Z 255 Beneath
Property

2.6 East 105 1944

DODWORTH SILKSTONE Coal 6Z7Y 256 Beneath
Property

3.8 North-East 147 1893

ROB ROYD SILKSTONE Coal 6IEJ 257 South 4.2 North-East 167 1935

unnamed SILKSTONE Coal 64D2 260 Beneath
Property

3.4 North-East 147 1927

DODWORTH SILKSTONE Coal 6NGS 269 North-East 4.0 North-East 105 1979

DODWORTH SILKSTONE Coal 6NDW 274 North-East 3.0 North-East 100 1978

WOOLLEY/REDBR
OOK

WHINMOO
R

Coal 64D9 287 Beneath
Property

4.1 North-East 107 1965

DODWORTH SILKSTONE Coal 4VL6 289 Beneath
Property

3.7 North-East 105 1972

WOOLLEY/REDBR
OOK

WHINMOO
R

Coal Z23A 294 Beneath
Property

4.4 North-East 102 1983

WOOLLEY/REDBR
OOK

WHINMOO
R

Coal 6Z72 295 Beneath
Property

4.8 North-East 107 1979

WOOLLEY/REDBR
OOK

WHINMOO
R

Coal Z23A 297 Beneath
Property

5.2 North-East 108 1983

WOOLLEY WHINMOO
R

Coal 6NLS 298 Beneath
Property

4.3 North-East 107 1979

WOOLLEY WHINMOO
R

Coal 6Z7H 301 Beneath
Property

3.8 North-East 109 1969
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Colliery Seam Mineral Coal
Authority
reference

Depth (m) Direction
to working

Dipping rate
of seam
worked
(degrees)

Dipped
direction
of seam
worked

Extraction
thickness
(cm)

Year last
mined

WOOLLEY WHINMOO
R

Coal 6NEV 321 North-East 4.8 North-East 115 1978

WOOLLEY WHINMOO
R

Coal Z89 326 North-East 5.2 North-East 107 1980

WOOLLEY/REDBR
OOK

WHINMOO
R

Coal 6Z75 343 North-East 4.7 North-East 110 1977

WOOLLEY/REDBR
OOK

WHINMOO
R

Coal 6Z7I 349 North-East 3.3 North-East 105 1976

Probable unrecorded shallow workings
Yes.

Spine roadways at shallow depth
Distance to spine roadway (m) Direction to spine roadway

Within N/A
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Mine entries

Entry type Reference Grid reference Treatment description Mineral Conveyancing details

Shaft 431406-002 431771 406978 has probably been removed to some
extent by opencast mining

Coal

Shaft 431406-003 431771 406971 has probably been removed to some
extent by opencast mining

Coal

Shaft 431406-004 431746 406949 has probably been removed to some
extent by opencast mining

Coal

Shaft 431406-005 431840 406925 has probably been removed to some
extent by opencast mining

Coal

Shaft 431406-006 431838 406909 has probably been removed to some
extent by opencast mining

Coal

Shaft 432406-002 432364 406628 Coal

Adit 432406-011 432302 406721 Coal

Shaft 432406-012 432423 406995 Coal

Shaft 432406-013 432452 406972 Coal

Shaft 432406-014 432413 406745 has probably been removed to some
extent by opencast mining

Coal

Adit 432406-015 432298 406795 Coal

Adit 432406-016 432305 406777 Coal

Adit 432406-017 432280 406747 Coal

Adit 432406-018 432324 406686 Coal

Adit 432406-019 432349 406680 Coal

Shaft 432406-020 432507 406628 was not encountered during drilling works
undertaken by Abatech prior to
development in 2007. We have no record
of what steps, if any, have been taken to
treat this shaft

Coal

Shaft 432406-021 432509 406615 Coal

Shaft 432406-031 432519 406627 Coal

Shaft 432407-008 432004 407548 Coal

Shaft 432407-019 432435 407008 Coal
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Abandoned mine plan catalogue numbers
The following abandoned mine plan catalogue numbers intersect with some, or all, of the enquiry
boundary:

12461 NE3 FGB6

7196 7198 NE565

NE1050 SY36 7698

Our records show we have more plans than those shown above which could affect the enquiry
boundary.

Please contact us on 0345 762 6848 to determine the exact abandoned mine plans you require
based on your needs.

Outcrops

Seam name Mineral Seam workable Distance to outcrop
(m)

Direction to
outcrop

Bearing of outcrop

BARNSLEY Coal Yes Within N/A 12

BARNSLEY Coal Yes Within N/A 340

DUNSIL Coal Yes Within N/A 0

DUNSIL Coal Yes Within N/A 342

SWALLOW WOOD Coal Yes Within N/A 164

SWALLOW WOOD Coal Yes 17.8 South-West 317

TOP HAIGH MOOR Coal Yes 49.2 South-West 318

TOP HAIGH MOOR Coal Yes Within N/A 319

Geological faults, fissures and breaklines
Please refer to the 'Summary of findings' map (on separate sheet) for details of any geological
faults, fissures or breaklines either within or intersecting the enquiry boundary.

Faults under or close to the property recorded.

Opencast mines
Please refer to the “Summary of findings” map (on separate sheet) for details of any opencast areas
within 500 metres of the enquiry boundary.

Coal Authority managed tips
None recorded within 500 metres of the enquiry boundary.
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Section 2 – Investigative or remedial activity

Please refer to the 'Summary of findings' map (on separate sheet) for details of any activity within
the area of the site boundary.

Site investigations
None recorded within 50 metres of the enquiry boundary.

Remediated sites
None recorded within 50 metres of the enquiry boundary.

Coal mining subsidence
A damage notice or claim for alleged subsidence damage was made in November 2003 for 1
WHARFEDALE ROAD, BARNSLEY, SOUTH YORKSHIRE, S75 2LJ. However, the claim was rejected.

There is no current Stop Notice delaying the start of remedial works or repairs to the property.

There are a further 2 claim(s) within 50 metres of the property boundary that do not match the
property address.  These are shown on the enquiry boundary plot.

The Coal Authority is not aware of any request having been made to carry out preventive works
before coal is worked under section 33 of the Coal Mining Subsidence Act 1991.

If further subsidence damage claims information is required, please visit www.groundstability.com.

See Section 4 for further information.

Mine gas
None recorded within 500 metres of the enquiry boundary.

Mine water treatment schemes
None recorded within 500 metres of the enquiry boundary.
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Section 3 – Licensing and future mining activity

Future underground mining
None recorded.

Coal mining licensing
None recorded within 200 metres of the enquiry boundary.

Court orders
None recorded.

Section 46 notices
No notices have been given, under section 46 of the Coal Mining Subsidence Act 1991, stating that
the land is at risk of subsidence.

The property is in an area where notices to withdraw support were given in 1956, 1976, 1977 and
1987.

The property is not in an area where a notice has been given under section 41 of the Coal Industry
Act 1994, cancelling the entitlement to withdraw support.

Withdrawal of support notices

The property is not in an area where a relevant notice has been published under the Coal Industry
Act 1975/Coal Industry Act 1994.

Payments to owners of former copyhold land
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Section 4 – Further information

The following potential risks have been identified and as part of your risk assessment should be
investigated further.

Development advice
The site is within an area of historical coal mining activity. Should you require advice and/or
support on understanding the mining legacy, its risks to your development or what next steps you
need to take, please contact us.

Coal mining subsidence
The site is within an area of previous interest. It is close to where the Coal Authority or licensed
mine operator has investigated and where necessary remediated issues relating to coal mining
subsidence.

The site requires further investigation and may influence your risk assessment. We recommend
that you order the appropriate Coal Authority Subsidence Claims Report, which will include
more information about the hazard.

For further information on specific site or ground investigations in relation to any issues
raised in Section 4, please call us on 0345 762 6848 or email us at
groundstability@coal.gov.uk.
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Section 5 – Data definitions

The datasets used in this report have limitations and assumptions within their results. For more
guidance on the data and the results specific to the enquiry boundary, please call us on 0345 762
6848 or email us at groundstability@coal.gov.uk.

Past underground coal mining
Details of all recorded underground mining relative to the enquiry boundary. Only past
underground workings where the enquiry boundary is within 0.7 times the depth of the workings
(zone of likely physical influence) allowing for seam inclination, will be included.

Probable unrecorded shallow workings
Areas where the Coal Authority believes there to be unrecorded coal workings that exist at or close
to the surface (less than 30 metres deep).

Spine roadways at shallow depth
Connecting roadways either, working to working, or, surface to working, both in-seam and cross
measures that exist at or close to the surface (less than 30 metres deep), either within or within 10
metres of the enquiry boundary.

Mine entries
Details of any shaft or adit either within, or within 100 metres of the enquiry boundary including
approximate location, brief treatment details where known, the mineral worked from the mine
entry and conveyance details where the mine entry has previously been sold by the Authority or its
predecessors British Coal or the National Coal Board.

Abandoned mine plan catalogue numbers
Plan numbers extracted from the abandoned mines catalogue containing details of coal and other
mineral abandonment plans deposited via the Mines Inspectorate in accordance with the Coal
Mines Regulation Act and Metalliferous Mines Regulation Act 1872. A maximum of 9 plan extents
that intersect with the enquiry boundary will be included. This does not infer that the workings
and/or mine entries shown on the abandonment plan will be relevant to the site/property
boundary.

Outcrops
Details of seam outcrops will be included where the enquiry boundary intersects with a conjectured
or actual seam outcrop location (derived by either the British Geological Survey or the Coal
Authority) or intersects with a defined 50 metres buffer on the coal (dip) side of the outcrop. An
indication of whether the Coal Authority believes the seam to be of sufficient thickness and/or
quality to have been worked will also be included.

Geological faults, fissures and breaklines
Geological disturbances or fractures in the bedrock. Surface fault lines (British Geological Survey
derived data) and fissures and breaklines (Coal Authority derived data) intersecting with the
enquiry boundary will be included. In some circumstances faults, fissures or breaklines have been
known to contribute to surface subsidence damage as a consequence of underground coal mining.
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Opencast mines
Opencast coal sites from which coal has been removed in the past by opencast (surface) methods
and where the enquiry boundary is within 500 metres of either the licence area, site boundary,
excavation area (high wall) or coaling area.

Coal Authority managed tips
Locations of disused colliery tip sites owned and managed by the Coal Authority, located within 500
metres of the enquiry boundary.

Site investigations
Details of site investigations within 50 metres of the enquiry boundary where the Coal Authority
has received information relating to coal mining risk investigation and/or remediation by third
parties.

Remediated sites
Sites where the Coal Authority has undertaken remedial works either within or within 50 metres of
the enquiry boundary following report of a hazard relating to coal mining under the Coal
Authority’s Emergency Surface Hazard Call Out procedures.

Coal mining subsidence
Details of alleged coal mining subsidence claims made since 31 October 1994 either within or
within 50 metres of the enquiry boundary. Where the claim relates to the enquiry boundary
confirmation of whether the claim was accepted, rejected or whether liability is still being
determined will be given. Where the claim has been discharged, whether this was by repair,
payment of compensation or a combination of both, the value of the claim, where known, will also
be given.

Details of any current ‘Stop Notice’ deferring remedial works or repairs affecting the property/site,
and if so the date of the notice.

Details of any request made to execute preventative works before coal is worked under section 33
of the Coal Mining Subsidence Act 1991. If yes, whether any person withheld consent or failed to
comply with any request to execute preventative works.

Mine gas
Reports of alleged mine gas emissions received by the Coal Authority, either within or within 500
metres of the enquiry boundary that subsequently required investigation and action by the Coal
Authority to mitigate the effects of the mine gas emission.
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Mine water treatment schemes
Locations where the Coal Authority has constructed or operates assets that remove pollutants
from mine water prior to the treated mine water being discharged into the receiving water body.

These schemes are part of the UK’s strategy to meet the requirements of the Water Framework
Directive. Schemes fall into 2 basic categories: Remedial – mitigating the impact of existing pollution
or Preventative – preventing a future pollution incident.

Mine water treatment schemes generally consist of one or more primary settlement lagoons and
one or more reed beds for secondary treatment. A small number are more specialised process
treatment plants.

Future underground mining
Details of all planned underground mining relative to the enquiry boundary. Only those future
workings where the enquiry boundary is within 0.7 times the depth of the workings (zone of likely
physical influence) allowing for seam inclination will be included.

Coal mining licensing
Details of all licenses issued by the Coal Authority either within or within 200 metres of the enquiry
boundary in relation to the under taking of surface coal mining, underground coal mining or
underground coal gasification.

Court orders
Orders in respect of the working of coal under the Mines (Working Facilities and Support) Acts of
1923 and 1966 or any statutory modification or amendment thereof.

Section 46 notices
Notice of proposals relating to underground coal mining operations that have been given under
section 46 of the Coal Mining Subsidence Act 1991.

Withdrawal of support notices
Published notices of entitlement to withdraw support and the date of the notice. Details of any
revocation notice withdrawing the entitlement to withdraw support given under Section 41 of the
Coal Industry Act 1994.

Payment to owners of former copyhold land
Relevant notices which may affect the property and any subsequent notice of retained interests in
coal and coal mines, acceptance or rejection notices and whether any compensation has been paid
to a claimant.
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Summary of findings
The map highlights any specific surface or subsurface features within or near to the boundary of the site.

Key
Approximate position of the enquiry

boundary shown

Disused mine shaft

Disused adit

Outcrop (Conjectured)

Geological faults

Opencast mine licence area

Unlicensed opencast site

Coal claim
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Appendix C Coal Authority Abandonment Plans
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