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GROUND FLOOR PLAN

BEDROOM

Extg rear wall to be reviewed
on site following removal of extg
mono-pitched roof, any exposed
blockwork to be replaced with
pitched face stone to match extg

Flat roof covering to be dressed
up face of existing wall min. 150,
drip / cover flashing over

200 x 75 sw bearer fixed to
extg wall at max. 450 ccs
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Feature lantern lights to
new flat roof, insulated
kerb upstands

Ashlar stone feature string
course and coping at eaves
level

Upvc rainwater goods
colour : black

Ashlar stone door surround / head

Upvc double glazed
French doors, colour : white

Pitched faced stone to match
existing

PATIO

3,000
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" min. 150
-

Insulated suspended timber
ground floor, min. 150 clear
ventilated void

PROPOSED CROSS
SECTION - THRO' REAR EXTENSION
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Dpc min. 150 above G.L.

600 x 300 concrete strip
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EXISTING FRONT ELEVATION
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foundations, min. 750 below
G.L./ to level of extg / below

invert of drainage (Size and
depth to satisfaction of
District Building Surveyor)

EXISTING LH SIDE ELEVATION

Feature lantern lights to
new flat roof

Ashlar stone feature string
course and coping at eaves
level

Upvc rainwater goods
colour : black

Upvc double glazed
windows, colour : white

Ashlar stone window surround

Pitched faced stone to match
existing
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New stone faced retaining
wall to extended patio area,
land drain to rear
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EXISTING RH SIDE ELEVATION

Flat roof covering to be dressed
up face of existing wall min. 150,
drip / cover flashing over
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EXISTING REAR ELEVATION

Ashlar stone feature string
course and coping at eaves
level

Proprietary insulated lintels

over external openings,
Catnic CG90/100 or similar

Upvc double glazed
windows, colour : white

Ashlar stone window surround

Pitched faced stone to match
existing
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Dpc min. 150 above G.L.

Insulated suspended timber
ground floor, min. 150 clear
ventilated void

7,710

Floor joists to be doubled
up below internal partitions

PROPOSED CROSS
SECTION - THRO' SIDE EXTENSION

300, , 600 , 9OOT L

Under floor void to be vented
with airbricks at max. 900 ccs

600 x 300 concrete strip
foundations, min. 750 below
G.L. / to level of extg / below
invert of drainage (Size and
depth to satisfaction of
District Building Surveyor)

BLOCK PLAN
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PROPOSED EXTENSION TO
1 CHURCH DRIVE,
HOYLANDSWAINE,
SHEFFIELD, S36 7LZ
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