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External Works as Proposed

Provide and lay new concrete
paving to full area shown
shaded green as detailed in
specification. Paving to be to
new adjusted levels as shown.

Provide and lay new block
paving to full area shown
shaded grey as detailed in
specification. Paving to be to
new adjusted levels as shown.

Strip out existing gates and
provide and install new electric
entrance gates in position of
existing as detailed in
specification.

Provide and install new steel
railings to boundary identified with
red line as detailed in specification

Provide and install new 2m high
steel railings to boundary identified
with red line as detailed in
specification

Existing shrubbery and planting
area grubbed up and cleared
away from site. New block
paving to run through to
boundary wall.

Existing shrubbery and planting
area grubbed up and cleared
away from site. New block
paving to run through to
boundary wall.Existing shrubbery and planting

area grubbed up and cleared
away from site. New block
paving to run through to
boundary wall.

Existing low level walling cut
back to allow access around
new ramp. Make good to all
finishes to match existing.

Existing inspection chamber
raised to level of new paving.

Existing inspection chamber
raised to level of new paving.

Existing gate removed and
cleared away from site

Existing gate removed and
cleared away from site

Existing inspection chamber
raised to level of new paving.

Existing inspection chamber
raised to level of new paving.

Existing gully raised to level of
new paving.

Bottom steps removed to allow
raised level of paving to run
through as shown. Clear all
debris away from site.

Construct new steps as
seperate detail.

Existing paving retained

Existing step up retained

Existing paving retained

Construct new ramp to provide
disabled access to front of
property as seperate detail.

Provide and install new ACO
parkdrain to full width of
property, connected to existing
SW drainage.

Existing rwp to discharge into
new ACO park drain. New
ACO park drain to be
connected into existing SW
drain run at this position. A
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Detail Section B-B
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Provide and lay new concrete
paving to full area shown
shaded green as detailed in
specification. Paving to be to
new adjusted levels as shown.

50mm thick concrete paving as
detailed in specification of
works.

50mm thick sand bedding.

Min 150mm clean, well
consolidated hardcore.

50mm thick concrete paving as
detailed in specification of
works.

Brick on edge to match existing
dwelling bed on mortar.

GEN1 concrete former

Existing paving re-layed to side
access to existing levels.

50mm thick concrete paving as
detailed in specification of
works.

50mm thick sand bedding.

Min 150mm clean, well
consolidated hardcore.

215mm thick walling in facing
brick to match dwelling.
Provide brick on edge to top of
walling. Bricks to be mitered at
corner positions.

50mm thick concrete paving as
detailed in specification of
works.

50mm thick sand bedding.

Min 150mm clean, well
consolidated hardcore.

Min 150mm clean, well
consolidated hardcore.

50mm thick sand bedding.

New block paving as detailed in
specification of works.

Supply and install new wrought iron balustrade to top of
new walls, to run parallel at 1000mm high above
finished surface of ramp, steps and landings. Balustrade
to have gloss painted finish in colour black. Allow for
verticals to be plated and bolted into brickwork 300mm
below top of wall, with brickwork above cut around
verticals. Note: Balustrade design indicated on elevation
drawing is for illustrative/tendering purposes. Final
design to be agreed. Allow for submitting fabrication
drawings for approval prior to manufacture.

Supply and install new wrought iron balustrade to top of
new walls, to run parallel at 1000mm high above
finished surface of ramp, steps and landings. Balustrade
to have gloss painted finish in colour black. Allow for
verticals to be plated and bolted into brickwork 300mm
below top of wall, with brickwork above cut around
verticals. Note: Balustrade design indicated on elevation
drawing is for illustrative/tendering purposes. Final
design to be agreed. Allow for submitting fabrication
drawings for approval prior to manufacture.

Supply and install new wrought iron balustrade to top of
new walls, to run parallel at 1000mm high above
finished surface of ramp, steps and landings. Balustrade
to have gloss painted finish in colour black. Allow for
verticals to be plated and bolted into brickwork 300mm
below top of wall, with brickwork above cut around
verticals. Note: Balustrade design indicated on elevation
drawing is for illustrative/tendering purposes. Final
design to be agreed. Allow for submitting fabrication
drawings for approval prior to manufacture.

600x150mm GEN 1 concrete
strip foundation to all new
walling. Top of foundation to be
minimum 450mm below GL.

Typical Elevation to Boundary Railings
(NTS)
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