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2.1

Introduction

A turbine noise performance test has been carried out on a Gaia-Wind GW11 turbine at White
Lodge Farm located to the south east of Frisby on the Wreake and approximately 4 miles south

west of Melton Mowbray, Leicestershire, United Kingdom.

The turbine has a hub height of 18.3 m and a downwind rotor with a diameter of 13 m. The
Gaia-Wind turbine is passive stall regulated and has a rated power of 11 kW, which is achieved

at a wind speed of approximately 9.5 m/s at hub height.

The objective of this test was to measure the noise performance characteristics of The wind

turbine. The test consisted of measurement of the sound power level and tonal characteristics.

This noise test was conducted in accordance with the BWEA Small Wind Turbine Performance
and Safety Standard (February 2008) which is based on BS EN 61400-11 (2003) with

exceptions to allow for the differing performance of small wind turbines.

The test took place on two days: 21* November 2008 with wind speeds from ranging from 6 to
11 m/s at rotor centre height and 16™ January 2009 with wind speeds ranging from 4 to 8 m/s at

rotor centre height.

Turbine Specification

The wind turbine is a two-bladed, passive stall downwind turbine. A summary of the turbine’s

specification, as supplied by the manufacturer, is shown in Table 1 below.

Table 1: Turbine Specifications

Parameter Value/Feature
Manufacturer Gaia-Wind Ltd.
Model Number GWI11
Type (upwind/downwind) Downwind
Hub Height 18.3 m (tower height 18 m)
Rotor Diameter 13m
Rated Power 11 kW (at 9.5 m/s at rotor centre)
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Parameter Value/Feature
Tower Type Lattice
Turbine Control (stall/pitch) Passive stall
Rotational Speed Constant, 56 rpm nominal
Number of Blades 2
Cut-in Wind Speed 3.5 m/s
Cut-out Wind Speed > 25 m/s
3. Measurement

Site Layout and Measurement Position

3.1 The site layout is shown at Appendix A. The site consists of open farmland bordered by
hedgerows, which occasionally include trees. The GW11 is the only wind turbine on the site.
At the time of the first measurement in November 2008, sheep were kept on the adjacent field,
where the microphone was positioned downwind of the wind turbine. The sheep kept well
away from the microphone so that no interference from the animals with the measurement

equipment was caused.

3.2 The BWEA Small Wind Turbine Performance and Safety Standard dated February 2008 [1]
states that acoustic noise emissions shall be measured in general accordance with BS EN
61400-11 (2003) [2] with exceptions to allow for the differing performance of small wind

turbines.

33 [1] and [2] specify that the microphone used for the noise tests is to be mounted on a 1 m
diameter ground-mounted board, facing in the direction of the wind turbine under test, at a
distance corresponding to the tip height of the turbine (+/- 20%) directly downwind of the
turbine. According to [1], measured noise data is valid as long as the board is substantially
within the downwind sector (i.e. +/- 60° of the directly downwind direction) to allow for
frequent yawing of small wind turbines. Photos of the noise monitoring equipment set up are

shown in Appendix B.

34 The microphone was fitted inside a primary open cell foam wind shield of 90 mm in diameter
which had been cut in half to allow it to lie flat on the board. The primary wind shield was
surrounded by a secondary wind shield, consisting of a 450 mm diameter hemisphere of 50 mm

thickness foam.

Client: Page 4 of 13 Issued by:
Gaia-Wind Ltd. Hayes McKenzie Partnership Ltd



Melton Mowbray, Gaia-Wind Turbine Noise Performance Test -‘ E‘qq

HM: 2064/R1 - 19/02/09

3.5 [1] requires an anemometer to measure wind speed, to be placed at a distance of 2 to 4 D,
directly upwind of the turbine rotor, where D is the rotor diameter of the wind turbine (here
D=13m). Wind speed values are valid as long as the anemometer position is within the

upwind sector (i.e. +/- 90° of the directly upwind direction).

3.6 Synchronised wind speed and wind direction measurements were made using a Second Wind
C3 anemometer and an NRG #200P wind vane mounted at 10 m height connected to a Nomad 2
GSM data logger.

3.7 The microphone and the met mast position were in its acceptable range throughout the whole

measurement period.

3.8 Table 2 details the measurement positions. Ry; is the reference distance on each measurement
day and R; is the slant distance from the measurement position to the centre of the hub where it
meets the nacelle. All distances were measured using a laser distance finder with an accuracy
of +0 .3m.

Table 2: Distances and Reference Values

Parameter Value
Hub Height H 183 m
Rotor Diameter D 13m
Reference Distance Rocate 24.8 m
Reference Distance day 1 Ry, 25m
Reference Distance day 2 Ro» 24 m
Slant Distance day 1 R, 293 m
Slant Distance day 2 R, 28.5m
Reference Roughness Length Zref 0.05 m
Anemometer Height z 10 m
Reference Height hyet 18.3 m
3.9 During the noise tests the wind turbine was shut down for certain periods to allow for

background noise measurements to be included as part of the test procedure in order to

establish the level of contribution from other noise sources.
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4.1

4.2

4.3

4.4

Instrumentation

Noise measurements were carried out using the following equipment:

General
Bruel & Kjer Type 4231 calibrator (Serial No. 2218188) on 21/11/2008
Larson Davis Calibrator CAL200 (S/N 3599) on 16/01/2009

Reference Position

Larson Davis Sound Level Meter LD820 (Serial No. 1142)
GRAS 1/2" Microphone model 40AE (S/N 49531)

Larson Davis Model 828 Pre-Amplifier (S/N 1587)

Zoom Handy Recorder H4 for audio files

The microphone was connected via 5 m of microphone cable to the sound level meter, which
was programmed to record the 1 minute values of equivalent continuous sound pressure levels
(Laeg)- A WAV audio recording of the turbine noise was collected continuously from the A/C
output of the sound level meter. The time clock of the sound level meter was set to GMT at the

start of the measurements.

The equipment was calibrated prior to measurements being performed and checked at the end.

The maximum calibration drift recorded for measurements was 0.2 dB.

Wind speed and wind direction were measured in 1 minute periods at 10 m height with an
anemometer and a wind vane. The data logger was set to GMT at the start of the

measurements.
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5. Calculation of Wind Speed

5.1 According to [1] the wind speed shall be measured and not derived from a turbine power curve.

Minimum measurement height is 5 m.

52 Wind speed was measured at 10 m height. The reference height for small wind turbines is the

rotor centre height. The reference wind speed was calculated by using following equation:

h_ .
In—
29
vref =lem lom
In——
o
where:
Vet is the wind speed at reference height (here at 18.3 m)
Vi0om is the wind speed at 10 m height
Pieg is the reference height = hub height
Zy roughness length (0.05 m for farmland with some vegetation)
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6.1

6.2

6.3

6.4

6.5

Results

Measured Noise Levels

I-minute average measured L., Noise data was plotted against the reference height wind speed
for operational noise periods and separately for background noise periods. All noise data has
been filtered such that any 1-minute period that was affected by specific extraneous noises such

as aircraft, vehicles, rainfall, and any other anomalies have been removed from the assessment.

Appendix C shows the measured total noise and measured background noise at the microphone
position, plotted against the wind speed at rotor centre height for both days. After the removal
of data as described above, the data base of the first survey consists of 100 and for the second

survey of 191 wind speed — noise data pairs for total measured noise.

As required by [1], a linear regression line was plotted through the measured L, turbine data

and through the measured background data at the reference position, as shown in Appendix C.

The equation obtained for the regression lines of the data of both measurement days was used
to determine the turbine and background noise levels at each integer wind speed. The measured

total noise levels were corrected for the influence of background noise as described below.

Calculation of Sound Power Level

The methodology prescribed by [1] was used to calculate the sound power level of the turbine

under test. A summary table detailing the steps is shown below in Table 3.

Table 3: Calculation of Sound Power Level for all measured data (R;=28.9 m)

Reference height wind speed 4 5 6 7 3 9 10
(m/s)
Total Noise Level
48.1 49.2 50.3 51.4 52.5 53.6 54.7
(dB Laeg)
Background Noise Level | 39 | 457 | 403 | 439 | 455 | 471 | 487
(dB L.y
Difference Between Total and
Background Noise (dB) 9.0 8.5 8.0 7.5 7.0 6.5 6.0
Background Corrected Sound
Pressure Level, Lycqcx 47.5 48.5 49.6 50.6 51.6 52.5 53.5
(dB L.y
Apparent Sound Power Level,
Lwax 81.7 82.7 83.8 84.8 85.8 86.7 87.7
(dB Lwa)
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6.6

6.7

6.8

6.9

6.10

6.11

6.12

1/3 Octave Band Data

The four 1-minute average periods closest to the reference wind speed of 8 m/s for each
measurement day have been used to calculate the energy average 1/3 octave band spectra
between 20 and 10 kHz as measured at the Reference Position. The linear, A-weighted and C-
weighted results are shown in Appendix D. The data has been corrected for the influence of

background noise as described in [2].

Tonality

The tonality assessment was carried out with the method according to ISO 1996-2: 2007 [3]
Annex D, as suggested in [1].

The turbine is declared tonal if any 1/3 octave band is higher than its adjacent bands by:

e 15 dB in the low frequency bands (50 to 125 Hz)
e 8 dB in the mid-frequency bands (160 to 400 Hz)
e 5 dB in the high frequency bands (500 to 10000 Hz).

For the assessment four 1/3 octave band spectra from the first measurement day and four 1/3
octave band spectra from the second measurement day, closest to the wind speed of 8 m/s at

rotor centre height, were used.

The tonal analysis was carried out for the linear, A-weighted and C-weighted 1/3 octave band

spectra of the total noise measured at the microphone reference point as shown in Appendix E.

Based on the 4 spectra being closest to the reference wind speed of 8 m/s at rotor centre height
from the measurement on 21/11/08 and 16/01/2009 respectively, the Gaia-Wind turbine is not

found to be tonal.

This assessment is valid for the reference point, where the noise measurement took place and

describes the noise character for the proximity of the wind turbine only.
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7. Uncertainty

7.1 An assessment of measurement uncertainty has been carried out, based on the procedure
outlined in Annex D of [2], as follows: Type A uncertainties are evaluated from the extent to
which the measured values vary around the derived mean based on the regression analysis;
Type B uncertainties are a measure of the assumed accuracy of various factors in the
measurements procedure and have been taken from the Annex D except where indicated. The
total uncertainty Uc is evaluated from the square root of the sum of the squares of each

individual component.

7.2 The standard uncertainty of the apparent sound power is calculated in Table 4 using Equation
D.1 in Annex D of [2]. The total uncertainty of the measured Lw, calculated from all

uncertainties, as given in Table 5, is + 1.4 dB for the Reference Position.

Table 4: Calculation of Ly, Uncertainty U,

Number of Elements 291
sum((y-y(est))"2) 172.1
Standard Error U, 0.772
Table 5: Calculation of Uncertainty Uc
Type A Uncertainty
Standard Error of Ly, Estimate from
Regression Analysis 0.772
Type B Uncertainty
Calibration 0.2
Instrument 0.2
Board & Mounting 0.3
Distance 0.1
Impedance 0.1
Turbulence 0.4
Wind Speed Derived 0.9
Background 0.5
Total 1.4
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8.1

Tables of Results

According to [1] the declared apparent emission sound power level Lwq, gy is calculated using

the approach of [4] for a 95% confidence level:

LWd,Sm/x = LW,Sm/s+ 1.645-0

where

Lwa, snvs 1S the declared apparent sound power level at the reference wind speed 8 m/s

Lw., sm/s is the apparent sound power level at the reference wind speed 8 m/s

c is here equivalent to the measurement uncertainty UC.

Table 6: Noise Levels of a Gaia-Wind GW11 Wind Turbine for a reference wind speed of 8 m/s

Parameter Value
Apparent Sound Power Level Ly, guys 85.8 dB(A)
Measurement Uncertainty Uc 1.4 dB
Declared Apparent Emission Sound Power Level Ly, gus 88.1 dB(A)

Noise Slope Sgg

1.015 dB/m/s

Noise Penalty P

none

Table 7: Immission Sound Pressure Levels at given Distance for a reference wind speed of 8 m/s

8.2

Parameter Value
Immission Sound Pressure Level at 60 m L, gom 44.6 dB(A)
Immission Sound Pressure Level at 25 m L o5 52.1 dB(A)
Slant Distance required for 45 dB(A) 56.9 m
Slant Distance required for 40 dB(A) 101.2 m

The Noise Label according to [1] is attached in Appendix F.
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9. Conclusions

9.1 A noise test has been carried out, according to BWEA Small Wind Turbine Performance and
Safety Standard on a Gaia-Wind turbine installed at White Lodge Farm, Melton Mowbray to

measure the sound power level and tonal characteristics.

9.2 The turbine was calculated to have an apparent sound power level of 85.8 dB(A) = 1.4 dB at a
wind speed of 8 m/s at rotor centre height, as measured at the Reference Position directly down
wind of the turbine. The declared apparent emission sound power level for 8 m/s at rotor centre
height was calculated to be 88.1 dB(A).

9.3 The tonal output from the Gaia-Wind turbine has been assessed using the methodology
prescribed by [1]. Based on the methodology described in [3], Annex D, no tonal

characteristics were found.
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Appendix A
Site Layout
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