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1. Introduction

1.1

1.1.1

1.1.2

1.2

1.2.1

1.2.2

1.3

1.3.1

1.3.2

1.4

1.4.1

Purpose of the Report

This Arboricultural Impact Assessment is required in relation to the proposed
development at 6 Woodroyd Gardens, Wombwell.

The purpose of this report is to assess the impact of the proposals on the existing tree
stock and outline mitigation actions, where appropriate, to minimise potential damage
to retained trees.

Terms of Reference

JCA Ltd has been instructed by Mr. & Mrs Tranter to prepare an Arboricultural
Impact Assessment. The arboricultural survey and report conforms to the most recent
specifications outlined in BS 5837: 2012 Trees in relation to design, demolition and
construction - Recommendations.

I have been supplied with Drawing No. 202028 SL. BLKPlans Clean.dwg, which has
been overlaid onto the recent tree survey data to create the Arboricultural Implications
Plan, which can be found at Appendix 7. This provides the basis for which this
Arboricultural Impact Assessment has been prepared.

Scope of the Report

This report is compiled in accordance with BS 5837:2012 ‘Trees in relation to design,
demolition and construction — Recommendations’ and is based on an objective
assessment of the existing vegetation.

The specific design of the proposed development has been considered within the
Arboricultural Implication Assessment in Section 3 and is detailed on the
Arboricultural Implications Plan at Appendix 7.

Survey Details

The survey took place during the month of May 2021 and was carried out by Phil
Humeniuk FdSc (Arboriculture), LANTRA Accredited PTI.

2. Tree Descriptions and Recommendations

2.1

Full details of all individual trees surveyed are recorded in the tables at Appendix 1. A
full explanation of the tables can be found at Appendix 2. Please refer also to the Tree
Constraints Plan at Appendix 6 for tree locations.

©JCA Limited 2021
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3. Arboricultural Implications Assessment (AlA

3.1 Proposed Development

3.1.1 The proposed development will consist of the construction of a new garage and single
storey extension to the rear of the property.

3.1.2 All tree works required to accommodate the proposals are detailed in italics in the
recommendation columns of the tables at Appendix 1. Please note that any works
recommended during the initial survey are also listed in these tables in non italics.

3.2 Tree Removals for Development

3.2.1 No trees require removal to accommodate this proposed scheme.

3.3 Pruning for Development

3.3.1 No above ground pruning works will be required to accommodate the proposed scheme.
However, where the footprint of the proposed structure passes within the RPA of a
retained tree, root pruning may be required, (though strictly under the supervision of an
appointed arboriculturist). Root pruning will accommodate the proposed structure whilst
preventing any ‘ripping’ damage, a problem commonly associated with mechanical
excavations. Root pruning is relevant to G2 & T3.

3.4 Temporary Protection Measures

3.4.1 The Protective Barrier

3.4.1.1 To ensure the effective protection of retained trees during development, a protective
barrier will be installed, in accordance with BS5837: 2012 and may comprise of
protective fencing and/or ground protection. This will be the first job on site following
the tree removal and pruning works. The fencing should ideally be positioned to
protect the entire Root Protection Area (RPA) of the retained trees, to create a
Construction Exclusion Zone (CEZ).

3.4.1.2 Routes for pedestrian and site traffic will be located outside, and diverted away from,
the RPAs of the retained trees wherever possible. Where this is not practicable,
temporary protective surfaces (ground protection) must be laid over the exposed RPAs
which will distribute the weight of site vehicles, machinery or pedestrians whilst
allowing moisture to reach the tree rooting area beneath. Such surfaces should be
constructed in accordance with BS5837: 2012.

©JCA Limited 2021
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3.5 Implications for Retained Trees

3.5.1 Works within the RPA

3.5.1.1 Such areas are highlighted in blue on the Arboricultural Implications Plan at
Appendix 7.

3.5.2 Demolition

3.5.2.1 No significant demolition activities are required adjacent to retained trees and as such,

no mitigation measures are considered necessary.

3.5.3 Access/Construction of Hard Surfacing

3.5.3.1

3.54
3.5.4.1

3.5.42

3.5.4.3

3.5.5
3.5.5.1

In this case, the proposed scheme does not require the construction of access roads,
driveways, or other hard surfaces within the RPA of retained trees. As such no
specialised construction techniques/surface treatments will be required for this

purpose.

Construction / Foundation Design

Prior to construction, all protective measures required and listed in Section 3.4 and
Section 3.5.3 need to be correctly installed to prevent unnecessary damage during
development.

The footprint of proposed structure incurs marginally into the potential RPAs of some
of the retained trees. In this case, because of the minimal nature of the incursion, it is
considered appropriate to undertake root pruning. This will allow for the construction
of the building, without causing ‘ripping’ damage to the roots, a problem commonly
associated with mechanical excavation, whilst also preventing the need for specialist
foundation designs.

Advice should always be sought from a suitably qualified Structural Engineer. The
water demand of trees can be an important consideration when determining the
appropriate foundation design. Due of this, water demands for the trees identified on
this site are included in Appendix 1, in accordance with NHBC chapter 4.2, for use
by the appointed structural expert.

Site Compound

The site compound, which typically includes the site office, mess facilities, toilets,
material storage areas and car parking must be located away from all the trees and
outside their RPAs. Care should also be taken to prevent soil contamination from
chemical spillages, including petrol, diesel and oils.

©JCA Limited 2021
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3.5.6 Tree Shade
3.5.6.1 Due to the location of the trees, and their distance from to the proposed buildings,

3.5.7
3.5.7.1

3.5.7.2

3.5.7.3

3.6
3.6.1

3.6.2

issues related to shading are unlikely and do not require mitigation.

Landscaping

Proposed fence lines may be constructed within the RPA of a tree if necessary,
providing that appropriate considerations are taken with regards to the well-being of
the effected tree. As such, no continual trenching is to be undertaken within the RPA
(e.g. for small walls onto which panel fencing is installed). Excavations must be kept
to a minimum and therefore only fence designs requiring intermittent posts will be
acceptable within the RPA. Fences should also be kept as far away from the main
stems of the trees as is reasonably possible.

Any patios, garden paths or other hard surfaces within RPAs which may not be shown
on the projected layout (Appendix 7), and in addition to those mentioned in Section
3.5.3 (hard surfacing), may be constructed using no-dig techniques, and are
implemented in accordance with BS5837: 2012. If there is any concern of damaging
retained trees, further advice should be sought from a qualified Arboriculturalist.

Ground levels need to be changed in areas adjacent to retained trees. Appropriate
measures will need to be taken to minimise the detrimental effects on the trees in
question.

Remedial Measures

To protect the trees to be retained during the construction phase of the development,
protective fencing will need to be installed. Protective fencing specifications along with
on-site positioning, details of any necessary specialist construction methods etc will be
provided in an Arboricultural Method Statement (AMS).

Part of the proposed development will encroach into the RPAs of retained trees,
resulting in possible root loss. It would therefore be prudent to apply appropriate
mycorrhizae fungi to the soils around these trees after the construction phase is
complete. Certain mycorrhizal fungi form a symbiotic relationship with tree roots. A
tree root associated with such mycorrhizae will take up nutrients more effectively and
this will therefore help the tree to produce new roots more effectively, so benefitting
their recovery.

©JCA Limited 2021
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4. Conclusions

4.1
4.2
4.3

4.3.1

4.4

4.5

4.6

4.7

4.8

4.9

The trees surveyed were generally found to be in fair condition.
The trees on-site are protected by an Area Tree Preservation Order (TPO: No 4.).

Some tree works were recommended during the original survey, irrespective of the
development proposals. This is to manage potential risks or for general maintenance
purposes. These are detailed in non-italics in the tables at Appendix 1.

The proposed development will consist of the construction of a new garage and single
storey extension to the rear of the property.

The arboricultural implications of the development have been considered and are
discussed in Section 3.

Any tree works required to accommodate the proposals are detailed in italics in the
tables at Appendix 1.

All development work carried out near trees should be done so in a manner
sympathetic to their needs. Otherwise, the condition of the trees may deteriorate in the
months and years following the development, leading to a loss of amenity and
potentially hazardous trees.

The protection of retained trees can be achieved by the creation of a Construction
Exclusion Zone based on the Root Protection Area of a tree. The Root Protection Area
of each tree or group is marked on the Tree Constraints Plan at Appendix 6.

The proposed development will be accompanied by an Arboricultural Method
Statement (AMS) detailing any specific protection measures necessary for each tree.
This should specify the required fencing standard and positions (the creation of the
Construction Exclusion Zone), acceptable construction techniques and necessary tree
works.

The data gained during the original survey provides an indication of the health of the
trees. However, it does not enable a comprehensive assessment of their condition over
time. Trees are living organisms which are affected by many factors including weather
conditions, diseases/disorders, light levels, and human activities. Due to this, the report
is only valid for a period of 1 year from the date of issuing. Should an update or
revision of this report be required outside of this period, JCA may require a further site
visit to ensure that the condition of the trees has not significantly changed. It is advised
that the trees are inspected regularly, in the interests of risk management.

©JCA Limited 2021
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Appendix 1: Tree Descriptions and Recommendations
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Appendix 2: Explanation of Tree Descriptions

A2.1 Measurements/ Reference Information

A2.1.1 REF NUMBER. All items surveyed are allocated a reference number preceded with a
letter, identifying the type of vegetation surveyed: T = an individual tree, G = a group
of trees or an area of vegetation, W = woodland, H = a hedgerow.

A2.1.2 SPECIES: COMMON AND BOTANICAL NAME. The common and botanical names of
the species present are noted. If the species is not clear or identifiable, then a general
common name and genus will be noted.

A2.1.3 AGE CLASS of the tree is described as young, semi-mature, early-mature, mature,
over-mature, veteran or dead.

A2.1.4 HEIGHT of the tree is measured in metres from the stem base to the top of the crown.

A2.1.5 CROWN HEIGHT is an indication of the height above ground level at which the crown
begins.

A2.1.6 STEM DIAMETER is measured at 1.5 metres above (higher) ground level. Where the
tree is multi-stemmed at this point; diameter measurements are taken for each stem. If
more than five stems are present, an average stem diameter is taken. If for whatever
reason it is not practical to measure multiple-stemmed trees in this way, the diameter is
measured close to ground level, just above the root buttress.

A2.1.7 CROWN SPREAD is measured from the centre of the stem base to the tips of the
branches to all four cardinal points.

A2.1.8 HEIGHT AND DIRECTION OF LOWEST BRANCH. The height and direction of the
lowest significant branch is noted because of potential issues relating to clearances and
the need for tree pruning.

A2.1.9 NHBC WATER DEMAND. The water demand of each tree, as listed in NHBC
Standards 2010 Chapter 4.2 ‘Building near trees’. This is included to aid structural
engineers, architects and other members of the design team as it determines foundation
depth and other considerations with regard to trees.

©JCA Limited 2021
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A2.2 Evaluations

A2.2.1 PHYSIOLOGICAL CONDITION is classed as good, fair, poor, or dead. This is an
indication of the health and vitality of the tree and takes into account vigour, presence
of disease and dieback.

A2.2.2 STRUCTURAL CONDITION is classed as good, fair or poor. This is an indication of
the structural integrity of the tree and takes into account significant wounds, decay and
quality of branch junctions.

A2.2.3 LIFE EXPECTANCY is classed as; 0, less than 10 years, 10+ years, 20+ years, or 40 +
years. This is an indication of the minimum number of years before removal of the tree
is likely to be required.

A2.2.4 AMENITY VALUE. A general indication is given in respect to the amenity/landscape
value of the tree/group within the surrounding area.

A2.2.5 PRIORITIES. A priority rating is given concerning the time periods in which the
recommended works should be undertaken. LOW priority works should be undertaken
within 12 months of the survey, MOD (moderate) priority works should be undertaken
within 6 months and HIGH priority works should be completed as soon as practically
possible. If no works are recommended, N/A (not applicable) will be used.

A2.3 Retention Categories

A2.3.1 A (marked green on the Tree Constraints Plan) = Trees of high quality.

These trees are of high quality and value with a good life expectancy (usually with an
estimated remaining life expectancy of 40 years).

A2.3.2 B (marked in blue on the Tree Constraints Plan) = Trees of moderate quality.

These trees are of moderate quality and value with a reasonable life expectancy
(usually with an estimated life expectancy of at least 20 years).

A2.3.3 C (marked in grey on the Tree Constraints Plan) = Trees of low quality.

These trees are of low quality and value but which are in adequate condition to remain
or are young trees with a stem diameter below 15cm (usually with an estimated life
expectancy of at least 10 years).

A2.3.4 Trees categorised as retention category ‘A’, ‘B’ or ‘C’ are then justified by being
further divided into 3 subcategories:
1 = Mainly arboricultural qualities.
2 = Mainly landscape qualities.

3 = Mainly cultural values, including conservation value.

©JCA Limited 2021
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A2.3.5 U (marked in red on the Tree Constraints Plan) = Trees usually unsuitable for
retention due to poor condition.

These trees are in such a condition that they cannot be realistically retained as living
trees in the context of the current land use for longer than 10 years. This may be due
to any of the following:

1) Failure is likely due to serious, irredeemable, structural defects.

2) Removal of other category U trees will render them exposed and unstable.
3) They are in serious, overall decline or are dead.

4) They are of low quality and suppressing adjacent trees of better quality.
5) Diseases are present which may affect the health of adjacent trees.

These trees should be removed or treated in such a way as to make them safe where
they have high ecological value, such as in a woodland setting.

©JCA Limited 2021
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Appendix 3: General Guidelines

A3.1

A32

A33

A3.4

A35

A3.6

All tree work should be undertaken to BS 3998: 2010 ‘Recommendations for tree work’
or other recognised industry practice.

Staff carrying out the work must be qualified, experienced and ideally be Arboricultural
Association approved contractors. They should be covered by adequate public liability
insurance.

This report is based upon a visual inspection. The consultant shall not be responsible for
events which happen after this time due to factors which were not apparent at the time,
and the acceptance of this report constitutes an agreement with the guidelines and the
terms listed therein.

Any defects seen by a contractor or the employer that were not apparent to the
consultant must be brought to the consultant's attention immediately.

No liability can be accepted by JCA in respect of the trees unless the recommendations
of this report are carried out under the supervision of JCA and within JCA’s timescale.

It is advisable to have trees inspected by an arboricultural consultant on a regular basis.

©JCA Limited 2021
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Appendix 4: Glossary of Terms & Abbreviations

Arboriculture

Canker

Co-dominant stem

Crown lift

Crown reduction

Crown thin

Deadwood

Dieback

Epicormic shoots

Formative pruning

Included bark

Pollarding

Remedial pruning

The cultivation of trees in order to produce individual specimens of the
greatest ornament, for shelter or any primary purpose other than the
production of timber or fruit.

Disease damaged area of a tree, usually caused by fungus or bacteria
affecting the bark.

A stem which has grown in direct competition to the main stem and which
has formed a substantial size influencing the appearance of the tree.

The removal of the lowest branches, usually to a given height. It allows
more residual light and greater clearance underneath for vehicles etc.

The reduction of a tree’s height and spread while preserving its natural
shape.

The removal of some of the density of a tree’s crown, usually 5-15%
allowing more light through its canopy and reducing wind resistance.

Either dead branches, or a procedure involving the removal of dead, dying
and diseased branches.

Where branches are beginning to show signs of death usually at the tips in
the crown.

Small branches that grow in clusters around the base of the stem of a tree or
within the crown. This is usually as a result of bad pruning or some other
stress factor, although can be a natural growth pattern for some species of
tree (eg Lime species).

The pruning of a tree to remove weaknesses and irregularities which may
lead to future problems. The formative pruning operation is aimed at
reducing the potential for future weaknesses or problems within the tree’s
crown and to encourage an optimal canopy shape.

Where the bark on two adjoining branches or stems is growing tight
together, forming a joint with limited physical strength.

A method of tree management in which the main trunk and principle
branches of the tree are cut to the same height, and the resulting branches
are then cropped on a regular basis.

The removal of old stubs, deadwood, epicormic growth, rubbing or crossing
branches and other unwanted items from the tree’s crown. Sometimes
referred to as crown cleaning.
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RPA Root Protection Area — Theoretical rooting area of a tree as defined in
BS5837:2012 Trees in relation to construction.

Topping Topping is a form of pruning that removes terminal growth leaving a ‘stub’
cut end. Topping can cause serious health problems to a tree.

©JCA Limited 2021
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THIS PLAN IS TO BE PRINTED IN COLOUR
AND READ IN CONJUNCTION WITH THE
JCAARBORICULTURAL REPORT
(JCA REF: 14900c/PH)

20 metres

Root Protection Area: RPA

THE ROOT PROTECTION AREA (RPA) INDICATES THE LIKELY
ROOTING ZONE OF ATREE.

THIS AREA SHOULD IDEALLY REMAIN UNDISTURBED IF THE
TREE IS TO BE RETAINED.

THE DEVELOPMENT PROPOSALS SHOULD THEREFORE BE
DESIGNED TO AVOID THE RPA OF ANY TREE WHICH IS TO
BE RETAINED.

IFIT 1S NECESSARY FOR THE DEVELOPMENT TO ENCROACH
INTO THE RPA OF A TREE WHICH IS TO BE RETAINED THEN
SPECIALIST CONSTRUCTION TECHNIQUES AND MATERIALS
MUST BE CONSIDERED.
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Appendix 7: Arboricultural Implications Plan
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Appendix 7: Arboricultural
Implications Plan
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I hope that this report provides all the necessary information, but should any further advice be
needed please do not hesitate to contact the author.

Signed

Phil Humeniuk FdSc (Arboriculture), LANTRA Accredited PTI.

17 May 2021

For and on behalf of JCA Ltd

Registered Office

Unit 80
Bowers Mill
Branch Road
Barkisland
Halifax
HX4 0AD

Tel: 01422 376335
Fax: 01422 376232
Email: info@jcaac.com

www.jcaac.com

Report printed on recycled paper
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