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PRE-FABRICATED ATTIC TRUSS BY 
SPECIALIST MANUFACTURER. FILLED 
INBETWEEN WITH RIGID INSULATION 
TO ACHIEVE A U VALUE OF 0.16W/m²k. 
CEILING LINED WITH 9.5mm 
PLASTERBOARD, TAPED & SKIMMED

EXISTING CEILING JOISTS RETAINED

KNAFF 60MM ROCKSILK LAID BETWEEN 
EXISTING BEAMS BEFORE INSTALLATION
TOPPED WITH 160MM ROCKWOOL FLEXI 
BETWEEN BEAMS (MIN 15KG/M³) FLOOR 
CONSTRUCTION TO BE MIN 43dB SOUND 
RESISTANCE AND 30 MIN. FIRE RESISTANCE 

ROOF INSULATION MUST ACHIEVE 
A U VALUE OF 0.16W/m²k

INTERLOCKING CONCRETE PAN TILES ON 
38mm BATONS & BREATHABLE FELT

2110

B4

1st Floor

2655

Attic FFL

5263

B2 B1

Master Bedroom Wardrobe

STRUCTURAL ASHLARING 
STUD WALLS (ACCESS TO 
EAVES STORAGE AS 
INDICATED;  C24 STUDS TO 
BE DOUBLED UP)

ROOF LIGHTS AS 
INDICATED IN PLAN VIEW

PARTITION 30 MINS FIRE WALL

WALLPLATE PACKER

EAVES 
STORAGE

PRE-FABRICATED ATTIC TRUSS BY 
SPECIALIST MANUFACTURER. FILLED 
INBETWEEN WITH RIGID INSULATION 
TO ACHIEVE A U VALUE OF 0.16W/m²k. 
CEILING LINED WITH 9.5mm 
PLASTERBOARD, TAPED & SKIMMED

EXISTING CEILING JOISTS RETAINED
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KNAFF 60MM ROCKSILK LAID BETWEEN 
EXISTING BEAMS BEFORE INSTALLATION
TOPPED WITH 160MM ROCKWOOL FLEXI 
BETWEEN BEAMS (MIN 15KG/M³) FLOOR 
CONSTRUCTION TO BE MIN 43dB SOUND 
RESISTANCE AND 30 MIN. FIRE RESISTANCE 

ROOF INSULATION MUST ACHIEVE 
A U VALUE OF 0.16W/m²k

INTERLOCKING CONCRETE PAN TILES ON 
38mm BATONS & BREATHABLE FELT

ROOF COATED WITH GREY GRP 
FIBREGLASS RESIN ON 18mm OSB 
BOARDS. ROOF INSULATION MUST 
ACHIEVE A U VALUE OF 0.16W/m²k

W A L L   L E G E N D .

DENOTES  305MM THICK EXTERNAL WALL:
- 102.5MM FACING BRICKWORK 
- 100MM WIDE MINERAL WOOL INSULATION BATTS 
(0.040W/m²K) CAVITY
- 100MM 3.6N MEDIUM DENSITY BLOCK
- 12.5MM GYPSUM GYPROC WALLBOARD WITH 
SKIM FINISH

DENOTES PROPOSED ASHLARING WALL 

CONSTRUCTION
- 119MM THICK TIMBER STUDWORK LOAD 
BEARING WALL :
- 12.5MM GYPROC WALLBOARD FOIL BACKED 
VCL WALLBOARD WITH SKIM FINISH
- 6MM WBP PLYBOARD FIXED @ 300C/C
- 100 X 50MM C16 (LOAD BEARING) TIMBER 
STUDWORK AT 600MM CTRS.  GAPS BETWEEN 
STUDS TO CONTAIN 100MM THICK RIGID 
INSULATION BOARDS TO ACHIEVE U=0.18W/M² 

DENOTES PROPOSED DIVIDING WALL 

CONSTRUCTION (30 MIN FR)
- 90MM THICK TIMBER STUDWORK PARTITION 
WALL :
- 12.5MM GYPROC WALLBOARD WITH SKIM 
FINISH
- 63 X 38MM TIMBER STUDWORK AT 600MM 
CTRS. FILLED WITH 50MM 15KG/M³ SOUND 
INSULATION.
- 12.5MM GYPROC WALLBOARD WITH SKIM 
FINISH

DENOTES PROPOSED INSULATED GABLE 

WALL CONSTRUCTION
- 95MM THICK INSULATING WALL :
- 92.5MM GYPROC THERMALINE PIR 
WALLBOARD WITH SKIM FINISH TO ACHIEVE 
U=0.18W/M² 
- ON DABBED WALLBOARD ADHESIVE 

DENOTES 231.5MM DORMER EXTERNAL WALL:

- 6MM LARCH PANELLING

- BUILDING PAPER SEPARATING MEMBRANE

- PLYWOOD - 18MM WBP PLYWOOD SHEATHING

- 25 X 38MM TIMBER BATTENS 

- BREATHER MEMBRANE LAYER

- 9MM O.S.B. SHEATHING BOARD

- 140X38MM TIMBER FRAME WITH 140MM MINERAL WOOL INSULATION BATTS 

(0.040W/m²K)

- PROTECT VC FOIL ULTRA AIR TIGHTNESS BARRIER (INNER FACE)

- 12.5MM GYPSUM GYPROC WALLBOARD WITH TAPED & JOINTED FINISH

B E A M   L E G E N D .

DENOTES  FLAT ROOF JOIST
ASSUMED 225X47 C24 TIMBERS

DENOTES  RIDGE OR VALLEY
ASSUMED 150X25 CARCASSING

DENOTES  PITCHED TRUSS
ASSUMED 225X47 C24 TIMBERS

NEW TRUSSES BY SPECIALISTS MANUFACTURERS DESIGN AND 
SPECIFICATION

DENOTES  TRIMMER JOISTS
225X47 C24 TIMBERS FORM STAIR 
OPENING

DENOTES  NEW WALLPLATE
100X75 C24 ON TIMBERS PACKER TO 
RAISE ABOVE EXISTING 1ST FLOOR 
CEILING  JOISTS

1st Floor

2655

Attic FFL

5263
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En Suite

Bath RoomLandingB3

Attic LandingB4

STRUCTURAL STUD 
WALLS

PARTITION 30 MINS FIRE WALL

WALLPLATE PACKER

PRE-FABRICATED ATTIC TRUSS BY 
SPECIALIST MANUFACTURER. FILLED 
INBETWEEN WITH RIGID INSULATION 
TO ACHIEVE A U VALUE OF 0.16W/m²k. 
CEILING LINED WITH 9.5mm 
PLASTERBOARD, TAPED & SKIMMED

EXISTING CEILING JOISTS RETAINED

KNAFF 60MM ROCKSILK LAID BETWEEN 
EXISTING BEAMS BEFORE INSTALLATION
TOPPED WITH 160MM ROCKWOOL FLEXI 
BETWEEN BEAMS (MIN 15KG/M³) FLOOR 
CONSTRUCTION TO BE MIN 43dB SOUND 
RESISTANCE AND 30 MIN. FIRE RESISTANCE 

ROOF INSULATION MUST ACHIEVE 
A U VALUE OF 0.16W/m²k
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INTERLOCKING CONCRETE PAN TILES ON 
38mm BATONS & BREATHABLE FELT

ROOF COATED WITH GREY GRP 
FIBREGLASS RESIN ON 18mm OSB 
BOARDS. ROOF INSULATION MUST 
ACHIEVE A U VALUE OF 0.16W/m²k

EXISTING CEILING JOISTS RETAINED & BUILT 
OVER WITH 225mm C24 JOIST
FIXED TO EXISTING WALLS WITH JOIST STRAPS .

KNAFF 60MM ROCKSILK LAID BETWEEN NEW 
BEAMS BEFORE INSTALLATION
TOPPED WITH 160MM ROCKWOOL FLEXI 
BETWEEN BEAMS (MIN 15KG/M³) FLOOR 
CONSTRUCTION TO BE MIN 43dB SOUND 
RESISTANCE AND 30 MIN. FIRE RESISTANCE 
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NEW 100X75mm WALLPLATE TO SUPPORT 
DORMA STRUCTURE TIED TO EXISTING TOP OF 
BRICKWORK 

ROOF COATED WITH GREY GRP 
FIBREGLASS RESIN ON 18mm OSB 
BOARDS. ROOF INSULATION MUST 
ACHIEVE A U VALUE OF 0.16W/m²k

En Suite
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Detailed Sections

NCDB-LJPP-203
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63 Granvile St. Barnsley. S75 2TQ

Proposed Attic Conversion
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Section F-F (Rear Dorma Window)
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