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Roof construction: Matching plain interlocking conc tiles
in accordance with chosen mfr's instructions on 50x25mm
tan sw battens on Procter Roofshield breathable roofing
felt in strict accordance with mfr's instructions and relevant
requirements of applicable BBA Cert on Trussed rafters at
Plain interlocking conc 600mm centers in accordance with timber specialists
tiles to match existing. details and recommendations and BS5268. Full details to
be provided to LABC for approval prior to relevant

Plain infnrlnr\l{ing conc
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arcs toTratlclr Ci\lblllly. proceedlng
Matching roof\pitch to house
‘c’:’\o to be verified on\site.
"Squareline" Black PVC [ "Squareline" Black PVC ~ | 100x75mm treated sw wallplates bed [ "Squareline" Black PVC gutters
gutters and matching [T T T T T T I T T TT T ITIT T 7T [T T T I I L gutters and matching 1] in guaged mortar with 30x5mm galv | | and matching circular fallpipes
circular fallpipes. circular fallpipes. RHS beam and baseplate over [TT ms vert restraint straps at 2.0m centres [ 5 with 25mm pvc fascia and 9mm
: : : garage door openings to taken down and secured to blkwk. Him matching soffit on sw framing.
Facing brick watfing support roof to Engr's details. =
to match existing. [
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; S Facing brick walling 2 H
Sectional overhead 2 to match existing. ~ O
garage doors. N Ground floor construction: 300mm reinforced concrete O]
8900 2510.0 8900 2485.0 —sdd-0 65150 suspended self-supporting floor slab off concrete piled
- . = . - = foundations to Engr's/ Specialists recommendations over Him
— ex ground to remain undisturbed with min 100mm void =
with nat stone chippings on geotextile with perforated land [ =] Horizontal wall width dpc
drain irrigation system as outlined on plan to distribute ] at floor level with cavity
Suspended self-supporting roof water throughout footprint of proposed garage. ‘| tray dpc over as indicated.
[ NEW RWP floor slab in accordance with —_—— —
Engrs/ specialists details. [ )
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"Squareline” Black PVC [ "Squareline” Black PVC ® | | | | | | | | Outbuilding
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circular fallpipes. circular fallpipes. ‘ | L L L sub floor to form soakaway and irrigation | | |
Facing brick-watfing ‘ | } | ) L | ) L ) L | system for amitree roots in vicinity. J } | |
- s - Ll ______ i I - _
to match existing: | — e e — e e - |
| . a a a a T
| I I I I I
0 I N | N R Il Bl7
Facing brick walling o} ‘ } } } } } t } } } | o
to match existing. o ‘ Jr _ g"_l _ _ P _ R _ _ - _ _ e _ _ ‘_2'____
| gl Il I | § I P 8
© | ©
9665.0 6515.0 ) Vi ! & | & U & A
|
\ I \ I I \ I |
[T !
\ ' DoubleGarage /| i | Garage i
| ———— e s = e — _ —_ e -
|78 I GARFL100.55 T T 'Y oA
| Il Il Il Il |
Suspended self-supporting } } | I I I I | } }
NEW RWP floor slab in accordance with || ' ' ' ' L
EX GL-100.15 _ Engrs/ specialists details. b | | I I | I 1 | 1 } } | |
| ® | I I I I I I |
[ | | p I I I I I I
|| | \ I Il Il Il Il I |
~ ~ _ | Il I I I I
I I | | Approx 100mm nat st chippings EX GL:90:58 L EX L9058 } | } L 77777777777 Aoy o Wl e ﬁl‘ mZh } 53(09];
‘ ‘ Broken lines denote outline of ‘ ‘ ‘ ‘ formm_g T'fl|te_l’" bed for roof ‘ ‘ ‘ ‘ ‘ ‘ ‘ I rr 77777777777777777777777777777777777777 -ttt — — \\ } ‘ ) +
| | piled foundations in accordance |1 | | waterimrigation system. I \I I | 1 ‘ o P
| | with Engrs/ specialists details. | (I | | \ | 1Nl Denotes assumed position of piled support § I } ‘
| 7L I uhder self-supporting suspended conc floor | F "
\\ | N N | N N | |
\%Lé | slab to Engr's/ Specialists details. | } | Dwe"in
. . L . . . . . . L . . . . . W . . . . . N . . . . . J . . . . . . L < ) I 7 "’@-_\ _ _ _ _ _ _ il 77 TZZN A _ _ __ 77 | _ g
\ _— Lz } i L1 4 H A |
— — N i e N TR
|
i ! NEW RJVP
\
||
—_— : 8900 I/ || 4510.|0 L 8%0.0 | : 2485.0 A 8900 \! #
S ¥ ¥ ¥
| NN
NN 9665.0
AN \
NN
\\\\
EXTERNAL CAVITY WALLING:-
External leaf in 102.5mm facing brickwork to match existing in every respect.
Internal leaf of 100mm 7.0N/ﬁ1m\2sglid lightweight fairfaced concrete
blockwork with flush pointing and masonry paint finish. Generally provide
50mm structural cavity with stainless’stee| cavity wall safety ties at 750mm
\ horiz c/c, 450mm vert c/c and every block course vertically at reveals within
\ 150mm of reveal. Close cavity around all openings with matching reveal
blocks and vert dpc. Cavity to be closed at head.of .cavity wall. Provide and
\

install all necessary dpc's as generally specified bélo@\
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// DAMP PROOF COURSE:- ANON gf M1|-(I)0 00 (TBM
Provide horizontal DPC to external cavity walls where bearing On N B 00 ( )
+ 99.57 : 0N
self-supporting suspended GF slab. DN
Tray DPCs to be installed above all lintels and any meter boxes & air br'@k\g
. . \ with perpend weepholes at max 450mm c/c. NN
Drl\le/Pal‘klng Tray DPCs to rise min 150mm across cavity. NN o
All DPC’s to be minimum 2000 gauge. AN ~ N
AN
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New surface water drainage overflow to be construdted i
100mm dia flexibly jointed vc pipework laid to min 1
\ and bed and surround in min 150mm pea gravel dischargi
to soakaway comprising 1.2m dia perforated conc rings with
\ reducing cover slab raising pieces and heavy duty me
cover and frame in excavation lined with geotextile and
\ covered with geotextile prior to backfilling with sefected
as-dug material. Soakaway to be subject to percolation test
\ generally to BRE Digest 365 o satisfaction of Local BCO.
No.1 AN
GFL - 100.76 /
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