Structural backfill to be in accordance with
SFHW 61/6J/7C/7D.
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FortracR 200/30T

Fortrac 80/30-20T

Fortrac 35/20-20T

Huesker 3D Mat, pinned to slope face and covered with loose
topsoil brushed into the 3D matrix

Tree and Shrub whips and transplants

e  Make vertical cut with sharp implement.

e  Pull back matting material to create
opening.
Create notch to plant into.
Manipulate matting back to base of plant.
Use modified tree shelter and fix in place
using wooden stake

e  Maybe Fencing it a better solution around
the bank to remove requirement to use
tree shelters

Helical Gripple fixing pins @2m centres

300mm Topsoil. Required depth for quick establishment of
planting on banks

Foundation material to be prepared in accordance with 0.5m
turnover, as per Engineers specification generally.

Huesker 3D Mat secured in anchor trench

Subsoil at bottom of bank to be lightly rotovated prior to
application of topsoil to reduce compaction and aid natural
drainage. Requires extra care to avoid damaging Fortrac
matting.

Pioneer/Woodland edge species to be located along base of
bank to withstand areas of highly compacted soils.

NOTES

All dimensions to be verified on site. Do not scale this
drawing. All discrepancies to be clarified with project
Landscape Architect.

This drawing is the property of Urban Wilderness Ltd and
is issued on the condition it is not reproduced, retained
or disclosed to any unauthorised person, either wholly or
in part without written consent of Urban Wilderness Ltd.
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