[image: ]
CONSTRUCTION METHOD STATEMENT
Bank End Primary School
Demolition of Existing Bungalow and Creation of Additional Parking and Forest Garden
Underwood Avenue, Worsbrough Dale, Barnsley, S70 4AZ
	Application No:
	2025/1040

	Contractor:
	ASSIX Limited

	Client:
	United Learning / Barnsley Metropolitan Borough Council

	Document Ref:
	P24-1118-CMS-001

	Date:
	February 2026



1. INTRODUCTION
This Construction Method Statement has been prepared by ASSIX Limited to discharge the planning condition attached to planning application 2025/1040 for works at Bank End Primary School, Underwood Avenue, Worsbrough Dale, Barnsley, S70 4AZ.
This document addresses the requirements specified by Barnsley Metropolitan Borough Council Highways Development Control in their consultation response dated 8th January 2026, specifically addressing the five conditions outlined below.
1.1 Planning Condition Requirements
The approved statement shall provide for:
i. The parking of vehicles of site operatives and visitors
ii. Means of access for construction traffic
iii. Loading and unloading of plant and materials
iv. Storage of plant and materials used in constructing the development
v. Measures to prevent mud/debris being deposited on the public highway
1.2 Project Description
The works comprise the demolition of an existing school bungalow and the creation of additional parking spaces and a school forest garden, including associated landscaping works. The project is being undertaken to improve the facilities at Bank End Primary School while the school remains operational.

2. SITE INFORMATION
2.1 Site Location and Context
The site is located at Bank End Primary School, Underwood Avenue, Worsbrough Dale, Barnsley, S70 4AZ. The site is within a mixed-use area with primarily residential and educational properties. A mechanic garage is located opposite on Overdale Avenue.
2.2 Site Access
The primary vehicular access to the site will be via Overdale Avenue, as indicated on the Site Establishment Plan. This access point has been selected to minimise disruption to the school's normal operations and to provide safe and efficient routes for construction vehicles.
2.3 Site Constraints
Key site constraints include:
• The school will remain fully operational throughout the construction period
• Proximity to residential properties requiring noise and disturbance management
• Limited on-site parking requiring careful coordination
• Presence of asbestos requiring specialist removal prior to demolition

3. PARKING OF VEHICLES OF SITE OPERATIVES AND VISITORS
3.1 Site Operatives Parking
A designated operative parking area has been identified within the site boundary, as shown on the approved Site Establishment Plan dated 12-02-26. This area will accommodate the parking of site operatives' vehicles throughout the construction period.
The operative parking area will be:
• Clearly marked and segregated from the main works area
• Secured with appropriate fencing to prevent unauthorised access
• Surfaced appropriately to prevent mud tracking onto the highway
• Capable of accommodating up to 3 operative vehicles at any one time
3.2 Site Manager Parking
A separate parking space for the site manager has been designated on the Site Establishment Plan, located adjacent to the site welfare unit for ease of access and site supervision.
3.3 Visitor Parking
Visitors to the site (including client representatives, consultants, and inspectors) will be directed to use the designated operative parking area. Where the operative parking area is at capacity, visitors will be required to park on Overdale Avenue in accordance with existing parking restrictions and highway regulations.
3.4 Parking Management
The following parking management measures will be implemented:
• All site operatives will be briefed during site induction on parking arrangements
• No parking will be permitted on Underwood Avenue or other public highways in the immediate vicinity
• The site manager will monitor compliance with parking arrangements daily
• Any breaches of parking requirements will be addressed immediately with operatives

4. MEANS OF ACCESS FOR CONSTRUCTION TRAFFIC
4.1 Vehicular Access Route
All construction traffic will access the site via Overdale Avenue. A designated vehicle access gate has been identified on the Site Establishment Plan, which will serve as the primary entry and exit point for all construction vehicles.
The access arrangement includes:
• A clearly defined vehicle access gate wide enough to accommodate delivery vehicles and plant
• A designated vehicle exit route as shown on the Site Establishment Plan
• Water-filled traffic barriers positioned to guide vehicle movements safely
• Segregation between construction traffic and pedestrian access routes
4.2 Pedestrian Access
A separate pedestrian access gate has been designated on the Site Establishment Plan to ensure safe segregation of pedestrians from construction vehicles. This gate will be used by:
• Site operatives entering and leaving the site on foot
• Visitors who have parked within the designated parking area
• Emergency services personnel if required
4.3 Traffic Management
The following traffic management measures will be implemented:
• Access gates will be secured when not in use to prevent unauthorised entry
• A banksman will be employed when large vehicles are manoeuvring on site
• Reversing alarms will be fitted to all plant and vehicles operating on site
• Delivery times will be coordinated to avoid peak school drop-off and pick-up times (08:30-09:00 and 15:00-15:30)
• All construction traffic will be prohibited from using Underwood Avenue for access
4.4 Delivery Coordination
All deliveries will be pre-arranged with the site manager to ensure:
• Adequate space is available in the loading bay
• Deliveries do not conflict with school activities
• Minimal waiting time on the public highway
• Materials can be safely offloaded and stored

5. LOADING AND UNLOADING OF PLANT AND MATERIALS
5.1 Loading Bay Location
A designated loading bay has been identified on the Site Establishment Plan (shown in yellow). This loading bay will be used for all loading and unloading operations including:
• Delivery of construction materials and plant
• Loading of waste materials for removal from site
• Arrival and departure of demolition and excavation plant
• Skip exchanges and waste removal
5.2 Loading and Unloading Procedures
All loading and unloading operations will be conducted in accordance with the following procedures:
• All deliveries will be pre-booked with the site manager with a minimum of 24 hours notice
• Vehicles will not unload on the public highway at any time
• All unloading will take place within the designated loading bay shown on the Site Establishment Plan
• A trained banksman will supervise all loading and unloading activities
• Materials will be moved immediately from the loading bay to the designated storage areas
• The loading bay will be kept clear when not actively in use
• Lifting operations will be conducted in accordance with LOLER regulations and relevant risk assessments
5.3 Delivery Vehicle Restrictions
To minimise disruption to the school and local residents, the following restrictions will apply:
• No deliveries during school drop-off times (08:30 - 09:00)
• No deliveries during school pick-up times (15:00 - 15:30)
• Maximum vehicle size to be agreed with site manager based on site access constraints
• Articulated vehicles will only be permitted with prior approval from the site manager

6. STORAGE OF PLANT AND MATERIALS
6.1 Site Compound and Storage Areas
The Site Establishment Plan identifies several designated storage areas for plant and materials:
• Operative parking area - for small tools and equipment when not in use
• Laid down area (shown in green) - for bulk materials, aggregates, and construction products
• Pedestrian access gate area - for temporary storage of materials immediately after delivery
• Areas protected with plywood - for protection of existing structures during works
6.2 Material Storage Requirements
All materials will be stored in accordance with the following requirements:
• Materials will only be stored in designated areas shown on the Site Establishment Plan
• Storage areas will be kept tidy and organised at all times
• Materials will be stored to prevent spillage or wind-blown debris
• Hazardous materials (fuels, oils, chemicals) will be stored in bunded containers within locked storage
• Block paving and aggregates will be stored on level ground with appropriate edge protection
• No materials will be stored on the public highway
• Bulk aggregates will be delivered in covered loads and stored in designated areas
6.3 Plant Storage and Security
Construction plant will be stored as follows:
• Small plant and tools will be stored in the site welfare unit or locked containers when not in use
• Large plant (excavators, dumpers) will be parked within the designated works area
• All plant will be immobilised and secured overnight
• The site will be secured with Heras fencing and debris netting as shown on the Site Establishment Plan
• Access gates will be locked outside of working hours
6.4 Waste Storage
Waste materials from the demolition and construction activities will be managed as follows:
• Skips will be positioned in the laid down area or loading bay
• Skips will be covered when not in active use to prevent wind-blown debris
• Segregated waste streams will be maintained (timber, metals, inert materials, general waste)
• Asbestos waste will be handled by licensed contractors and removed immediately
• All waste will be disposed of at licensed facilities with appropriate waste transfer documentation

7. MEASURES TO PREVENT MUD/DEBRIS ON PUBLIC HIGHWAY
7.1 Wheel Washing Facilities
A wheel washing area will be established at the vehicle exit point prior to vehicles leaving the site and entering Overdale Avenue. The wheel washing arrangements will include:
• A designated wheel wash area positioned between the works area and the vehicle exit gate
• A jet wash and brushes will be used to make sure the wheels of the vehicle are clean prior to leaving
• A dedicated operative to ensure all vehicles are cleaned before leaving site during peak periods
7.2 Road Sweeping and Cleaning
To prevent accumulation of mud and debris on Overdale Avenue, the following measures will be implemented:
• Daily visual inspection of Overdale Avenue in the vicinity of the site access
• Immediate sweeping and cleaning if any mud or debris is deposited
• Mechanical road sweeper to be employed if manual cleaning proves insufficient
• Additional cleaning during wet weather or periods of heavy vehicle movements
7.3 Debris Control Measures
To prevent debris from being deposited on the public highway:
• All loaded vehicles leaving site will be inspected to ensure loads are secure
• Waste skips will be covered to prevent wind-blown debris
• Heras fencing with debris netting will be installed around the works area as shown on the Site Establishment Plan
• Water-filled barriers will be positioned to contain site operations
• Dust suppression measures including water spraying during dry periods

8. SITE WELFARE AND FACILITIES
A 2.8m static welfare unit has been identified on the Site Establishment Plan to provide adequate facilities for site operatives. The welfare unit will include:
• Canteen facilities with seating and heating
• Toilet facilities
• Hand washing facilities with hot and cold water
• Storage for personal protective equipment
• First aid facilities

9. WORKING HOURS
To minimise disruption to the school and local residents, working hours will be restricted as follows:
• Monday to Friday: 08:00 - 17:00
• Saturday: No working (unless specifically agreed with the client)
• Sunday and Bank Holidays: No working

10. ENVIRONMENTAL CONTROLS
10.1 Noise and Vibration
Noise and vibration will be controlled through:
• Use of modern, well-maintained plant with effective silencers
• Avoidance of unnecessary revving of engines
• Switching off plant when not in use
• Positioning of noisy activities away from school buildings where possible
• Monitoring of noise levels if complaints are received
10.2 Dust Control
Dust will be controlled through:
• Water spraying of demolition and excavation areas during dry conditions
• Damping down of haul routes and access roads
• Covering of loaded vehicles
• Use of debris netting on perimeter fencing
• Minimising drop heights when loading/unloading materials

11. HEALTH AND SAFETY
ASSIX Limited is committed to maintaining the highest standards of health and safety throughout the project. Key measures include:
• Appointment of a competent site manager with appropriate SMSTS certification
• Full site induction for all operatives before commencing work
• Daily toolbox talks addressing specific hazards
• Compliance with CDM Regulations 2015
• Risk assessments and method statements for all activities
• Segregation of the works area from the operational school
• Asbestos removal by licensed contractors prior to demolition

12. EMERGENCY PROCEDURES
Emergency contact details:
• Site Manager: To be confirmed upon appointment
• ASSIX Limited Head Office: 0114 321 2928
• Emergency Services: 999
• Barnsley MBC Highways: 01226 773555
Emergency access to the site will be maintained at all times via the vehicle access gate on Overdale Avenue.

13. MONITORING AND COMPLIANCE
Compliance with this Construction Method Statement will be monitored through:
• Daily site inspections by the site manager
• Weekly progress meetings with the client
• Site diary recording all deliveries, vehicle movements, and incidents
• Photographic records of site conditions and compliance measures
• Immediate rectification of any non-conformances identified

14. CONCLUSION
This Construction Method Statement demonstrates how ASSIX Limited will manage the construction works at Bank End Primary School in accordance with the planning conditions imposed by Barnsley Metropolitan Borough Council. The measures outlined in this document will ensure that:
• Adequate parking provision is made for site operatives and visitors
• Safe and appropriate access arrangements are in place for construction traffic
• Loading and unloading operations are conducted safely and efficiently
• Plant and materials are stored securely within designated areas
• Effective measures are in place to prevent mud and debris being deposited on the public highway
ASSIX Limited is committed to working collaboratively with Barnsley Metropolitan Borough Council, the school, and local residents to ensure the successful delivery of this project with minimal disruption to the surrounding area.

Prepared by: ASSIX Limited
Date: February 2026
Document Reference: P24-1118-CMS-001
Status: For Approval by Barnsley Metropolitan Borough Council



SUITE F6 & F7 EPIC HOUSE 18 DARNALL ROAD  SHEFFIELD  S9 5AB
THE COACH HOUSE  140 BRADFORD ROAD   WAKEFIELD  WF1 2AW

T: 0114 321 2928   //   E: info@assix.co.uk   //   W: www.assix.co.uk

Company Registration Number: 10512350  VAT Registration Number: 261117535




Project & Commercial
Management Services to the
Construction Industry

· Principal Contractor
· Construction Management
· Consultancy & Freelance


image1.png
ASSIX

CONSTRUCT




