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paving and access paths from coach layby and car park/TPT.
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path widening to allow space for
cyclists to dismount before TPT
path joins car park paths

all shrub planting to be maintained at height of
1.2m to allow views between paths for safety,
with specific trees selected with clear stems

additional shrub planting to separate
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NOTES

Paths
Width starts at 1.2m in car parks, increasing as new paths join to 3m on approach to existing
Visitor Centre courtyard.

Traffic Junction
Organised so that pedestrian priority increased from existing situation, with space created for
van and trailer to park up between maintenance yard access gate and main pedestrian path.

Paths used by Vehicles
Paths that will receive vehicle use to have a reinforced sub-base to avoid damage.

Separation of Travelers
Cyclists encouraged to dismount before TPT path joins paths from car park, with sign and
widening of path to allow room to do so.

New Garden
An area to form a foreground to views of the Visitor Centre as visitors approach, and a place
for people to gather before entering the existing visitor centre gardens.

Views

Specific views of Centre maintained for visitors walking along paths from car park, by having
hedges below eye level and trees with clear stems, particularly before northern path appears
to turn away from centre.

Character of Landscape by Car Park up to Traffic Junction

To be semi-natural with native plants, whether trees, shrubs or herbaceous material.
Depressions within meadow areas to encourage species preferring moist soil conditions, as
well as helping to discourage short cuts.

proposed Tegula block paving forming path between visitor centre
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EXISTING
POND

woodland planting and uncut
hedgerows

significant tree

shrub planting

gate

2m high stone wall

steep slope

ACCESS FROM
MANVERS WAY
AND AG633

NUMBER OF PARKING SPACES

244 standard bays
6 for disabled use

PROPOSED

macadam surface

car park bays

.

footpath - width noted - bound
gravel

drop kerb for pushchairs and
wheelchairs access

post and rail fence

post and wire mesh fence

base of swale with spot heights,
approx 1.8m wide and 0.45m
deep

| culvert

piped drainage to holding pond

outline retention area with outfall
to Knoll Beck

bound gravel

Tegula block paving to match
that in courtyard

seat

low stone wall in same style

as one at entrance to Visitor
Centre

standard tree

shrub planting av height 1.2m

groundcover planting below
60cm in height

habitat / amenity areas

key view

direction of drainage fall

gradient and direction of slope fall

earth bund to separate car park
drainage from reserve drainage

Rev D: 04-01-18. Reduction in depth of holding basin.

Rev C: 19-12-18. Addition of separation bund and
holding basin.

Rev B: 12-10-18. Further detail on drainage.
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