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e T BUS LAYBY ARRANGMENT EXSTING [SPEED HUNP
- SOAE 1:125 PR T0 MIEReAGE W
EXISTING FOOTPATH
40mm THICK HRAS5/14C DES 40/60 —
TO BS EN 13108—4 PD6691 TABLE
C-3 (CUSSIFCATION No. 1) THE CONTRACTORS SHALL CARRY OUT TRIAL PIT EXCAVATIONS
261000 DUCTS 81 om 5.1m 5m 24m 20m 35m PRIOR TO CONSTRUCTION TO ESTABLISH THE LOCATION AND

DROP OFF ZONE CARRIGEWAY DEPTH OF ALL SERVICES IN THE SECTION 278 WORKS AREA.

EXISTING CARRIAGEWAY
TO REMAIN UNALTERED\
EXISTING FOQTPATH EXISTING CARRIAGEWAY

(NEW INSTALL SPARES)

( FOOTPATH T
IS, s T

[ CARRIAGEWAY

150x305 HB1 KERB
5.5m 24 FOOTPATH ‘ ‘
il 1/ _ra 1 -
B e == 0
5 1504125 CS2 CHANNEL FROM s Eﬁig&ﬁw
MARSHALL FOR TRANSITION BETWEEN 20mm THICK AC6 DENSE SURF PERMACHANNEL
j EXISTING AND NEW PAVEMENT 70/100 TO BSEN 13108-1 PD6691
EXISTING 45mm THICK AC20 DENSE BIN 40/60 RECEIPE MIX TO BSEN 13108-1 PD6691
mLEE 265mm THICK GRANULAR SUB-BASE TYPE 1 (ASSUME CBR=4%)

200mm THICK C40/50 CONCRETE SLAB
MESH REINFORCEMENT TO BE A393 IN THE
MIDDLE. SLAB TO BE LAID ON 1000 GAUGE
POLYTHENE MEMBRANE

320mm THICK GRANULAR
SUB-BASE TYPE 1 *

PAVEMENT DESIGN THICKNESS IS BASED ON
¢ 75 BUSES PER DAY

¢ DESIGN PERIOD OF 50 YEARS

¢ DESIGN TRAFFIC =5.34 msa

EXISTING
GAS **

2x1508 DUCTS CLAY BT
(450mm DEEP)**

ELECTRICAL TILES ** —
(605mm DEEP)

COMPACTED SUBGRADE

THALES CABLES *#(TO BE RELOCATED
BY THALES)

HIGH VOLT ELECTRICAL CABLE ** (555mm DEEP)

1508 CLAY PIPE (BT) NOW TO
BE LOWERED TO SAME DEPTH
AS OTHER BT DUCTS

SECTION A-A

SCALE 1:75

ASSUMED CBR=37% TO BE VERIFIED BY
CONTRACTOR PRIOR TO CONSTRUCTION
MIN. 450mm THICKNESS FOR FROST
SUSCEPTIBILITY LE. TOTAL BUILD-UP
HGV<10 VEHICLES PER DAY

TYPE 1 SUB-BASE. CONTRACTOR HAS OPTIONED
T0 REDUCED SUB-BASE TYPE 1 TO 150mm

SUB-BASE TYPE 1 + 350mm CAPPING

T DROP OFF LANE [ LANDSCAPE [

EXISTING

** SERVICES DEPTH & LOCATIONS ARE BASED ON
TRIAL PIT AT OLD SCHOOL ENTRANCE (INDICATIVE
ONLY). CONTRACTOR SHALL CONFIRM WITH THE
STATUTORY COMPANIES THE PROTECTION REQUIRED
AND/OR THE EXTENT OF WHICH THEY SHOULD BE
LOWERED

LAYER

CHARCON
PERMACHANNEL

THE CONTRACTOR SHALL ALSO ENSURE THAT ALL EXISTING
SERVICES WITHIN THE FOOTWAY AND WEST STREET ARE
PROTECTED DURING SECTION 278 WORKS.
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CROSSING
1.25m 2m 1.25m 235m
10 110
EDGING &
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SCALE 1:75




