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PRACTICE NOTES

1.  This drawing originates from CAD file:  118_000
3.  All dimensions are in millimeters unless otherwise stated.
4.  All dimensions shall be verified on site before proceeding with work.
5.  This drawing to be read in conjunction with all relevant structural, mechanical and electrical information.
6.  This drawing to be read in conjunction with all SMK Architectur's drawings, schedules and specifications.
7.  If this drawing exceeds the quantities taken in any way, the designers are to be informed before the work is initiated

 

Drawings based on Ordanance Survey and / or existing record drawings - design and drawing content subject to Site
Survey, Structural Investigations, Planning and Statutory Requirements and Approvals.

Authorised reproduction from Ordanace Survey Map with permission of the Controller of Her Majesty's Stationery Office.
Crown Copyright reserved.

SMK Architecture Copyright

SMK Architecture's role on this project is that of designer as defined in Regulation 13 of the Construction (Design and Management Registration 1994 CDM).
The design has been prepared with regard for the need under CDM specifically consider risks to health and safety.
The CDM affects the contractor's normal health and safety obligations when undertaking constructional operations.
You are reminded of your duties under CDM and particularly to consider matters detailed in the Health and Safety Plan.
Professional advice should be sought if you are in any way unclear as to your obligations under CDM. 
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18 Bretton Road, Kexborough
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Permeable Paving
- see Plate 1.0

Lawn
- see Plate 1.1

Bin storage
- see Plate 1.3

To be connected to main sewer
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Boundary Treatment
- see Plate 1.3
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Rainwater Drainage

Soil Vent Pipe

Gateway Access
- see Plate 1.3

Gateway Access
- see Plate 1.3

Plate 1.0 - Drivesett Tegula Priora® Permable
                  Paving - Pennnt Grey 

Plate 1.1 - Grass Mix:  Perennial Ryegrass (15%)
                                     Strong Creeping Fescue (35%)
                                     Smooth Stalked Meadow grass (10%)
                                     Hard Fescue (40%)

Plate 1.3 - Vertical Hit and Miss Fencing
                  CCA Pressure Treated
                  1800mm in height
                  Boundary treatment to create bin store

  Side entrance gates to match
                  

Magnolia × soulangeana
- see Plate 1.4

Plate 1.4 - Magnolia × soulangeana

Plate 1.2 - Herbaceous Borders

Herbaceous Borders
- see Plate 1.2
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