
Tree Protection

I Tree Prolection Fencing

I The trde protection fencing for this site should be locoted os shown on
the Tree Protection Plon-

1,2 The tree protection fencing will be oppropriote to the degree ond
proximity of likely construction works. ln this instonce, due to the ground
conditions on odequote level of protection for the trees could be
provided by secured 'Heros'type fencing. of welded mesh ponels on
rubber or concrete feet (see Figures of Appendix I for exomples),

L3 The precise fencing locotion moy need to be slightly odjusted on site
due to locol site conditions but is not expecfed to differfrom thot shown
on the Tree Protection Plqn, The finol fencing position must be ogreed
on by the LPA before the commencement of ony site works,

1.4 The tree protection fencing detoils should be incorporoted into
relevont subsequent plons, method stotements used for design
purposes ond construction drowings issued for use on site, to ensure
thot oll interested porties ore fully owore of the oreos in which occess
ond works moy ond moy not toke ploce,

"I.5 The fencing should be joined together using o minimum of two onti-
tomper couplers, instqlled so thot they con only be removed from
inside the fence (see Appendix I for on exomple). The fencing ponels
should be supported on the inner side by stobilizer struts, which should
normolly be ottoched to o bose plote secured with ground pins or
mounted on o block troy (see Appendix I for on exomple),

.I.6 
The oreo enclosed by the fencing is referred to os the Construction
Exclusion Zone (CEZ): this oreo should be considered o restricted oreo.
No pedestrions, vehicles, storoge of moteriols, equipment or mochinery
should be ollowed within the CEZ unless specified in this method
stotement, The site monoger must ensure thot oll personnel ore owore
of the restrictions thot opply to the fenced-off oreo,

1.7 Once the fencing is erected, woterproof worning signs lobelled 'Tree
Protection Areo' should be ploced of 3m intervols to ensure thot oll
personnel ore owore of the restrictions thot opply to the fenced-off
oreo (see of Appendix I for exomple signs),

LI The tree protection fencing should be inspected for foults or domoge
by the site monoger or other responsible nomed person on o regulor
bosis ond o written record kept, Any foults or defects should be
repoired or reploced os soon os is reosonobly procticoble. The Tree
Protection Fencing sholl not be removed, breoched or oltered without
prior written outhorisotion from the locol plonning outhority ond under
orboriculturol superuision by o suitoble nomed responsible individuol
oppointed by the site monoger.



a) Stabilizer strut with base plate secured with ground pins

A

b) Stabilizer sJrut mounted on block tray

Figure l: Secured 'Heros' type fencing with stobilizing system ond fixed centrol pins (OBSI)

Appendix I: lmoges ond Figures



Figure 2: Secured 'Heros'type fencing with sfobilizing system ond onti-tomper couplers

Figure 3: Anti-tomper couplers to secure fencing ond ovoid unouthorised occess
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Figure.4: Worning sign for fencing

Figure 5: Exomple of A3 correx free protection worning sign fixed to fencing pone
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