


























































Issued by:
The Coal Authority, Property Search Services, 200 Lichfield Lane, Berry Hill, Mansfield, Nottinghamshire, NG18 4RG
Website: www.groundstability.com    Phone: 0345 762 6848   DX 716176 MANSFIELD 5

LANDMARK INFORMATION GROUP
LIMITED
SOWTON INDUSTRIAL ESTATE
ABBEY COURT
UNIT 5/7 EAGLE WAY
EXETER
DEVON
EX2 7HY

Our reference: 51000877150001
Your reference: 67251901_2|

Date of your enquiry: 07 May 2015
Date we received your enquiry: 07 May 2015

Date of issue: 07 May 2015

This report is for the property described in the address below and the attached plan.

Non-Residential Coal Authority Mining Report

BLYTHE STREET, WOMBWELL, SOUTH YORKSHIRE,
This report is based on and limited to the records held by, the Coal Authority, and the Cheshire Brine
Subsidence Compensation Board's records, at the time we answer the search.

Coal mining See comments below
Brine Compensation District No

Information from the Coal Authority
Underground coal mining

Past
The property is in the likely zone of influence from workings in 9 seams of coal at 110m to 600m
depth, and last worked in 1981.
Any ground movement from these coal workings should have stopped by now.
Present
The property is not in the likely zone of influence of any present underground coal workings.
Future
The property is not in an area for which the Coal Authority is determining whether to grant a
licence to remove coal using underground methods.
The property is not in an area for which a licence has been granted to remove or otherwise work
coal using underground methods.
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The property is not in an area that is likely to be affected at the surface from any planned future
workings.
However, reserves of coal exist in the local area which could be worked at some time in the
future.
No notice of the risk of the land being affected by subsidence has been given under section 46 of
the Coal Mining Subsidence Act 1991.

Mine entries
There are no known coal  mine entries  within,  or  within  20 metres of,  the boundary  of  the
property.

Coal mining geology
The Authority is not aware of any evidence of damage arising due to geological faults or other
lines of weakness that have been affected by coal mining.

Opencast coal mining
Past
The property is not within the boundary of an opencast site from which coal has been removed
by opencast methods.
Present
The property does not lie within 200 metres of the boundary of an opencast site from which coal
is being removed by opencast methods.
Future
The property is not within 800 metres of the boundary of an opencast site for which the Coal
Authority is determining whether to grant a licence to remove coal by opencast methods.
The property is not within 800 metres of the boundary of an opencast site for which a licence to
remove coal by opencast methods has been granted.

Coal mining subsidence
The Coal Authority has not received a damage notice or claim for the subject property, or any
property within 50 metres, since 31st October 1994.
There is no current Stop Notice delaying the start of remedial works or repairs to the property.
The Authority is not aware of any request having been made to carry out preventive works before
coal is worked under section 33 of the Coal Mining Subsidence Act 1991.

Mine gas
There is no record of a mine gas emission requiring action by the Coal Authority within the
boundary of the property.

Hazards related to coal mining
The property has not been subject to remedial works, by or on behalf of the Authority, under its
Emergency Surface Hazard Call Out procedures.

Withdrawal of support
The property is in an area for which notices of entitlement to withdraw support were published in
1946, 1954, 1983.
The property is not in an area for which a notice has been given under section 41 of the Coal
Industry Act 1994, revoking the entitlement to withdraw support.

Working facilities orders
The property is not in an area for which an Order has been made under the provisions of the
Mines (Working Facilities and Support) Acts 1923 and 1966 or any statutory modification or
amendment thereof.

Payments to owners of former copyhold land
The property is not in an area for which a relevant notice has been published under the Coal
Industry Act 1975/Coal Industry Act 1994.
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Information from the Cheshire Brine Subsidence Compensation Board
The property lies outside the Cheshire Brine Compensation District.

Additional Remarks
Information provided by the Coal Authority in this report is compiled in response to the Law
Society’s Con29M Coal Mining and Brine Subsidence Claim enquiries. The said enquiries are
protected by copyright owned by the Law Society of 113 Chancery Lane, London WC2A 1PL.
This report is prepared in accordance with the Law Society’s Guidance Notes 2006, the User
Guide 2006 and the Coal Authority and Cheshire Brine Board’s Terms and Conditions applicable
at the time the report was produced.
The Coal Authority owns the copyright in this report. The information we have used to write this
report is protected by our database right. All rights are reserved and unauthorised use is
prohibited. If we provide a report for you, this does not mean that copyright and any other rights
will pass to you. However, you can use the report for your own purposes.
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Approximate position
of property

Enquiry boundary

Reproduced by permission of Ordnance Survey
on  behalf  of  HMSO.  ©  Crown  copyright  and
database  right  2015.  All  r ights  reserved.
Ordnance Survey Licence number: 100020315

Key
Approximate position of enquiry
boundary shown

Location map
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Samples & In Situ Testing

Depth (m)
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Legend(m) (m AOD) Stratum Description

Project Name

Location:
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Dimensions:

Level:
Co-ords:Project No.

Trialpit No
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Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street
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Gleeson Developments

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
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Dark brown sandy TOPSOIL with fragments of bricks

MADE GROUND : Brown fine to coarse gravelly sand. Gravel is fine to coarse
subangular of brick, concrete and mixed lithologies. Whole bricks.

Brown fine to coarse clayey gravelly SAND. Gravel is fine to coarse
subangular of sandstone. Intermittent pockets of silty CLAY.

Moderately strong SANDSTONE recovered as brown fine to coarse subangular
clayey very sandy gravel with occasional cobbles.

Trialpit Complete at 2.95 m
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Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

Hard to proceed. Solid at bottom.

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS

1.65m
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Dark brown sandy TOPSOIL

Moderately strong SANDSTONE recovered as brown fine to coarse subangular
slightly clayey sandy gravel with occasional cobbles.

Trialpit Complete at 1.65 m
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Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

Hard to proceed from 1.3m. Solid at bottom

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS
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MADE GROUND : Brown fine to coarse subangular gravel of mixed lithologies
with bricks, concrete, metal and plastic fragments.

Moderately strong to strong SANDSTONE recovered as brown fine to coarse
subangular sandy gravel with occasional cobbles.

Trialpit Complete at 1.30 m
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Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

Hard to proceed. Solid at bottom.

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS

1.85m
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Dark brown sandy TOPSOIL. Whole brick and concrete cobble.

Brown fine to coarse clayey gravelly SAND. Gravel is fine to coarse
subangular of sandstone.

Moderately strong SANDSTONE recovered as brown fine to coarse subangular
clayey very sandy gravel with occasional cobbles.

Trialpit Complete at 1.85 m

1

2

3

4

1:25

Sheet 1 of 1



Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

Hard to proceed. Solid at bottom.

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS

1.60m

-
-

-

-

MM

TP5

01/06/2015

H
o

le
B

A
S

E
 3

.1
 (

B
ld

 4
2

6
.4

8
) 

S
ta

n
d

a
rd

 T
ri

a
lp

it
 L

o
g

 v
2

 d
a

te
d

 2
7

th
 N

o
v
 0

3

0.30

1.30

D

D

1.20

1.40

1.60

MADE GROUND : Brown fine to coarse gravelly sand. Gravel is fine to coarse
subangular of mixed lithologies, brick, concrete and metal.

Brown fine to coarse gravelly SAND. Gravel is fine to coarse subangular of
sandstone

Moderately strong SANDSTONE recovered as brown fine to coarse subangular
sandy gravel and occasional cobbles.

Trialpit Complete at 1.60 m
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Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

Hard to proceed. Solid at bottom

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS

2.20m
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Dark brown sandy TOPSOIL

MADE GROUND : Dark brown topsoil mixed with bricks.

MADE GROUND : Brown fine to coarse gravelly sand. Gravel is fine to coarse
of mixed lithologies, brick, concrete and metal.

Weak SANDSTONE recovered as brown fine to coarse subangular clayey sandy
weathered gravel.

Trialpit Complete at 2.20 m
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Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

Hard to proceed. Solid at bottom.

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS

2.30m
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MADE GROUND : Dark brown sandy topsoil mixed with fragments of brick,
concrete and fine to coarse subangular gravel of sandstone

MADE GROUND : Brown reworked clayey very gravelly sand. Gravel is fine to
coarse subangular gravel of sandstone and brick.

Brown fine to coarse slightly clayey gravelly SAND. Gravel is fine to
coarse subangular of sandstone

Moderately strong SANDSTONE recovered as brown fine to coarse subangular
clayey very sandy gravel and occasional cobbles

Trialpit Complete at 2.30 m
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Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

Hard to proceed past 1.75m

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS
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Dark brown sandy TOPSOIL with rare fragments of brick

MADE GROUND : Brown reworked clayey very gravelly sand. Gravel is fine to
coarse subangular gravel of sandstone and brick.

Brown fine to coarse slightly clayey very gravelly SAND. Gravel is fine to
coarse subangular of sandstone.

Moderately strong to strong SANDSTONE recovered as brown fine to coarse
subangular slightly clayey sandy gravel cobbles from 1.5 m bgl

Trialpit Complete at 1.75 m
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Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

Hard to proceed. Solid at bottom.

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS
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Dark brown sandy TOPSOIL

MADE GROUND : Brown fine to coarse reworked gravelly clayey sand. Gravel is
fine to coarse of sandstone with rare brick fragments.

From 1.4-1.8m: Becomes reworked very sandy clay.

Moderately strong SANDSTONE recovered as brown fine to coarse subangular
slightly clayey sandy gravel and occasional cobbles

Trialpit Complete at 2.50 m
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Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

Hard to proceed past 1.2m

None encountered

38506

Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS
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MADE GROUND : Brown fine to coarse gravelly sand. Gravel is fine to coarse
subangular of mixed lithologies, brick, concrete and metal.

Moderately strong to strong SANDSTONE recovered as brown fine to coarse
subangular sandy gravel and cobbles.

Trialpit Complete at 1.20 m
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Samples & In Situ Testing

Depth (m)

Depth Level
Legend(m) (m AOD) Stratum Description

Project Name

Location:

Client:

Dimensions:

Level:
Co-ords:Project No.

Trialpit No

Scale

Logged By

Remarks:

Date

Type Results

Groundwater:

Depth

Blythe Street

Wombwell

Gleeson Developments

None encountered
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Eastwood & Partners
St. Andrew's House
23 Kingfield Road
Sheffield
S11 9AS
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MADE GROUND : Tarmac

MADE GROUND : Light brown fine to coarse subangular gravel of limestone

MADE GROUND : Brown fine to coarse very clayey sand with occasional
fragments of plastic.

Firm brown CLAY

Moderately strong SANDSTONE with occasional gravel of shale recovered as
fine to coarse subangular clayey gravel.

Trialpit Complete at 2.10 m
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