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Report Limitations

All comments and proposals contained in this report, including any conclusions, are based on information available to RIDA Reports during
investigations. The conclusions drawn by RIDA Reports could therefore differ if the information is found to be inaccurate or misleading. RIDA
Reports accepts no liability should this be the case, nor if additional information exists or becomes available with respect to this scheme.

Except as otherwise requested by the client, RIDA Reports is not obliged to and disclaims any obligation to update the report for events
taking place after the date on which the assessment was undertaken.

RIDA Reports makes no representation whatsoever concerning the legal significance of its findings or the legal matters referred to in the
following report.

All Environment Agency mapping data used under special licence. Data is current as the data on the correspondence given by the
Environment Agency and is subject to change.

The information presented and conclusions drawn are based on statistical data and are for guidance purposes only.
The study provides no guarantee against flooding of the study site or elsewhere, nor of the absolute accuracy of water levels, flow rates and
associated probabilities.

This report has been prepared for the sole use of our direct client. No other third parties may rely upon or reproduce the contents of this
report without the written permission of RIDA Reports. If any unauthorised third party comes into possession of this report they rely on it at
their own risk and the authors do not owe them any Duty of Care or Skill.
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Introduction n

Purpose of this report

RIDA Reports Ltd has been appointed to undertake a Level 1 — Screening Study
Flood Risk Assessment for a development located at S71 1NU.

Objectives

The objectives of this FRA are to demonstrate the following:

- Whether the proposed development will likely be affected by current or
future flooding.

- Whether the proposed development will increase flood risk elsewhere.

- Whether the flood risks associated with the proposed development can be
satisfactorily managed.

- Whether the measures proposed to deal with the flood risk are sustainable.

Documents Consulted

To achieve these objectives, the following documents have been consulted and
referenced:

The National Planning Policy Framework (NPPF)

CIRIA C753 document The SuDS Manual, 2015

Local Flood Risk Management Strategy (LFRMS)

Level 1 Strategic Flood Risk Assessment (SFRA)

Aerial photographs and topographical survey of the site

British Geological Society Records

Local Council flood Maps

Environment Agency flood maps

The CIRIA publication ‘C635 Designing for exceedance in urban drainage Good
practice’
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Site Assessment H

Hydrology

Aquifer

Source Protection
Zone

Groundwater Levels

Bedrock

Superficial Deposits

Development Site and Location

The site is located at Wakefield Road, Barnsley. The nearest postcode is S71
1NU. Refer to appendix A for site location plan.

The current use of the site is an existing bus depot. The current user
vulnerability classification of the site is Less vulnerable. The site is located in
the River Flood Zone 1. Refer to Appendix B for more details.

Development Proposals

The proposed development includes the electrification of the existing bus
depot, including the installation of EV charging infrastructure, power units,
feeder panels, transformers and associated electrical equipment, together with
the reconfiguration of bus parking across the site. Refer to Appendix B for the
layout of the proposed development.

The vulnerability classification of the proposed development is Essential
infrastructure with an estimated lifetime between 50 and 100 years.

Site Hydrology and Hydrogeology

The River Dearne is located approximately 650 m away from the
development.

The development is located within a secondary aquifer type A. Aquifers type A
consist of permeable layers capable of supporting water supplies at a local
rather than strategic scale. They are generally aquifers formerly classified as
minor aquifers.

The site is not located within a Source Protection Zone.

The ground water levels for this site are unknown.

Site Geology

The British Geological Survey records of the site show that it is located within
the Pennine Middle Coal Measures Formation-Mudstone, siltstone and
sandstone.

The British Geological Survey records show that the superficial deposits are not
present at the site.
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National and Local Planning Policy n

National Planning Policy Framework (NPPF)

The NPPF and its technical guidance is a set of planning policies with the key
objective of contributing to sustainable development. As part of it, they ensure
that flood risk and sustainability are considered during the planning process.
This ensures that developments are not located in flood risk areas and directs
developments to lower risk areas. The NPPF applies a sequential risk-based
approach to determining land suitability for development in flood risk areas.
The NPPF also encourages developers to seek opportunities to reduce the
overall level of flood risk through the development layout and the application
of Sustainable Drainage Systems (SuDS).

The Flood and Water Management Act (2010)

The Flood and Water Management Act aims to reduce the flood risk associated
with extreme weather events. It provides robust flood risk management for
people, homes and businesses and encourages using SuDS for developments. A
robust SuDS strategy should consider the recommendations in this Flood Risk
Assessment.

Strategic Flood Risk Assessment (SFRA)

Planning policy with regard to development and flood risk in the area is
detailed in the Barnsley Strategic Flood Risk Assessment Level 1 (SFRA) which
was published in 2010. The proposed development site is located within the
administrative boundary of the Barnsley Metropolitan Borough Council.

The SFRA commits to direct new development to locations at the lowest flood
risk. The SFRA provides information on the levels and flood hazards that could
result from flooding. The Environment Agency flood zone maps and the SFRA
ignore the presence of existing flood defences when defining the potential
extent of flooding.

This report follows the guidance given in the Barnsley Strategic Flood Risk
Assessment Level 1 by evaluating the flood risk and providing relevant flood
mitigation.
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The Sequential and Exception Test n

The NPPF guidance states that the sequential test "is to steer new
development to areas with the lowest risk of flooding from any source. Where
the test applies, development proposals should not be located in areas at risk
of flooding where alternative sites, appropriate for the development, are
reasonably available in areas with a lower risk of flooding. The area to which
the test is applied should not be greater than the anticipated catchment of the
development in terms of its likely occupiers or users."

Applicability of the Sequential Test

The flood risks were determined by identifying all the sources of flooding and
assessing their possible impact and likelihood to development. It is confirmed
that the development is:

In Flood Zone 1, based on the Planning Flood Risk Map

At very low risk of surface water with potential ponding located away from the critical
infrastructures

At high risk of groundwater flooding

Outside of a critical drainage area

Outside of an area with sewer flooding

In accordance with the NPPF, a Sequential Test is required given the identified
flood risk at the site. The assessment has been undertaken within the red line
boundary of the planning application, and the proposed development has
been located in the area of lowest flood risk available within the site. With
regard to alternative reasonably available sites, it is considered unlikely that
opportunities exist in areas of lower flood probability, given the small scale of
the scheme and its requirement to be delivered in proximity to the established
land use and ownership. On this basis, it is concluded that the proposed
development satisfies the requirements of the Sequential Test.

Exception Test

Fluvial flood risk has been assessed using the Environment Agency Flood Map
for Planning, in accordance with the sequential risk-based approach set out in
the NPPF and Planning Practice Guidance. The requirement for the Exception
Test is determined by the vulnerability classification of the proposed land use in
relation to the mapped Flood Zone designation. This ensures that the need for
an Exception Test is based on the statutory flood map, while more detailed
datasets are used within the FRA to refine site-specific risk and mitigation
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The Sequential and Exception Test n

measures.
Step1 The proposed development is greater than 1 ha and falls within the
Environment Agency (EA) Flood Zone 1. Therefore, a Site Specific Flood Risks
Flood Zone Assessment is required under the NPPF. Flood Zone 1 is considered to have a
categorisation low probability of flooding, with an annual probability of flooding of <0.1%. The
chance of flooding is 1 in 1000 years or lower.
Step 2 In Annex F: Flood risk vulnerability classification of the NPPF Planning Practice
Flood risk vulnerability Guide, the proposed development is classified as 'Essential infrastructure'.
Step 3 The Flood Risk vulnerability and Flood Zone incompatibility table 3 of the NPPF
Flood Zone Planning Practice Guide states that Essential infrastructure developments do
incompatibility not require an exception test.

The Exception Test

The exception test is not required.
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Flood Hazard Assessment H

The development has been assessed for the following potential flood risks,
river and tidal flood risk, surface water flooding, flooding from groundwater,
reservoir flood risk and drainage systems.

Flood Defence and Historic Flooding

The Environment Agency records show that the site benefits from flood
defences. They also show that the area around the site has not been flooded
in the past. See Appendix C for details.

Flooding from river and sea

The proposed development is greater than 1 ha and falls within the
Environment Agency (EA) Flood Zone 1. Therefore, a Site Specific Flood Risks
Assessment is required under the NPPF. Flood Zone 1 is considered to have a
low probability of flooding, with an annual probability of flooding of <0.1%.
The chance of flooding is 1 in 1000 years or lower.

The climate change allowance is not applicable for this site.

The site is located in an area outside of fluvial flooding flood risk.

It is concluded that the site is not affected by fluvial/sea flood risk.

Surface water (overland flows) flood risk

The Environment Agency Flood Map for Planning Surface Water dataset
indicates a high surface water flood risk. The residual risk of localised deep
ponding during extreme rainfall events remains significant. The mapping
includes present day and climate change scenarios based on the UKCP18
Upper End 2070s climate change allowance.

The Environment Agency Flood Map for Planning Surface Water datasets combine
national flood modelling with locally available detailed flood model information. Flood
extents below 75mm depth are removed from the mapping, as shallow surface water
flooding of this magnitude is generally unlikely to prevent access or cause flooding to
properties.

Building footprints are raised within the modelling process by approximately 300mm
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Flood Hazard Assessment H

above surrounding ground levels. As a result, raw model outputs can sometimes
indicate that buildings are outside mapped flood extents.

The mapping is not intended to provide property-specific flood risk or confirm flooding
to individual buildings. However, building footprints are infilled using OS MasterMap
data where surrounding flood extents indicate potential flood risk to buildings.

The modelling process also removes isolated small wet areas and infills isolated dry
areas surrounded by floodwater to improve the usability and consistency of the
datasets for strategic planning purposes.

The strategic flood risk for the Barnsley Metropolitan Borough Council confirms
that the flood risk for the site is High. The surface water flood data from the
strategic flood risk assessment has not been produced to determine the flood
levels at individual properties. This data does not contain the climate change
allowances for depth levels. Therefore, the Design flood level is based on the
Environment Agency Flood Map for Planning Surface Water datasets. The
mapping is not intended to determine flood levels at individual properties and
therefore the design flood level below remains an estimate based on the best
available information. Actual flood depths across the site may vary depending
on local ground conditions and drainage capacity.

Based on the Environment Agency Flood Map for Planning Surface Water
datasets, the Strategic Flood Risk Assessment and the presence of surface
water drainage systems within the site and surrounding area, the site has areas
at High risk of surface water flooding during extreme rainfall events. The flood
depths have been informed by the Flood Map for Planning Surface Water
climate change datasets, which are based on the latest UK Climate Projections
(UKCP18) from the Met Office, using the Representative Concentration
Pathway (RCP) 8.5. The ‘Upper end’ (based on the 95th percentile) for the
2070s epoch (2061-2125) has been used for the climate change scenarios. The
mapping indicates localised surface water ponding to the west of the site, with
a potential flood depth of approximately 600mm. The average ground level
within this localised area is approximately 68.8m AOD, giving an estimated
surface water flood level in the region of 69.4m AOD. The mapped flood extent
does not extend to or affect the critical structures within the development.
Therefore it is concluded that the critical infrastructures are located at Low Risk
of surface water.

Flooding from drainage systems in adjacent areas

The council records have been reviewed. The flooding from drainage incidents
maps were not found in the Strategic Flood Risk Assessment. Therefore, for the
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Flood Hazard Assessment H

purpose of this report, it has been assumed that the risk of flooding from
drainage systems is low.

Reservoirs Risks

The Reservoir Flood Map (RFM) produced by the Environment Agency does not
show the risk to individual properties of dam breach flooding. The maps do not
indicate or relate to any particular probability of dam breach flooding. The
maps were prepared for emergency planning purposes. They can be used to
help reservoir owners produce on-site plans, and the Local Resilience Forum
produce off-site plans and to prioritise areas for evacuation/early warning in
the event of a potential dam failure. The RFM shows that the development
could be outside of the possible dam breach flooding path. See Appendix C.

Groundwater flood risk

The British Geological Survey's flood risk susceptibility maps show that the
development has the potential for groundwater flooding above ground level.
Groundwater levels vary seasonally and are influenced by ground and
meteorological conditions and proximity to water features. The groundwater
flooding risk for this site is considered to be high. The groundwater flood depth
could potentially be 0.15m. The average ground level at the location of the
works is 68.9m AOD. The potential groundwater flood level is 69.05m AOD.
This level has been given as a precautionary measure. It is recommended that
monitoring of groundwater is undertaken should this measure be reviewed.
Refer to Appendix C for record drawings.

Critical Drainage Areas

The Strategic Flood Risk Assessment was reviewed as part of this assessment.
However, it does not show the critical drainage areas within the council. For
this report, it has been assumed that the site is outside of a notified critical
drainage area.
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Flood Risk Management n

The Flood hazard assessment has demonstrated that the site is:

In Flood Zone 1, based on the Planning Flood Risk Map

At very low risk of surface water with potential ponding located away from the critical
infrastructures

At high risk of groundwater flooding

e OQutside of a critical drainage area

Outside of an area with sewer flooding

Under the NPPF it is necessary to demonstrate that, for any new development
on the site, it is possible to provide an adequate level of flood protection for
personnel working or living at the development.

Design Flood Level

The design flood level is the maximum estimated water level during the design
storm event including an allowance for climate change in line with current best
practice and the national planning policy guidance.

The Design Flood Level for this development has been determined by
evaluating the levels from the Fluvial/Sea, Surface Water and Groundwater

flood levels.

For this site, the Design Flood Level is 69.05m AOD. This is the highest level and
corresponds to the Groundwater Flood Level.

Flood Protection

The general precautionary measures to mitigate the risk of groundwater
flooding in this development are:

- The critical electrical infrastructure (TR1, FP1, RMU, TR2 and FP2) should be
raised and located at least 150mm above the respective average ground level.

- Flow paths are provided around the proposed development, which
groundwater will take in the event of groundwater emergence.

As these measures would mitigate the risks from groundwater flooding, it is
considered that the risk from groundwater has been managed.
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Off-Site Impacts

The NPPF specifically stipulates that consideration should be given to potential
off-site flood impacts of any proposed development. These off-site impacts are
in relation to the following:

- Surface water management
- Flood flow conveyance, storage and climate change

Surface Water Management

The surface water run-off will be disposed of using SuDS techniques. The aim
is to provide a sustainable design that accommodates the proposed
attenuation volume and replicates the existing drainage regime using the SuDS
hierarchy, is shown in the figure below.

The Landis Top Soil classification is impeded drainage. The SuDS techniques
highlighted in red below could be used on-site. This assessment is based on the

LANDIS Top Soil infiltration, ground conditions and available potential

discharge points.

The SuDS Hierarchy (Source:EA Thames region, SuDS a practical guide)

Most
Sustainable

Least
Sustainable

SUDS technique Flood Reduction Pollution Landscape &
Reduction Wildlife
Benefit
Living roofs ht ¥ et
Basins and ponds 2 v v

- Constructed wetlands
- Balancing ponds
- Detention basins
- Retention ponds

Filter strips and v v v
swales
Infiltration devices v v v
- soakaways
- infiltration trenches
and basins

- 4

and filter drains
- gravelled areas
- solid paving blocks
- porous paviors

Tanked systems v
- over-sized pipes/tanks
- =

With no increase in the rate of surface water discharge from the site,
compared to the site in its current configuration, the proposed development
would have no adverse impact on surface water flood risk at the site or
surrounding area. The SuDS should be designed at the detailed project stage.

4



Off-Site Impacts

Flood Flow conveyance and storage

Due to the size of the development and the groundwater flood risk of flooding,
flood compensation for this development is not required.

W



Conclusions n

It is concluded that subject to the proposed mitigation measures, the site can
be developed in accordance with the provisions of the NPPF and the
requirements of the Environment Agency and the local planning authority.

This report demonstrates that the proposal will be safe, in terms of flood risk,
for its design life and will not increase the flood risk elsewhere.
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SITE SURFACE WATER FLOOD RISK
This is the EA Climate change scenarios. The climate change allowances are
based on the latest UK Climate Projections (UKCP18) from the Met Office, using
the Representative Concentration Pathway (RCP) 8.5.
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This shows the RoOFRS_CCO01_4band.lyr of flooding from rivers and the sea, climate change scenarios. The climate change
allowances are based on the latest UK Climate Projections (UKCP18) from the Met Office, using the Representative
Concentration Pathway (RCP) 8.5.

Near-term epochs and central/higher central allowances are being used initially, to support short and medium-term decisions
informed by the highest flood likelihood projections:

Fluvial: central allowance - 2040-2069 ("2050s" epoch)

Coastal: higher central allowance - 2036-2065

Likelihood of defence failure unsuitable and depth info does not provide the design flood depth needed for planning approval.
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RIVER AND SEA FLOOD RISK MAP
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RIZA

MAGIC RESULTS

Site Check Results

Site Check Report generated on Mon Sep 07 2024

The following features have been found in your search area:

You selected the location: Centroid Grid Ref: SE34880840
Aquifer Designation Map (Bedrock) (England)

TYPOLOGY Secondary A

Mo Features fcund

Mo Features found
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SOILSCAPES MAP

MU_NAME: DALE

@, Zoomto

SOILSCAPE

DRAINAGE
FERTILITY
HABITATS

Slowly permeable seasonally wet
acid loamy and clayey soils

Impeded drainags
Low

Sessonally wet pastures and
woodlands

ot

Data originated from the Cranfield University, Land Information System LandIS® Portal [National Soils Map as Public

Data [2026], subject to the LandIS Portal Open Licence

GROUND WATER FLOOD RISK

Class A

i )

sC

Clas

A: Limited potential for groundwater flooding to occur i
B: Potential for groundwater flooding of property situated below ground level |
C: Potential for groundwater flooding to occur at surface
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FLOOD WARNING AREA
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Environment
W Agency

Flood map for planning

Your reference  Location (easting/northing) Created
Unspecified 434884/408615 7 September 2026 21:59

Your selected location is in flood zone 1, an area with a low
probability of flooding.

You will need to do a flood risk assessment if your site is any of the following:

* bigger than 1 hectare (ha)

* in an area with critical drainage problems as notified by the Environment
Agency

« identified as being at increased flood risk in future by the local authority's
strategic flood risk assessment

« at risk from other sources of flooding (such as surface water or reservoirs)
and its development would increase the vulnerability of its use (such as
constructing an office on an undeveloped site or converting a shop to a
dwelling)

Notes

The flood map for planning shows river and sea flooding data only. It doesn't
include other sources of flooding. It is for use in development planning and flood
risk assessments.

This information relates to the selected location and is not specific to any property
within it. The map is updated regularly and is correct at the time of printing.

Flood risk data is covered by the Open Government Licence which sets out the
terms and conditions for using government data. https://
www.nationalarchives.gov.uk/doc/open-government-licence/version/3

Use of the address and mapping data is subject to Ordnance Survey public
viewing terms under Crown copyright and database rights 2026 AC0000807064.
https://flood-map-for-planning.service.gov.uk/os-terms
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