The former Three Horseshoes Public House, Barnsley Road, Brierley S72 9JT
Condition 12: Construction Method Statement
The parking of vehicles of site operatives
Whilst the conversion of the Public House takes place an area of the former car park will be set aside for parking for site operators and visitors.  Whilst the erection of the two dwellings takes place an area of the proposed parking area for the new flats will be set aside for parking for site operators and visitors.
Means of access for construction traffic.
Access to the site during construction will be taken directly off Barnsley Road, through the existing access, which will continue to provide access to the site after development.  There is sufficient space for construction traffic to turn round on site, without the need for reverse out onto the highway.
Loading and unloading of plant and materials.
Whilst the conversion of the Public House takes place an area of the former car park will be set aside for the loading and unloading of plant and materials.  Whilst the erection of the two dwellings takes place an area of the proposed parking area for the new flats will be set aside for the loading and unloading of plant and materials.
Storage of plant and materials
Whilst the conversion of the Public House takes place an area of the former car park will be set aside for the storage of plant and materials.  Whilst the erection of the two dwellings takes place an area of the proposed parking area for the new flats will be set aside for the storage of plant and materials.
Measures to control the emission of dust and dirt during construction.
The former car park is hard surfaced, which will be maintained as such until the conversion of the Public House is complete.   The parking area for the new apartments will be built to base coat, whilst the construction of the houses takes place.  The hard surfaced areas will prevent the generation of dust and dirt as the site will not be dug up by the movement of heavy plant and machinery.  The hard surface areas will be cleaned regularly by assisting site labourers and the use of a road sweeper if required where soil transfer /contamination is present from exiting traffic.  
Wheel washing arrangements will also be put in place during the construction period.
Measures to control noise levels during construction.
The works to convert the public house will be internal and limited to standard operating hours.  External noise levels will therefore be minimal.  For the erection of the detached houses hoardings will be erected between the site and neighbouring properties to screen noise levels.  Hours of operation will be limited to normal operating hours.
