North

Schedule Of Accommodation

Plot 1 Two Storey 4 Bed Dwelling 126sgm
Plot 2 Two Storey 2 Bed Dwelling 66sgqm
Plot 2A Two Storey 2 Bed Dwelling 66sqm
Plot 3 Two Storey 4 Bed Dwelling 152sgm
Plot4 Two Storey 4 Bed Dwelling 126sgm
Total 536sqm

External materials
\ A | Stone flags to terraces and
\ paths where shown.

Marshalls Tegula Priora or
< similar permeable block

1 paving.

Compacted sharp gravel
paths.

Tarmac to access road and
parking areas where shown.

350mm wide stone walls
with semi-circular stone

h Retain existing stone walls to copings.
Garden' '\ former buildings to a height of New tree and hedge planting
\ 1.8m; make good and add copings j’;ﬁ\ subject to Landscape design.
y to form boundary walls.

EVCP-4  Elec vehicle charging point;
Mode 3 , min 7kW (32 Amp).

1.8m high vertically boarded
timber fence.

Tree Protective Herras Fencing

Existing trees with root
protection area shown hatched.
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Tree Report identifies G1 as two ash trees with
dye-back and a state of decline.

Only the tree to the east of the pair is within the
applicants control and it is proposed that it is
retained and pollarded to combat die-back and
encourage re-growth.

Rebuild existing

blockwork boundary

wall in stone. =
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Tow  Extg vehicular _
access to No 3 S ~ [ 3 .
Chapel Street. "
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Access Details 1,,/ _
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Improve Existing Access: 2)
e  Upgrade to Private Drive Access min 4.8m wide with splayed %
kerbs and 2.0 x 2.0m pedestrian visibility splays. o -
e Max gradient of Private Drive 1 in 20 for the first 10 meters. 1.2m high high sLoae’\Afalls
Note: Ground levels lend themselves to allow the Private Drive to rear of foetpath to site o
oS

to have a maximum gradient of 1 in 20 throughout.

e Visibility sight lines from center line of access to be improved
as shown.

e Increase width of footpath to 2.0m along site frontage.

e Provide private vehicle and small delivery van turning space.

e  Waste and Recycling Bins to be brought to site access for
collection.

e Allexterior corners of dwellings within 65 meters of access to
allow 20m reversion for fire appliance and 40m hose length.
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3 Traffic survey

locations(1)and(2)
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s Ite L a 0 ut P I a n Rev C - 11.06.25 Indicative layout showing 5 dwelling option.
@ Rev B - 20.02.25 Add Traffic data collection locations.

Rev A - 30.01.25 Plot 2/3 amended.
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