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Existing suspended ceiling to be carefully removed
and reinstated following completion of works. No
requirement for plasterboard and skim finish.

Line ceiling with plywood and
decorate white. M&E kit prevents
installation of plasterboard and skim.

All areas with single dark blue hatch: Underside of new
timber roof construction (which will be high level) to be
under-drawn with plasterboard and skim, decorated
white upon completion.

Sections of masonry wall highlighted in
green will require reducing in height and
making good to enable installation of new
roof structure. All areas to be
covered/protected and appropriate dust
suppression methods utilised to prevent
spread of dirt/dust.

Sections of masonry wall highlighted in magenta
assumed to require reducing in height and making
good to enable installation of new roof structure.
Plasterboard and skim finish not to underside of new
roof construction, instead this needs to be framed out
and new ceiling constructed to same level of existing
ceiling for neat finish. It may be necessary to remove
existing plaster finish from the bottom of these same
walls to enable this finish.

Supply and install additional timber joists to ensure
all sides of the plasterboard have suitable fixing
points. Also allow for additional noggings to secure
new lighting to as per Electrical layout.

Area highlighted orange indicates
approximate area to be occupied by
another contractor during the works,

New lighting to be installed throughout the
classroom as per Electrical drawing/spec.

Ensure all electrical cables are run
and secured in the correct place prior
to installation of ceiling finishes.

Access to internal
areas of works. All
necessary door/alarm
codes to be provided
by school.
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