P  ALTHON SFA10D HEADWALL WITH SFA1 450 OUTFALL SAFETY GRILLE + 700MM TOE + 3 SIDED KEE KLAMP

SFA10D Specification Information SFA1 450 Outfall Safety Grille
e Opening in back wall cast to suit outside diameter of the pipework e Grating manufactured from 70 x 70 angle frame with 60 x 12 flat at 100mm centres
e Invert level of pipe can be set to your specification e  Fully Welded and hot dip galvanised
e There is a 50mm fall from the back wall of the headwall to the front of the spillway e  Material: Mild Steel
e  SFA10D suitable for pipework up to 450mm ID Plastic or C'ware and 450mm ID PCC e Weight approximately: 55kg
with Sewers for Adoption compliant grating, or up to 600mm ID Plastic or C'ware and e For use with PCC pipes UTI 450mm ID and Twinwall pipes UTI 500mm ID

600mm ID PCC without Sewers for Adoption compliant grating
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Plan view of grating with wall plates and hinges.
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ﬂ ﬂ Kee Klamp Specification Information
o DRAWING TITLE:
=] e  Galvanised steel kee klamp handrail
N e 1100mm high above back wall SFA10D HEADWALL + 700MM TOE
e GRP/FRP hand rails also available + SFA1 450 OUTFALL SAFETY GRILLE
S ) +3 SIDED KEE KLAMP
S Althon SFA10D Headwall Installation
-
Units should be bedded on minimum 100mm Sene PAPER DATE
of semi-dry concrete. NTS AL 11-01-16
Mat_enal: Relnfz_)rced concrete ORAWING No
Weight approximately 2630kg + 1660kg Toe
300 All dimensions in mm
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