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125x255mm HALF BATTERED KERB
(MARHSALLS OR SIMILAR APPROVED)
50X150mm PCC EDGING
(MARSHALLS OR SIMILAR APPROVED)
30mm PLASMOBILITY KERB
(OR SIMILAR APPROVED)
30MM 10MM SMA 50 PEN
25MM 0/6MM DBM 190 PEN
FOOTWAY TO BE RESURFACED
BLOCK PAVING
FULL HEIGHT KERB
TRANSITION KERB
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PEDESTRIAN CROSSING KERB
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SECTION 38 NOTES
1. ALL HIGHWAY WORKS ARE TO BE CONSTRUCTED IN ACCORDANCE

WITH BMBC HIGHWAY DESIGN GUIDE AND SPECIFICATIONS.

2. ALL HIGHWAYS ARE THE SUBJECT OF A SECTION 38 AGREEMENT OF
THE HIGHWAYS ACT 1980.

3. ALL PUBLIC SEWERS TO COMPLY WITH THE REQUIREMENTS OF THE
WATER AUTHORITIES PUBLICATION "SEWERS FOR ADOPTION"
TOGETHER WITH ANY ADDITIONAL SPECIFIC REQUIREMENTS OF THE
WATER AUTHORITY.

4. ALL PUBLIC SEWERS ARE TO BE THE SUBJECT OF A SECTION 104
AGREEMENT OF THE WATER INDUSTRY ACT 1991.

5. ANY COATED BASE MATERIAL IN CARRIAGEWAY LEFT EXPOSED FOR
MORE THAN SEVEN DAYS TO BE SEALED USING BITUMINOUS
SEALING GRIT.

6. UNSEALED AND LOOSE MATERIAL SUCH AS CRUSHED STONE,
GRAVEL OR PEBBLES ARE NOT ACCEPTABLE ADJACENT TO THE
ADOPTABLE HIGHWAY.

7. GULLY GRATINGS AND FRAMES MUST BE SUITABLE FOR USE IN
PEDESTRIANISED AREAS AND SHALL COMPLY WITH THE
REQUIREMENTS OF BS EN 124.

8. ALL HIGHWAY WORKS ARE BASED ON A CBR >2.5%.

9. ALL DRIVES TO HAVE 45 DEGREE TAPER UNLESS SHOWN
OTHERWISE

***CBR TESTS TO BE CARRIED OUT ONSITE TO HIGHWAYS LOCATIONS TO
VALIDATE CBR VALUE. CBR TESTS TO BE CARRIED OUT USING A 600mm
DIAMETER PLATE. RESULTS AND LOCATION PLAN OF CBR TESTS TO BE
PROVIDED TO BMBC ENGINEER***

GENERAL NOTES

A. THIS DRAWING IS BASED ON PLANNING LAYOUT DRAWING 1931.01_G
AND HAYCOCK AND TODD TOPOGRAPHICAL SURVEY DRAWING
S8860-3D.

B. ALL CONNECTIONS TO PROPOSED PUBLIC TO BE A MINIMUM 150Ø.

C. THIS DRAWING IS FOR INFORMATION ONLY.


